MIAMI-DADE COUNTY, FLORIDA
MIAMIDADE ’
-= METRO-DADE FLAGLER BUILDING

BUILDING CODE COMPLIANCE OFFICE
METRO-DADE FLAGLER BUILDING

140 WEST FLAGLER STREET, SUITE 1603
MIAMI, FLORIDA 33130-1563

PRODUCT CONTROL NOTICE OF ACCEPTANCE (305) 375-2901 FAX (305) 375-2908
Nabco Entrances, Inc. CONTRACTOR LICENSING SECTION
S. 82 W 18717 Gemini Drive P. O. Box 906 ' (305) 375-2527 FAX (305) 375-2558
Muskego ,WI 53150 CONTRACTOR ENFORCEMENT DIVISION

(305) 375-2966 FAX (305) 375-2908
PRODUCT CONTROL DIVISION
(305) 375-2902 FAX (305) 372-6339
Your application for Notice of Acceptance (NOA) of:
"System GT 1400 Bifold-Double Leaf" aluminum sliding glass door
under Chapter 8 of the Code of Miami-Dade County governing the use of Alternate Materials and Types of
Construction, and completely described herein, has been recommended for acceptance by the Miami-Dade
County Building Code Compliance Office (BCCQ) under the conditions specified herein.

This NOA shall not be valid after the expiration date stated below. BCCO reserves the right to secure this
product or material at any time from a jobsite or manufacturer's plant for quality control testing. If this
product or material fails to perform in the approved manner, BCCO may revoke, modify, or suspend the
use of such product or material immediately. BCCO reserves the right to revoke this approval, if it is
determined by BCCO that this product or material fails to meet the requirements of the South Florida
Building Code.

The expense of such testing will be incurred by the manufacturer, %/ MQ

ACCEPTANCE NO.: 00-1215.02
EXPIRES: 01/17/2007 Raul Rodriguez
Chief Product Control Division

THIS IS THE COVERSHEET, SEE ADDITIONAL PAGES FOR SPECIFIC AND GENERAL
CONDITIONS
BUILDING CODE & PRODUCT REVIEW COMMITTEE

This application for Product Approval has been reviewed by the BCCO and approved by the Building
Code and Product Review Committee to be used in Miami-Dade County, Florida under the conditions set

forth above.
Francisco J. Quintana, R.A.
Director
Miami-Dade County
APPROVED:_01/17/2002 Building Code Compliance Office

\\s045000 [\pc2000\\templates\notice acceptance cover page.dot

Internet mail address: postmaster@buildingcodeonline.com @ Homepage: http://www.buildingcodeonline.com



Nabco Entrances Inc. ACCEPTANCE No.: 00-1215.02

3.1
3.2

APPROVED : _January 17, 2002
EXPIRES : January 17, 2007

NOTICE OF ACCEPTANCE: SPECIFIC CONDITIONS
SCOPE
This approves an aluminum automatic sliding glass door, as described in Section 2 of this Notice of
Acceptance, designed to comply with the South Florida Building Code (SFBC), 1994 Edition for
Miami-Dade County, for the locations where the pressure requirements, as determined by SFBC
Chapter 23, do not exceed the Design Pressure Rating values indicated in the approved drawings.

PRODUCT DESCRIPTION

The Series “System GT 1400” Bi-fold (double leaf) (Sx-Sx-Sx-Sx) Aluminum Automatic Sliding
Glass Door System w/ Emergency Breakout-Large Missile Impact Resistant and its components
shall be constructed in strict compliance with the following documents: Drawing No. 1400-02C,
sheets 1 through 6 of 6, titled “System GT1400 Bifold double leaf” dated 08-01-97 and last revised
on 29-May-01, prepared by manufacturer, signed and sealed by Jose D. Mitrani, P. E. , bearing the
Miami-Dade County Product Control approval stamp with the Notice of Acceptance number and
approval date by the Miami-Dade County Product Control Division. These documents shall
hereinafter be referred to as the approved drawings.

LIMITATIONS

This approval applies to single unit applications only, as shown in approved drawings.

Unit shall be installed only at locations protected by a canopy or overhang such that the angle
between the edge of canopy or overhang to sill is less than 45 degrees. Unless unit is installed in
non-habitable areas where the unit and the area are designed to accept water infiltration.

INSTALLATION

The aluminum automatic sliding glass door and its components shall be installed in strict compliance
with the approved drawings.

Hurricane protection system (shutters): the installation of this unit will not require a hurricane
protection system.

LABELING
Each unit shall bear a permanent label with the manufacturer's name or logo, city, state and following
statement: "Miami-Dade County Product Control Approved".

BUILDING PERMIT REQUIREMENTS
Application for building permit shall be accompanied by copies of the following:
6.1.1 This Notice of Acceptance
6.1.2 Duplicate copies of the approved drawings, as identified in Section 2 of this Notice of
Acceptance, clearly marked to show the components selected for the proposed installation.
6.1.3 Any other documents required by the Building Official or the South Florida Building Code
(SFBC) in order to properly evaluate the installation of this system.
1ohag [ . L l\/»uczx-
Ishaq L. Chanda, P. E., Product Control Examiner
Product Control Division




Nabco Entrances Inc. ACCEPTANCE No.: 00-1215.02

APPROVED :  January 17, 2002
EXPIRES : January 17, 2007

NOTICE OF ACCEPTANCE: STANDARD CONDITIONS

1. Renewal of this Acceptance (approval) shall be considered after a renewal application has been filed and the
original submitted documentation, including test supporting data, engineering documents, are no older than eight
(8) years.

2. Any and all approved products shall be permanently labeled with the manufacturer's name, city, state, and the
following statement: "Miami-Dade County Product Control Approved", or as specifically stated in the specific
conditions of this Acceptance.

3. Renewals of Acceptance will not be considered if:

a) There has been a change in the South Florida Building Code affecting the evaluation of this product and the
product is not in compliance with the code changes;

b) The product is no longer the same product (identical) as the one originally approved,

¢) Ifthe Acceptance holder has not comphed with all the requirements of this acceptance, including the correct
installation of the product;

d) The engineer who originally prepared, signed and sealed the required documentation initially submitted is no
longer practicing the engineering profession.

4. Any revision or change in the materials, use, and/or manufacture of the product or process shall automatically be
cause for termination of this Acceptance, unless prior written approval has been requested (through the filing of a
revision application with appropriate fee) and granted by this office.

5. Any of the following shall also be grounds for removal of this Acceptance:
a) Unsatisfactory performance of this product or process.
b) Misuse of this Acceptance as an endorsement of any product, for sales, advertising or any other purpose.

6. The Notice of Acceptance number preceded by the words Miami-Dade County, Florida, and followed by the
expiration date may be displayed in advertising literature. If any portlon of the Notice of Acceptance is
displayed, then it shall be done in its entirety.

7. A copy of this Acceptance as well as approved drawings and other documents, where it épplies, shall be provided
to the user by the manufacturer or its distributors and shall be available for inspection at the job site at all time.
The engineer need not reseal the copies.

8. Failure to comply with any section of this Acceptance shall be cause for termination and removal of Acceptance.

9. This Notice of Acceptance consists of pages 1, 2 and this last page 3.

l g han l L [\4 s
Ishaq I. Chanda, P. E., Product Control Examiner
Product Control Division
END OF THIS ACCEPTANCE
3




Reference Fastener Chart for Anchors
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Concrete IVO lle End) . n n
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Header 3500 PtSI
oncrete
Jamb 3500 PS| Prof. doso D. Mirari, P.£. Concrete Construction
Miami, Florida 33186
Design Pressure Rating .
SYSTEM GT1400 BIFOLD - DOUBLE LEAF
WHERE WATER INFILTRATION | WHERE WATER INFILTRATION '
REQUIREMENT IS NEEDED REQUIREMENT IS NOT NEEDED STANDARD ELEVATIONS & SECTIONS
Positive NOT APPROVED +50 PSF N UPDARFEVE',SIONS TG NABCO CONCRETE BUILDING FRAME CONSTRUCTION
Negative NOT APPROVED -60 PSF /A [INITIAL ISSUE 01AUGY7
REV | DESCRIPTION DATE T SR e e o 1400-02C Page 1 of6




Jamb Tube

Jamb Tube

"X on " _Hinge Hinge_ n " "
5" X 2" X 1/ Tube " Tub% 5" X 2" X1/
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‘ e s . " cheiege - ‘
’ Bl - SECTION "Z-Z olybond) :‘T:”’g:?‘m BCOE
L tﬂj T m!ﬁquf] gt n:\.:
‘ Fastener Chart PRODUCT CONTROL BMEION
46" Typ Kawneer #37227 BURING CODE SOMPLANGE OFRICE
J Location| Substrate Fastener Type, Spacing and Quantity ACCEPTANGENO, 00-1215.02-
Threshold 3500 PSI use (2) 1/4" x 2 3/4" ITW Buildex PFH Tapcons with minimun 1 3/4"embedment
Concrete in 3500 psi concrete at each sash corner, a total of (16) in all at threshold
;R’/ ~ :R’_, N Header 3500 PSI use (2) 1/4" x 2 3/4" ITW Buildex PFH Tapcons with minimun 1 3/4"embedment
o O( Concrete in 3500 psi concrete at each sash corner, a total of (16) in all at header
' Jamb 3500 PSI Use (7) 1/4" x 3 1/4" ITW Buildex PFH Tapcons in pairs at 12" o.c. starting
% % % Concrete 9 3/4" from each corner, tqtal of (14) Tapcons
Material List
350" Description NABCO Part No. Composition Manufacturer Prof. Jose D. Mitrani, P.E.
) ‘ 10642 S.W. 129 Place
Header (Ext.) 248912 6063 - T6 aluminum William L. Bonnell Co. Miami, Florida 33186
Guide Channel (Ext.) 248913 6063 - T5 aluminum William L. Bonnell Co.
0 Header Dress Plate (Ext.) 240129 6063 - T5 aluminum William L. Bonnell Co.
1 Stile (Ext.) 148922 6063 - T6 aluminum William L. Bonnell Co.
= Hinge Tube (Ext.) 148957 6063 - T5 aluminum William L. Bonnel! Co.
11" Typ Rail (Ext.) 149085 6063 - T6 aluminum William L. Bonnel! Co.
RN 0 Jamb (Ext.) 240311 6063 - T5 aluminum William L. Bonnell Co.
Threshold (Ext.) 140969 6061 - T6 aluminum William L. Bonnell Co. .
‘ / Beveled Threshold (Ext) 240831 6061 - T6 aluminum William L. Bonnell Co. Concrete Construction
} Glass Stop Base (Ext.) 142336 6063 - T5 aluminum William L. Bonnell Co.
\\_/\_-/ Glass Stop Channel (Ext.) 142335 6063 - T5 aluminum William L. Bonneli Co.
Angle (Ext.) 145840 6061 - T6 aluminum William L. Bonneli Co.
Flush Bolt & Lock Rod Detail SYSTEM GT1400 BIFOLD - DOUBLE LEAF
' STANDARD ELEVATIONS & SECTIONS
TYPE | DIMENSION | DIMENSION | DIMENSION | DIMENSION "D" DIMENSION "E" OPENING DIMENSION REVISIONS NABCO
"A" "B" "C" PANEL WIDTH | DAYLIGHT OPENING | Incl. 1/4" Shim Each Side |73 TuroATeD ZNATG1 CONCRETE BUILDING FRAME CONSTRUCTION
MINIMUM 5'-9 1/2" 3-10" 4-9 3/4" 14 31/32" 8 23/32" 5 10" /3 [INITIAL ISSUE 01AUGS7
MAXIMUM 8-0" 6'-0 1/2" 7-01/4" 2119/32" 15 11/32" 8 1/2" REV|DESCRIPTION | DATE | Mmsmisss— - immes 1400-02C Page 2 of 6




All Jamb Anchors are in Pairs

1/4" Max
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Design Pressure Rating

SYSTEM GT1400 BIFOLD - DOUBLE LEAF

WHERE WATER INFILTRATION | WHERE WATER INFILTRATION s Y STANDARD ELEVATIONS & SEGTIONS

REQUIREMENT IS NEEDED REQUIREMENT IS NOT NEEDED -
Positive NOT APPROVED +50 PSF UPDAREE\SMON§ — S NABCO STEEL BUILDING FRAME CONSTRUCTION

B>

Negative NOT APPROVED -60 PSF INITIAL ISSUE 01AUGYY
REV|DESCRIPTION | DATE |  SEsimdar =immas 1400-025 Page 3 of 6




——dJamb Tube : . Jamb Tube
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11 3/4" "B" (Net Door Opening) 11 3/4"
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Sehelege Weathering Pile
olybond) Schelege Weathering Pile Exterior Weathering Pile
&’olybond) Schelege _ &Schelege
olybond) Weathering Pile olybond)
5/8" Typ Rod Engagement Schelege
' " "
}{ S ECTl ON Z-Z &’olybond)
, APPROVED AS COMPY
Fastener Chart YING WITH THE
46" Typ :’«"‘ﬂ?ﬁ“mm
Location| Substrate Fastener Type, Spacing and Quantity mm
Threshold 3500 PSI use (2) 1/4" x 2 3/4" [TW Buildex Tapcons with minimun 1 3/4"embedment PRODUCT CONTROL DIVISION R
Concrete in 3500 psi concrete at each sash corner, a total of (16) in all at threshold mm dowp
INgIANg| LR UANCE OFFICE
™M ™ Header Min 1/8" use (2) 1/4 - 14 x 1 1/4" Hilti HWH self drilling screws with minimum 1" ACCEPTANCENO. O /2 / g, 02
—_lolo thick steel embedment in steel at each sash corner, a total of (16} in all at header :
Jamb Min 1/8" Use (7) 1/4" x 3" Zinc Tek (Broward bolt) pairs at 12" o.c. starting 9 3/4"
% % thick steel from each corner, total of (14) anchors
Material List
35.0" Description NABCO Part No. Composition Manufacturer Prof. Jose D. Mitrani, P.E. L.
. 10642 SW. 129 Placg
Miami, Florida 3318
Header (Ext.) 248912 6063 - T6 aluminum William L. Bonnell Co. fam, oriea
Guide Channel (Ext.) 248913 6063 - T5 aluminum William L. Bonnell Co.
Header Dress Plate (Ext.) 240129 6063 - T5 aluminum William L. Bonnell Co.
Stile (Ext.) 148922 6063 - T6 aluminum William L. Bonnell Co.
Hinge Tube (Ext.) 148957 6063 - T5 aluminum William L. Bonnell Co.
11" Typ Rail (Ext.) 149085 6063 - T6 aluminum William L. Bonnell Co.
(M 1 Jamb (Ext.) 240311 6063 - T5 aluminum William L. Bonnell Co.
Threshold (Ext.) 140969 6061 - T6 aluminum William L. Bonnell Co. =
— H Beveled Threshold (Ext.) 240831 6061 - T6 aluminum William L. Bonnel! Co. Steel ConStru Ctlon
k Glass Stop Base (Ext.) 142336 6063 - T5 aluminum William L. Bonneli Co.
Glass Stop Channel (Ext.) 142335 6063 - T5 aluminum William L. Bonnell Co.
. Angle (Ext. 145840 6061 - T6 aluminum William L. Bonneli Co. -
Flush Bolt & Lock Rod Detail gle (Ext.) SYSTEM GT1400 BIFOLD - DOUBLE LEAF
STANDARD ELEVATIONS & SECTIONS
TYPE |DIMENSION | DIMENSION | DIMENSION | DIMENSION "D" DIMENSION "E" OPENING DIMENSION REVISIONS NABCO
"A" "B" "C" PANEL WIDTH DAYLIGHT OPENING Incl. 1/4" Shim Each Side /A |UPDATED SIMAYOT STEEL BUILDING FRAME CONSTRUCTION
MINIMUM 5'-9 1/2" 3-10" 4'-9 3/4" 14 31/32" 8 23/32" 5-10" /2 |INITIAL ISSUE 01AUGY7
MAXIMUM 8-0" 6-0 1/2" 7-0 1/4" 21 19/32" 15 11/32" 8-1/2" REV[DESCRIPTION | DATE | _ Svsmiuc =i 1400-028 Page 4 of 6




Reference Fastener Chart for Anchors

All Header Anchors are in Pairs
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46" Typ | Location| Substrate Fastener Type, Spacing and Quantity PROCUCT CORTROL DIVISION
Threshold | 3500 PSI use (2) 1/4" x 2 3/4" ITW Buildex PFH Tapcons with minimun 1 3/4"embedment m,mmm,om;m
Concrete in 3500 psi concrete at each sash comer, a total of (16) in all at threshold : -—-—-—---,-2?.-'
A A Header | Min. 1/8" thick use (2) 1/4 - 14 x 1 1/4" Hilti HWH self drilling screws with minimum 1"
olo 6063-T5 Aluminum embedment in Aluminum at each sash corner, a total of (16) in all at header.
; Jamb Min. 1/8" thick Use (7) 1/4" x 3" Zinc Tek (Broward bolt) pairs at 12" o.c. starting 9 3/4"
% % % 6063-T5 Aluminum from each cornet, total ?f (14) anchors.
Material List
35.0" Description NABCO Part No. Composition Manufacturer
] Prof. Jose D. Mitrani, P.E,
Header (Ext) 248912 6063 - T6 aluminum William L. Bonnell Co. Wi, Florida 55186
Guide Channel (Ext.) 248913 6063 - T5 aluminum William L. Bonnell Co. '
Header Dress Plate (Ext.) 240129 6063 - T5 aluminum William L. Bonnell Co.
Stile (Ext.) 148922 6063 - T6 aluminum William L. Bonnell Co.
. Hinge Tube (Ext.) 148957 6063 - T5 aluminum William L. Bonnell Co.
11" Typ Rail (Ext.) 149085 6063 - T6 aluminum William L. Bonnell Co.
(] Jamb (Ext.) 240311 6063 - T5 aluminum William L. Bonnell Co.
} Threshold (Ext.) 140969 6061 - T6 aluminum William L. Bonnell Co. " .
— W , Beveled Threshold (Ext) 240831 6061 - T6 aluminum William L. Bonnell Co. Aluminum Construction
\\ Glass Stop Base (Ext.) 142336 6063 - T5 aluminum William L. Bonnell Co.
Glass Stop Channel (Ext.) 142335 6063 - T5 aluminum William L. Bonnell Co.
. Angle (Ext. 145840 6061 - T6 alumi William L. Bonnell Co. .
Flush Bolt & Lock Rod Detail ngle (Ext.) aiuminum litam onnell Lo SYSTEM GT1400 BIFOLD - DOUBLE LEAF
STANDARD ELEVATIONS & SECTIONS
TYPE |DIMENSION | DIMENSION | DIMENSION | DIMENSION "D"|  DIMENSION "E" OPENING DIMENSION REVISIONS NABCO
"A "B" "c" PANEL WIDTH | DAYLIGHT OPENING Incl. 1/4" Shim Each Side 7 [UPDATED ZAYGH ALUMINUM BUILDING FRAME CONSTRUCTION
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