MIAMI-DADE COUNTY, FLORIDA
MIA M IDADE :
-: METRO-DADE FLAGLER BUILDING

BUILDING CODE COMPLIANCE OFFICE
METRO-DADE FLAGLER BUILDING

140 WEST FLAGLER STREET, SUITE 1603
MIAMI, FLORIDA 33130-1563

PRODUCT CONTROL NOTICE OF ACCEPTANCE (305) 375-2901 FAX (305) 375-2908
U.S. Anchor Corporation CONTRACTOR LICENSING SECTION
450 East Copans Road (305) 3752527 FAX (305) 375-2558
Pompano Beach ,FL. 33064 CONTRACTOR ENFORCEMENT DIVISION

(305) 375-2966 FAX (305) 375-2908
PRODUCT CONTROL DIVISION
(305) 375-2902 FAX (305) 372-6339
Your application for Notice of Acceptance (NOA) of:
King Pin Mechanical Anchors
under Chapter 8 of the Code of Miami-Dade County governing the use of Alternate Materials and Types of
Construction, and completely described herein, has been recommended for acceptance by the Miami-Dade
County Building Code Compliance Office (BCCO) under the conditions specified herein.

This NOA shall not be valid after the expiration date stated below. BCCO reserves the right to secure this
product or material at any time from a jobsite or manufacturer's plant for quality control testing. If this
product or material fails to perform in the approved manner, BCCO may revoke, modify, or suspend the
use of such product or material immediately. BCCO reserves the right to revoke this approval, if it is
determined by BCCO that this product or material fails to meet the requirements of the South Florida
Building Code.

The expense of such testing will be incurred by the manufacturer. %/
ACCEPTANCE NO.: 01-0918.02
EXPIRES: 09/23/2006 Raul Rodriguez

Chief Product Control Division

THIS IS THE COVERSHEET, SEE ADDITIONAL PAGES FOR SPECIFIC AND GENERAL
CONDITIONS
BUILDING CODE & PRODUCT REVIEW COMMITTEE

This application for Product Approval has been reviewed by the BCCO and approved by the Building
Code and Product Review Committee to be used in Miami-Dade County, Florida under the conditions set

forth above. /

Francisco J. Quintana, R.A.

Director

Miami-Dade County
APPROVED:_12/06/2001 Building Code Compliance Office

Ws04500011pc2000\\templates\notice acceptance cover page.dot

Internet mail address: postmaster@buildingcodeonline.com @ Homepage: http://www.buildingcodeonline.com



U.S. Anchor Corporation. ACCEPTANCE NO: 01-0918.02

3.1

4.1

————

APPROVED: DEC 05;2001
EXPIRES: SEP 2 3 2006

NOTICE OF ACCEPTANCE: SPECIFIC CONDITIONS

SCOPE :

This approves concrete anchors as described in Section 2 of this Notice of Acceptance, designed to comply with
the South Florida Building Code (SFBC), 1994 Edition for Miami-Dade County. For the locations where the
actual loads as determined by SFBC Chapter 23, do not exceed the allowable load indicated in the approved
drawings. '

PRODUCT DESCRIPTION

The KingPin Concrete Anchors shall be fabricated and used in strict compliance with the following
documents: Drawing No. Anchor-W, Anchor-S & Anchor DI, titled “Concrete Anchor”, prepared by U.S.
Anchor Corporation. dated 09/10/98 sheet 1 through 3 of 3. The drawings bear the Miami-Dade County Product
Control Approval stamp with the Notice of Acceptance number and approval date by the Miami-Dade Product
Control Division. These documents shall hereinafter be referred to as the approved drawings.

LIMITATIONS
Allowable loads are for 2000, 4000 & 6000 psi compressive strength Concrete.

INSTALLATION
The concrete anchor shall be installed in strict compliance with the installation instructions published by
Marksmen Manufacturing Corporation.

LABELING

Each concrete anchors shall have a mark identifying the manufacturer and each box of anchors shall have a
permanent label with the manufacturer’s name or logo, city, state and the following statement: “Miami-Dade
County Product Control Approved”.

BUILDING PERMIT

Application for Building Permit shall be accompanied by copies of the following;:

6.1.1 This Notice of Acceptance

6.1.2  Duplicate copies of the approved drawings as identified in Section 2 of this Notice of Acceptance,
clearly marked to show the hangers and angles selected for the proposed installation.

6.1.3  Any other document required by the Building Official or the SFBC in order to properly evaluate the
installation of these products.

Candido Font, PE, Sr. Product Control Examiner
Product Control Division
-



U. S. Anchor Corporation. ACCEPTANCE NO: 01-0918.02

b)
c)

d)

a)
b)

ApprovED: DEC 06 2001
EXPIRES: SEP 2 3 2006

NOTICE OF ACCEPTANCE STANDARD CONDITIONS

Renewal of this Acceptance (approval) shall be considered after a renewal application has been filed and the original
submitted documentation, including test-supporting data, engineering documents, are no older than eight (8) years.

Any and all approved products shall be permanently labeled with the manufacturer's name, city, state, and the
following statement: "Miami-Dade County Product Control Approved", or as specifically stated in the specific
conditions of this Acceptance.

Renewals of Acceptance will not be considered if:

There has been a change in the South Florida Building Code affecting the evaluation of this product and the product
is not in compliance with the code changes;

The product is no longer the same product (identical) as the one originally approved;

If the Acceptance holder has not complied with all the requirements of this acceptance, including the correct
installation of the product;

The engineer who originally prepared, signed and sealed the required documentatlon initially submitted is no longer
practicing the engineering profession.

Any revision or change in the materials, use, and/or manufacture of the product or process shall automatically be
cause for termination of this Acceptance, unless prior written approval has been requested (through the filing of a
revision application with appropriate fee) and granted by this office.

Any of the following shall also be grounds for removal of this Acceptance:
Unsatisfactory performance of this product or process.
Misuse of this Acceptance as an endorsement of any product, for sales, advertising or any other purpose.

The Notice of Acceptance number preceded by the words Miami-Dade County, Florida, and followed by the
expiration date may be displayed in advertising literature. If any portion of the Notice of Acceptance is displayed,
then it shall be done in its entirety.

A copy of this Acceptance as well as approved drawings and other documents, where it applles shall be provided to
the user by the manufacturer or its distributors and shall be available for inspection at the job site at all time. The
engineer need not reseal the copies.

Failure to comply with any section of this Acceptance shall be cause for termination and removal of Acceptance.

This Notice of Acceptance consists of pages 1, 2 and this last page 3.

Candido Font, PE, Sr. Product Control Examiner
Product Control Division
END OF THIS ACCEPTANCE
-3-



U. S. Anchor Corporation. ACCEPTANCE NO: 01-0918.02

=

J—

ApPROVED: DEC 05‘2001

EXPIRES: SEP 2 3 20

NOTICE OF ACCEPTANCE: SPECIFIC CONDITIONS
(For File ONLY. Not part of NOA)

DRAWINGS:
Drawings prepared by U. S. Anchor Corporation, titled “Concrete Anchor”, Drawing No: Anchor-W,
Anchor-DI & Anchor-S, dated 09/10/98, sheet 1 through 3 of 3, signed and sealed by P. G. Read, PE.

TEST:

Test report on Corrosion Testing of Fasteners prepared by Celotex Corporation, Job No. 258555-PS,
dated 07/13/98, signed and sealed by R. G. Miller, PE.

Test report on Dilute Electrolyte Cyclic for Dry testing prepared by Applied Research Laboratories,
Lab Number 29809, dated 02/23/98, pages 1 through 9 of 9, signed and sealed by C. A. Hamon, PE.
Test report on Pull-Out and Shear testing per ASTM E488 prepared by Atec Associates, Inc., project
Number 70-0293-00097, dated 30/01/95, signed & sealed by P.G. Read PE.

CALCULATIONS:
N/A

MATERIAL CERTIFICATIONS:
N/A '

STATEMENTS:

No change letter issued by U.S. Anchor Corporation, on 11/02/01, signed and sealed by J. Hanley.
Private Labeling Agreement of Thunderstud Wedge Anchor Bolt between Marksmen Mnf. Corp. and
U.S. Anchor Corp. signed by P. N. Guttieri and R. H. McIntyre

I

Candido Font, PE, Sr. Product Control Examiner
Product Control Division

El



ANCHOR EMBEDMENT 2000 psl 4000 psi 6000 psi Torque Req. General Notes:
. DIAM (IN). DEPTH (IN.) | Tension Shear | Tension Shear | Tension Shear FL-Lh, D Vuluewfuhow: c;reduug:vc:gted lgudf which
are Mate (oaas vicle y
118 293 361 443 397 693 658 & In order to achieve the allowable loads.
- s A minimum edge distence of 6D (six oce
tines the dlameter of the anchor) and
134 427 - 645 - 693 - o minimum center to center distance of
23/4 a7 - 687 - 708 . 12 D shall be observed.
3> Anchor Installation shall be made In
112 408 1000 909 1284 1025 | 1558 accordance with US, Anchor published
I8 28 installation Instructions
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s 1019 - 1582 - 1478 -
2114 1000 1855 | 1679 | 2344 | 2404 | 2472
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58 90
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4 2345 3066 3986 ANCHOR EMBEDMENT CONCRETE 4000 pst CONCRETE BLOCK
- - - DIAM (IN) DEPTH (IN.) Tension  Shear Tension  Shear
314 1660 | 3126 | 2253 | 4263 | 4058 | s741
34 175 1/4 15/16 213 257 208 304
d
1 2521 - 3331 - 5273 -
8 2793 - 3331 - 5631
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$3/4 3016 - 3631 - 5851 -
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! _ PRODUCT CONTROL DIVISION
Sv — _ _ ~ _ i BUILDING CODE COMPLIANCE OFFICE
7% 2973 - 6682 - 8740 -
10 3909 - 7623 - 9460 - . . . . : .
SRS R R Ry e R R KingPin Rust Proof Zinc Alloy Single Expansion Anchor
11/4 450
7 5274 - 6957 - 12092
10 6973 - 8697 - 15318
KingPin Zinc Plating Steel Wedge Anchor i
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Concrete Screw

ANCHOR EMBEDMENT | CONCRETE4000psi | CONCRETE BLOCK
DIAM (IN) DEPTH (IN.) Tenslon Shear Tension  Shear
1 222 292 - -
3/16
112 489 362 - -
: 1 267 260 268 360
1/4
112 581 493 - -
Concrete Screw (CR-10)
ANCHOR EMBEDMENT | CONCRETE 4500 psi CONCRETE BLOCK
DIAM (IN) DEPTH (IN.) Tension  Shear Tension  Shear
1 231 296 - -
3116
1172 507 - - -
1 283 316 - -
1/4
1172 599 - - -

{‘Flat Heab——l

KingPin Concrete Screw Anchor (Coating

Zinc Chromate)

KingPin Concrete Screw Anchor (CR-10)(Coating Fluorocarbon)

~—— Hex Combo Head ——'

KingPin Steel Drop In Anchor (Coating Zinc Chromate)

General Notes:

1> Value shown are allowable loads which
ore ultinate loads divided by 4

2) In order to achleve the allowable loads.
A minimum edge- distance of 6D (six
times the diameter of the anchor) and
a minimum center to center distance of
12 D shall be observed.

3> Anchor Installation sholl be made In

accordance with U.S. Anchor published
Installation Instructions

ANCHOR | EMBEDMENT | CONCRETE 4500 psi
DIAM (IN) DEPTH (IN.) Tension  Shear
14 1 638 606
38 112 1175 1279
12 2 2368 1953
5/8 2112 2484 3807 K
314 318 3200 4022

il

PRODUCT RENEWED
ACCEPTANCENo, Q)01 § . 02,

EXFIRATION D,

EP 2.3 2008

ODUCT CONTROL DIVISION
BU!gglNG CODE COMPLIANCE OFFICE

APPROVED AS COMPLYING WITH THE

ALY
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Peter G. Read, P.E. °
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ANCHOR EMBEDMENT | CONCRETE 6000 psi

DIAM (IN) DEPTH (IN.) Tension Shear
1/4 3 432 425
3/8 4 787 952
12 5 1280 1719
5/8 5 2520 2242
3/4 312 2986 3825

KingPin Steel Sleeve Anchor (Coating Zinc Chromate)

LENGTH

— DIAMETER

~ih

Gener-al Notes:
1) Value shown are allowable loads which

are uttimate loads divided by 4

2) In order to achieve the allowable loads.

A nminimum edge distance of 6D (six
times the diameter of the anchor) and
a Minimum center to center distance of

12 D shaoll be observed.

3) Anchor Instollation sholl be moade in

accordance with US, Anchor published
Installation Instructlons

ANCHOR EMBEDMENT CONCRETEA4000 psi

DIAM (IN) DEPTH (IN.) Tension Shear
1/4 /8 432 485
5/16 1 617 677
12 112 837 1188

KingPin Zinc Alloy and Lead Machine Screw Anchor

o
s |

—B

PRODUCT RENEWED

ACCEPTANCENe, ©)- 0918 .072

EP 2 3 2008

EXPIRATION DZ

FPRODUCT CONTROL DIVISION
BUILDING CODE COMPLIANCE OFFICE

Hex Head Round Head Flat Head -
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