MIAMI-DADE ' MIAMI-DADE COUNTY, FLORIDA
- METRO-DADE FLAGLER BUILDING
BUILDING CODE COMPLIANCE OFFICE (BCCO) 140 WEST FLAGLER STREET, SUITE 1603

PRODUCT CONTROL DIVISION MIAMI, FLORIDA 33130-1563
(305)375-2901  FAX (305) 375-2908

NOTICE OF ACCEPTANCE (NOA)

Master, S.R.L.
20283 State Road 7, Suite #213
Boca Raton, FL 33498

ScopE:

This NOA is being issued under the applicable rules and regulations governing the use of construction materials.
The documentation submitted has been reviewed by Miami-Dade County Product Control Division and accepted
by the Board of Rules and Appeals (BORA) to be used in Miami Dade County and other areas where allowed by
the Authority Having Jurisdiction (AHJ).

This NOA shall not be valid after the expiration date stated below. The Miami-Dade County Product Control
Division (In Miami Dade County) and/or the AHJ (in areas other than Miami Dade County) reserve the right to
have this product or material tested for quality assurance purposes. If this product or material fails to perform in
the accepted manner, the manufacturer will incur the expense of such testing and the AHJ may immediately
revoke, modify, or suspend the use of such product or material within their jurisdiction. BORA reserves the right
to revoke this acceptance, if it is determined by Miami-Dade County Product Control Division that this product or
material fails to meet the requirements of the applicable building code.

This product is approved as described herein, and has been designed to comply with the High Velocity Hurricane
Zone of the Florida Building Code.

DESCRIPTION: Model No. EX-4 US In or Out Swing Double Steel Door

APPROVAL DOCUMENT: Drawing No. MOL-002, titled “Model: EX-4 US In or Out Swing Double Door”,
sheets 1 through 23 of 23, prepared by Master S R.L., structurally reviewed by Walter A. Tillit Jr., P.E., dated May
18, 2000, bearing the Miami-Dade County Product Control Approval stamp with the Notice of Acceptance

number and approval date by the Miami-Dade County Product Control Division.

MISSILE IMPACT RATING: Large and Small Missile Impact

LABELING: Each unit shall bear a permanent label with the manufacturer's name or logo, city, state and the
following statement: "Miami-Dade County Product Control Approved"”, unless otherwise noted herein.

RENEWAL of this NOA shall be considered after a renewal application has been filed and there has been no
change in the applicable building code negatively affecting the performance of this product.

TERMINATION of this NOA will occur after the expiration date or if there has been a revision or change in the
materials, use, and/or manufacture of the product or process. Misuse of this NOA as an endorsement of any
product, for sales, advertising or any other purposes shall automatically terminate this NOA. Failure to comply
with any section of this NOA shall be cause for termination and removal of NOA.

ADVERTISEMENT: The NOA number preceded by the words Miami-Dade County, Florida, and followed by
the expiration date may be displayed in advertising literature. If any portion of the NOA is displayed, then it shall
be done in its entirety.

INSPECTION: A copy of this entire NOA shall be provided to the user by the manufacturer or its distributors
and shall be available for inspection at the job site at the request of the Building Official.

This NOA consists of this page 1 as well as approval document mentioned above.
The submitted documentation was reviewed by Helmy A. Makar, P.E.

NOA No 01-1019.01
Expiration Date: 04/11/2007
Approval Date: 04/11/2002
Page 1
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Unit shall be installed only at locations protected by a canopy or overhang such that the angle / i |LI ECO . ; “TURAL ENGINEE
between the edge of canopy or overhang to sill is less than 45 degrees. Unless unit is installed in TILLIT TESTING & ENGINEERING COMPANY _4iC.NO. 441 67,‘““
non-habitable areas where the unit and the area are designed to accept water infiltration. 6595M|NA":‘|36:EJ§|%§T33371§6217
ot 75.984 —!
DECORATIVE WOOD CLAD PANELS: 0.250" THICK PLYWOOD, OAK, PINE, MOHOGANY,
A DOUGLAS FIR WITH 10-12% MAX. MOISTURE CONTENT, PAINTED WITH SEVERAL
A COATINGS OF WATER BASED VARNISHES, PROTECTIVE IMPREGNATORS AND
U A ‘;; COATINGS FOR OUTDOOR INSTALLATION.
0 J[l FRAME AND SUB-FRAME MATERIAL: HOT ROLLED METAL DD12 REF. EN 10111
c c c c WITH TENSILE STRENGTH = 48,000 P.S.l.; YIELD STREGTH AT 0.2% = 41,000 PS..
ULTIMATE ELONGATION 34%.
? ? C/4 C/4 ? ? DOOR MATERIAL: HOT ROLLED ZINC PLATED DX51 + 2275 (275 G/m~ 2, 0.6 OZ/FT~2)
REF. EN 10142 + A1-97 WITH TENSILE STREGTH = 73,000 P.S.I.
YEILD STRENGTH 58,000 P.S.I., ULTIMATE ELONGATION 30%
98.621 U
0 H[] ASTM DESIGINATION FOR STEEL: EQUIVALENT TO ASTM A 653 CQ GRADE 41 AT FRAME mﬂmmnplyhgwﬂh the
= AND ASTM A 653 CQ GRADE 60 AT DOOR. bSO /12002
GALVANIZING TYPE: G60 ] Dade Pruduct (o0
pp— g;v Wz/é»")//’%\’
DOORS WERE TESTED FOR +/- 100 PSF DESIGN LOAD. 7
DOOR DOES NOT NEED A HURRICANE PROTECTIVE DEVICE
gl g LB i MASTER S.RL.
! B | MODEL: Ex-4 US, IN OR OUT SWING DOUBLE DOOR Via Lombardia # 38
= B_ -— MANUFACTURER } 29100 Pialenza (ltaly)
) Telephone: 011-39-0523-593-000 : 011-39-0523-
MASTER SRL elephone 9 5 Fax 39-0523-590-891
VATION
ELEVA DISTRIBUTOR: Drawn by: MIR Scale: 18":1* | Drawing No.:MOL-002 | Product Description:
MASTER SRL Material: PRE-COATED STEEL | Date:05/18/00| PAGE 1 OF 23 FRAME ASSEMBLY




STRUTTRALLY rEVIGLLED BY |
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TILLIT TESTING & ENGINEERING COMPANY

6595 NW 36"STREET,STE. 217
At FLORIBA-33466

ZD\«W ’\_/ >

LA B TPATS

S’EHJ&TURAL ENGEVLL;‘&

e FASTENER LEGEND
Section *A - , s
- 75.982 - Description Quantity | Use:
——J 1,375 |=—— -
7.250 —=— —~—— 37.991 —— b1 1/4" X 1-3/16" flat Allen head screws 12 %J::g ;ggc:gge)ect frame to sub-frame,
—— ~— 7.250 1.125 W g Used to fasten frame thru the
— 15750 = —e=| 15750 |~e— 0| 14 x4 Lag screws 3 sub-frame to wood test buck.
~ ) * Wy g 8 Used to fasten sill to wood buck,
13.387 4 i i B 1/4" x 4" flat head wood screws located ?t 5/8" from interior edge of sill
' "y 4 Used to fasten threshold to wood buck,
I - . oo = 12'8l 12 +| 1/4" x 4" flat head wood screws 8 at 3/8" from exterior edge of threshald.
0 0 ~| 1/4" x 4" flat head wood screws 4 Used to attach frame threshold to wood
, buck, at 7/8" from threshold exterior edge
\ B - - I'~-1 062 Note: 1/4" diameter screws, used at header and sill, may be replaced with 1/4" diameter tapcons
+ 52.812 when installing into concrete or masonry substrates, as long as minimum penetration
A —'*' into substrate is 1-1/4"
22.836 | 9.843 | || 70.078 -— P 9.843
i | ‘o)
A NI CUT-QUTS TO ACCOMODATE THE FIX BLOTS (USED TO CONNECT DOOR TO FRAME)
t 17.519 ) i 58937 17.519 A' 7.750 26.875 i
71 847 ‘ ' | 1| e | —~| 12,875 ~—, |
i ) # R R
@ @ M Approved as complymy with the
17.519 - - o HINGES 17.519 = = %:”04 7 F?z%bi
4) + y ;lhmi Dade Prodact Controf
I i @ —] 12,875 f=——{ 14,250 [=— o
9.843 ! 9.843 -  —
4) 28743 y N \ A/ \ y 13.250 17.375
| L NP )
14,960 [[ 14.960 MASTER S.R.L
|| | r Ut Via Lombardia # 38
4132 __? 29100 Pialenza (ltaly)
' MANUFACTURER: Telephone: 011-39-0523-593-000 Fax: 011-39-0523-590-891
20.625 —= 13.500 [=— MASTER SRL |
7.000 —== —— DISTRIBUTOR ' Drawn by: MIR Scale: 18":1" | Drawing No.:MOL-002 | Product Description:
MASTER SRL PAGE 2 OF 23 FRAME ASSEMBLY

MODEL: EX-4 US, IN OR OUT SWING DOUBLE DOOR

| Material: PRE-COATED STEEL  Date:05/18/00
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TILLIT TESTING & ENGINEERING COMPANY  §F HUETURAL ENGINEL <

6595 NW 36"STREET STE. 217
MIAMI, FLORIDA 33166 b FL.UC.NO.44167 __,

H

128.743

Laal

4.132J

- 75.668 ‘ -

15.593 —= 15593 |=—

—e— 15937 [=—p —= |=—6.000
TYP. (4) 3.625
= T Jr |

il : : s 9000 * FASTENER LEGEND

~ 70.868 | 7.000 ? Description Quantity | Use:
i :: 3/8" X 3" hex head Lag screws with flat washers 27 Used to fasten sub-frame to wood buck

P :
Typ. (8) 9.000

?

el

Note: 3/8" diameter lag screws may be replaced with 3/8" diameter [TW Buildex Dynabolt

sleeve anchors or by Powers Fastening, Inc. POWER BOLTS with 1-1/2" minimum
penetration into concrete or masonry substrate.

Apvproved as complying with the
Florida g Code

DateOL

NOA#

Miami Dade Product Control
Divisio!

By

Telephone: 011-39-0523-593-000

MASTER S.R.L.

Via Lombardia # 38
29100 Pialenza (ltaly)
Fax: 011-39-0523-590-891

} 98.425
8.000
O PR
MANUFACTURER:
MASTER SRL
DISTRIBUTOR:
MODEL: EX-4 US, IN OR OUT SWING DOUBLE DOOR | MASTER SRL

Drawn by: MIR

Scale: 181" | Drawing No.: MOL-002| Product Description:

Material: PRE-COATED STEEL | Date:05/18/00| PAGE 3 OF 23

SUB-FRAME ASSEMBLY
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Note: No welding was used to connect sub-frame (part # 04) to frame (part # 5)

at sections for head and jambs.

Two 2" x 4" P.T. minimum wood bucks required at jamb, header and sill.
Double 2" x 4" connection to surrounding substrate is by others.

f WwooD
1/4" Max.
shim space 3 WOOD SILL 06
N: SECTION B-B
» See anhors and fasteners on pages ]
2 and 3 of 23.

I e

’ FRAME AND SUB-FRAME HEADER

SECTION A-A

WwooD

1/8" x 1-1/2" fillet weld

WO0QD

05

=

020

FRAME AND SUB-FRAME HEADER

SECTION A-A

019
4

L

0.156 ] |

t*

_ 0
T

ﬂ/4” Max.

shim space

0.140

——1 ~=— 0.058

Weld type

TILLIT TESTING & ENGINEERING COMPANY
6595 NW 36 STREET, STE. 217,
MIAMI, FLORIDA 33166

“FL. LIC.NO. 44167

// o
TATER A TWUTSR ©

—

WOQD

WOQD

* 7
I

See anchors and fasteners on pages 2 and 3 of 23

WELDING SPECIFICATIONS

WELDS: INERT GAS SHIELDED WELDING TOT 3 BEADINGS.

0.316

&
/

fillet weld

FRAME AND SUB-FRAME JAMBS

019 %
/

/

/

?

= WwooD /

GAS COMPOSITION: ARGON + CO2 —t [ 1/4" Max.
MECHANICAL PROPERTIES: TENSILE STRENGTH 72,500 P.S.I. i DA | conpiagwith e
- o ing Code
YEILD STRENGTH 62,500 P.S.I., ULTIMATE ELONGATION 20%. SECTION CC gg'féﬂz_ll_mﬁuﬁ—:
WELDING PARAMETERS: WIRE SPEED 2"/s, TENSION 25 v, CURRENT 220A M D ProdstConra
ELECTRODES TO BE AWS A 5.18, E70XX ”’—W’M
MODEL; EX-4 US MASTER.S'R'L'
IN OR OUT SWING DOUBLE DOOR Via Lombardia # 38
29100 Pialenza (ltaly)
MANUFACTURER: Telephone: 011-39-0523-593-000 Fax: 011-39-0523-590-891
MASTER SRL
DISTRIBUTOR: | Drawn by: MIR Scale: 1/3":1" |Drawing No..MOL-002]  Product Description:
MASTER SRL | . SECTIONS AT FRAME /
' Material: PRE-COATED STEEL | Date:05/18/00 | PAGE 4 OF 22 SUB-FRAME ASSEMBLIES
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TILLIT TESTING & ENGINEERING COMPANY
6595 NW 36" STREET,STE. 217
MIAMI, FLORIDA 33166

RN SN2V

P i) ) L

v WLV T e
RS - VA S VI I IR o0
i B s B -

Min. edge Min. edge Poured concrete
distance = 3.000 — _ L—— 3.000 g Note: No welding was used to connect sub-frame (part # 04) to frame (part # 05) at sections ~—=1 or block «
A R Y e S e ' ,
B O S for head and jambs :
J:‘.‘»‘_Qe%ﬁw o ;?‘-?{Q ‘E,?“‘: X %{bﬁvi%;’&?w Poured concrete or block L ’
et P AN I SN ¥ S ey W bR S A ol "y g S e
T AT et % Y AN TS Dyt 0 Y W e L Sy v ATWA
| EERaalleruaaise MAMUM TR 47 RTBIK secione-8 )
N
RaTnst %)
— 06 03 L
? WooD A . Kekaity
H / — P T e
1/4* Max. SR
A A2 e P
shim space \ L ] I A
= VA DLSeAR L)
See anchors and fasteners on pages D WOOoD i——- t. W s
@ 2 and 3 of 23. PR
i e e O T AR e T N N Kkl T AL AN
R e ey | R
Poured concrete e il TP NG s *'..u@c;,%’»"ég-\;;: PRB Y
or block :u':-'l?’; %ﬁﬁa’;ﬁg‘?’; g;ﬂ:. ’._ A 4 u/:;?—:_k ‘;~q;2¢‘5';:‘:»v‘ 1/ 4" MaX. 04 _;y;h{a}\t:‘:fs" 1 8. 1-1 2"
FRAME AND SUB-FRAME HEADER R R T SO shim space Eney 3,000 1/8 X 1-1/
o crs b RS AN i
SECTION A-A Min. edqe RN fillet weld
n. edg 3.000 See anchors and fasteners on pages R :
distance ' - 00| mum Min. edge
shim space WELDING SPECIFICATIONS o

WELDS: INERT GAS SHIELDED WELDING TOT 3 BEADINGS.

FRAME AND SUB-FRAME JAMBS

GAS COMPOSITION: ARGON + €02

SECTION C-C

MECHANICAL PROPERTIES: TENSILE STRENGTH 72,500 P.S..

MAXIMUM 1" X 4" P.T. BUCK

FRAME AND SUB-FRAME HEADER
SECTION A-A

YEILD STRENGTH 62,500 P.S.l., ULTIMATE ELONGATION 20%.

WELDING PARAMETERS: WIRE SPEED 2"/s, TENSION 25 v, CURRENT 220A

ELECTRODES TO BE AWS A 5.18, E70XX

s
0.156 ]_— | —_—r
—-—”~' 0.058

Weld type

MAXIMUM 1* X 4" P.T. BUCK

Approved as complying with the

Florida ing Code
=
NOA#O\L-\ LA

Miami Dade Product Control

E fed i

0.316 AT MASTER S.R.L.
" IN.OR OUT SWING DOUBLE DOOR Via Lombardia # 38
29100 Pialenza (Italy)
MANUFACTURER: Telephone: 011-39-0523-593-000 Fax: 011-39-0523-590-891
MASTER SRL
DISTRIBUTOR: | Drawn by: MIR | Scale: /31" |Drawing No..MOL-002|  Product Description:
MASTER SRL — | SECTIONS AT FRAME /
- Material: PRE-COATED STEEL ' Date:05/18/00| PAGE 5 OF 23 SUB-FRAME ASSEMBLIES
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AT EACH MITERED CORNER
FRAME JAMB TO FRAME HEAD CONNECTION

13/64" X 1/2" AND
13/64" X 1" FILLET WELDINGS

FRAME SILL TO FRAME JAMB CONNECTION

Vo ST B Hiekd s wF T
STWUCTURAL ENGINEER
FL. LIC.NO. 44167 ,

TILLIT TESTING & ENGINEERING COMPANY
6595 NW 36" STREET,STE. 217
MIAMI, FLORIDA 33166

WELDING SPECIFICATIONS
WELDS: INERT GAS SHIELDED WELDING TOT 23 BEADINGS

GAS COMPOSITION: ARGON + C02
MECHANICAL PROPERTIES: TENSILE STRENGTH 72,500 P.S.l.

YEILD STRENGTH 62,500 P.S.I., ULTIMATE ELONGATION 20%.
WELDING PARAMETERS: WIRE SPEED 2"/s, TENSION 25 v, CURRENT 220A

ELECTRODES TO BE AWS A 5.18, E70XX

—= |~— 0.078

__L_ 0.125

0.098 1
Florida Bu ‘l ‘ ode
WELD TYPE g'o"MD%%%

Miami Dade Product Coatrol
Divisio
By.

TORELNO BN A S MASTER S.R.L.
FILLET WELDINGS 29100 Pialenza (ltaly)
MANUFACTURER: Telephone: 011-39-0523-593-000 Fax: 011-39-0523-590-891
MASTER SRL
DISTRIBUTOR: i Drawn by: MIR Scale: 1/3":1" | Drawing No.: MOL-002 | Product Description:
MASTER SRL ' Material: PRE-COATED STEEL | Date:05/18/00| PAGE 6 OF 23 CORNERS ASSEMBLY
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M Vi d s d e ‘:‘.ﬂk‘«. il -/‘ v
— [ TILLIT TESTING & ENGINEERING COMPANY . STRUCTURAL ENGiivt.+
(o) —— = | - - W L FLUCNO.ster
INOPERABLE DOOR OPERABLE DOOR ’
—_A- — i 2 F‘r—— ] N
o o)
36.736 —
36.996
95.250 | §  96.500
—
g g T— ||©
Approved as .complying with the
sty
NoAsDY- OV O
Mhlgll)édel’mdutContml
8y,
] 35.125
o [o]
MASTER S.R.L.
1L V i (I ' n Via Lombardia # 38
@ 29100 Pialenza (ltaly)
' = — T I Telephone: 011-39-0523-593-000 Fax: 011-39-0523-590-891
@ MODEL NO.: EX-4 US MANUFACTURER:  MASTER SRL | Distributor: Drawn by: MIR ; Scale: 15":1" {Drawing No.: MOL-002 | Product Description:
IN OR OUT SWING DOUBLE DOOR | MASTER SRL MASTER SRL Material: PRE-COATED STEEL - Date: 05/18/00| PAGE 7 OF 23 DOORS
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6595 NW 36*STREET STE. 217 S@ 3.;-1; I
MIAMI, FLORIDA 33166 UG NO. 44167
INOPERABLE DOOR STILES | OPERABLE DOOR STILES NOpERALML FLOBDAIGS | L L
0T B IE 0.588—w—f=——— 35,500 ——|

Py
—

TV T I I )
Hm@

07 35176 ———=

OPERABLE DOOR TOP AND BOTTOM RAILS

50,125 ] ‘ *__ 35.500 _.“_.‘ 0.588

9.843

X f r
87.000
95.250 | | y 96.500 95.250 — 17"5‘9 }-—— 36.527 ———»{

17.519 Approved as complying with the
Flo ing Code 2
‘ ou;“ -\ .
- ‘ ::?,mibidel’md""c“'ml
Division
:] 9.%43 By
, o o N
| 13.148 MASTER S.R.L.
1 i V - 1 | In f Via Lombardia # 38
@ MANUFACTURER: 29100 Pialenza (Italy)
@ @ MASTER SRL Telephone: 011-39-0523-593-000 Fax: 011-39-0523-590-891
DISTRIBUTOR: Drawn by: MIR ' Scale: 15%1* | Drawing No.: MOL-002| Product Description:
MODEL NO.: EX-4 US MASTER SRL ! : DS)OR ST!EEEH o
IN OR OUT SWING DOUBLE DOOR Material: PRE-COATED STEEL ' Date: 05/18/00| PAGE 8 OF 23 RAILS
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/ Tideco ...c\

o — T,

f‘%z:"»r——f&‘%:bf’fg»{wz>

e

| P

2.500 —f A

46.500

37.000

INOPERABLE DOOR

237 J 2000 = =100 ot =16,000 | 287

el

-

16.000
01 —

16.000

1.750

A

!

A

B

TILLIT TESTING & ENGINEERING COMPANY
6595 NW 36" STREET,STE. 217
MIAMI, FLORIDA 33166

LY

Sirie. .t URaL ENGINeD

o

R LIC.NO. 44167

STILES (PART # 01), TOP AND BOTTOM RAILS (PART # 01)

| Material: PRE-COATED STEEL | Date: 05/18/00

PAGE 9 OF 23

A
.50 .
I - 6.500 AND ASTRAGAL (PART # 02), CONNECTIONS TO STEEL
19.500 0 MAIN CASING, PARTS # 012, # 016 AND # 017.
L 25.750
L OPERABLE DOCR
1,750 - 39.500
13.750 FASTENER LEGEND
11,125 J - Description Quantity
* ! 11500 ' s # 4X1/2" PAN HEAD PHILLIPS SMS 27
9;50 * = | + | # 8X 1/2" PAN HEAD PHILLIPS SMS 1
+ co
10%50 13,500 9
7.500 * = 372 50 med u‘c.(%m‘;p;:i:g with the
T e AT IiesT
+ M.ian_il Dade Product Control
Division
18,125 - o ey Ml
4.750 . Y
r 14.000 I
: + o -< V
* 8.250 — MASTER S.R.L.
A ’ Via Lombardia # 38
29100 Pialenza (ltaly)
- WX@?ES@TA{REH’ Telephone: O11-39-0523-593-000 Fax: 011-39-0523-590-891
MODEL NO.: EX-4 US DISTRIBUTOR: ' Drawn by: MIR Scale: 15":1" |Drawing No.: MOL-002 Producs ggfgiptioni
IN OR OUT SWING DOUBLE DOOR | MASTER SRL




STROCTORALY REHELLED BY .
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[ Tnlecom\ - /T A
TILLT TESTING & ENGINEERING COMPANY . . -, wicen ENGINEE 4
| MIAMI, FLORIDA 33165 0 NO. A4167
MITERED CORNERS FOR BOTH COMPONENTS (PART # 01)
MEETING AT IOINT
MITERED CORNERS FOR BOTH COMPONENTS (PART # 01 AND PART # 02)
MEETING AT JOINT
INOPERABLE DOOR ASTRAGAL CONNECTION TO TOP RAIL
DOOR STILE TO TOP RAIL CONNECTION
/\/
P .@ :&pm“ﬁfogmpﬁ?g with the
|~ Dt 3 2002
Mismi Dadg Product Coatrol
MITERED CORNERS FOR BOTH COMPONENTS (PART # 01 AND PART # 02) g‘y"’_“%w\,
MEETING AT JOINT
INOPERABLE DOOR ASTRAGAL CONNECTION TO BOTTOM RAIL
MITERED CORNERS FOR BOTH COMPONENTS (PART # 01)
MEETING AT JOINT MODEL o= EXA S MASTER S.R.L.
DOOR STILE TO BOTTOM RAIL CONNECTION IN OR OUT SWING DOUBLE DOOR Via Lombardia # 38
29100 Pialenza (ltaly)
MANUFACTURER: Telephone: 011-39-0523-593-000 Fax: 011-39-0523-590-891
MASTER SRL
DISTRIBUTOR: Drawn by: MIR T‘ Scale: 1/3*:1" | Drawing No.: MOL-002 Prodch(t) 8%§§ription:
MASTER SRL Material: PRE-COATED STEEL Date:05/18/00| PAGE 10 OF 23

CORNERS ASSEMBLY




STROCTORAULY RENVISIED BY *

L !'LlEne \ U‘ENPI;D il TlJ i IT' JBE ¢ ;

TILLIT TESTING & ENGINEERING COMPANY STHJGTURAL ENGIR __"
6595 NW 36" STREET, STE. 217 \ EL. LIC.NO. 44167
MIAMI, FLORIDA 33166

n'd

@ INOPERABLE DOOR OPERABLE DOOR
g - r_."' F
o Q
36.736 ———=t-
- 36,996 ——n
:] 7] '
9.843
_...’ -
A
17.519
f =
1 7 51 9 E g e Approved as complying win the
' Florida Buiding odeo
NOAS
| - Miami L Dade Product Control
A By,
9,843 ]
| -
A
o o
14.960 MASTER S.R.L.
} s i i Via Lombardia # 38
RER: 29100 Pialenza (ltaly)
01 @ o mgggscsﬁ ' Telephone: 011-39-0523-593-000 Fax: 011-39-0523-590-891
MODEL NO.: EX-4 US DISTRIBUTOR: Drawn by: MIR ; Scale: 15":1* |Drawing No.: MOL-002 | Product Description:
. FIX BLOTS
IN OR OUT SWING DOUBLE DOOR | MASTER SRL Material: PRE-COATED STEEL | Date: 05/18/00| PAGE 11 OF 23 LOCATION
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TILLIT TESTING & ENGINEERING COMPANYS: ? 2+ Y URAL ENGINEL.S

A 6595 NW 36*STREET,STE. 217 . LIC.NO. 44167 4

«  DOOR BACK FACE A
E;ﬂ SECTION *C" |
01/4* SPOT WELDS LOCATED AT:
p AT 3-3/8" FROM HINGE STILE, 6-1/4",
8-3/8", 7-1/2", 6-1/2"
@ ‘~ DOOR FRONT FACE

MIAMI, FLORIDA 33166

SECTION “A”
@1/4" SPOT WELDS LOCATED AT:

AT 1" FROM HINGE STILE, 7-1/8", 7-7/8", 5-7/8", 6-1/2", 6-1/8".

WELDS: MULTIPLE IMPULSE SPOT WELDING TQT 54 SPOTS.
GAS COMPOSITION: ARGON + C02
MECHANICAL PROPERTIES: TENSILE STRENGTH 72,500 P.S.I.

YEILD STRENGTH 62,250 P.S.1.

= ~ 95.250 ['ALL ELECTRODES AWS A 5.18 E70XX
> T~
= ~
I
Q1/4n SPOT WELDS LOCATED AT: i 0.371 A roved as complying with the
SECTION *B" %240 Flarids Bu ol Z
1 ROW AT 7/8" FROM HINGE STILE, 2-3/8", 35.500 T N i e Product Control
11-1/2, 2-3/8". ' WELD TYPE B
INOPERABLE DOOR
NOTE:
: FOR SECTIONS, REFERENCE TO PAGE 13 OF 23 f
g ' MASTER S.R.L.
COLUMNS FROM HINGE STILE: @1/4" SPOT WELDS LOCATED AT: MODEL NO.: EX-4 US Via Lombardia # 38
FIRST COLUMN: AT 2-1/4* FROM BOTTOM, 15-1/2", 10-1/4", 30", 16", 18-7/8. IN OR OUT SWING DOUBLE DOOR 29100 Pialenza (Italy)
SECOND COLUMN: AT 1-3/4" FROM BOTTOM, 7-7/8", 7-7/8", 10-1/2", 19-1/2°, 11*, 14-1/2", 8-1/2", 10-3/4". | MANUFACTURER: Telephone: 011-39-0523-593-000 Fax: 011-39-0523-590-891
THIRD COLUMN: AT 1-1/4' FROM BOTTOM, 12-1/2", 19-1/4", 15-1/4", 12", 19-1/2", 11-5/8". MASTER SRL |
E%JETH COLUMN: AT 1-7/8' FROM BOTTOM, 9", 16-1/4", 18-5/8", 11-1/2", 14-1/2", 14-1/2", 5-1/4".) DISTRIBUTOR: Drawn by: MIR ; Scale: 151" | Drawing No.: MOL-002 i;rEodth:ct Descri gli_on:
COLUMN: AT 1-7/8" FR /4" 13", 13-1/2", 21-1/4", 12-1/2", 11-5/8" INFORCEMENTS
/8" FROM BOTTOM, 17-1/4", 13", 13-1/2", 21-1/4", 12-1/2", 11-5/8". MASTER SRL Materid: 16 GA STEEL Date:05/18/00]  PAGE 12 OF 23 I




sTROCTUEALY ReViewen 8Y .

fju l\ECO ¢ \

TILLIT TESTING & ENGINEERING COMPANY S’i Hu@TURi\
6595 NW 36*STREET,STE. 217 - 11C.NO. 44167 _.

L . 35 500 - MIAMI, FLORIDA 33166
‘ 20,125 —- 11.810 —— ‘
e TYPICAL (4)
? WING CASING 1.910 1,575
TYPICAL WALL THICKNESS 0.062" —
= 1.500 DART # 012 1187 —| ———T ROCKWOOL t
ROCKWOOL SPECIFICATIONS:
| MINERAL WOOL, MODEL TERVOL | 220,
- 13,386 -' MANUFACTURED BY TERMOLAN, ITALY:
—’{ f«— 1,975 WITH 3.6 P.S.I, COMPRESSIVE STRENGTH
& — ’*— 0.562 * } PER ASTM C-165-83, AND 6.2 LB/CUBIC FEET DENSITY
- 4 t
027 . -
2.02 1.990 2027 - -
! | j f R0.125
~— 5000 ==  R0.125 — |- 11.812 — WP.(3) —  |=—"1.300
TYPICAL (4) PART # 014 TYPICAL WALL THICKNESS 0.062"
RO.125 TYPICAL WALL THICKNESS 0.062" TYPICAL WALL THICKNESS 0.062" PART # 015
TYPICAL (3) PART # 01 3 Appmveducomplymg with the
T ‘ Miami Dage Product Control
1%6%0 %% Di
R WW
014 @
U N I ROCKWOOL
RO.125 MASTER S.R.L.
TYPICAL (2)—\ * MODEL NO.: EX-4 US Via Lombardia # 38
| 931 IN OR OUT SWING DOUBLE DOOR 29100 Pilenza (tah)
MANUFACTURER: Telephone: 011-39-0523-593-000 Fax: 011-39-0523-590-891
MASTER SRL |
TYPICAL WALL THICKNESS 0.062" DISTRIBUTOR: Drawn by: MIR ; Scale: 4":1" | Drawing No.:MOL-002 [IDI(JOOdPUEthR Eéeigri 88??
PART # 016 MASTER SRL Material: PRE-COATED STEEL _ Date: 5/18/00 | PAGE 13 OF 23 REINFORCEMENTS




STRUOCTURKHULLY REVIGLUED &Y |

[Citinea e\ N
TILLIT TESTING &mENGINEERING COMPANY '«/I/i‘_;_:fﬁ — ’Z‘B\/
- e ELomn g VT TTR A, ‘TE&%@%R L
. DOOR BACK FACE o - s ~STRUCTURAL ENGINEE -
\ c 01/4" SPOT WELDS LOCATED AT: *C* |7 LiCNG ssier
T == | ] AT 2-5/16" FROM HINGE STILE, 9-1/4", 10-1/2%; 12-1
9j5° | 01/4* SPOT WELDS LOCATED AT: *A"
AT 1/2" FROM HINGE STILE, 4-5/8", 8-3/8",
\\8-3/8', 12-1/2",
SIDE BOLT DOOR ACE
018 OR FRONTF WELDS: MULTIPLE IMPULSE SPOT WELDING TOT 54 SPOTS.
GAS COMPOSITION: ARGON + €02
33.125 MECHANICAL PROPERTIES: TENSILE STRENGTH 72,500 P.S.1.
| 1 | YEILD STRENGTH 62,250 PS.I.
ALL ELECTRODES AWS A 5.18 E70XX
Ly LOCK CASE .
=
(NN
2 1 =1
X
33,125 0.340 0.371
(1/4* SPOT WELDS LOCATED AT: *B" T Approved a3 compl g -
AT 11, FROM HINGE STILE, 14-1/8", 9-7/16" } Floida Biging (2,
, .~ 35500 ————=| WELD TYPE :‘ohA:‘ ] hoduct;:on""‘
| SIDE BOLT WW
4,000 Ll —
- sl
OPERABLE DOOR
” F = NOTE: 1
4375 —w| |j=— FOR SECTIONS, REFERENCE TO PAGE 15 OF 23 MASTER S.R.L.
—t t=— 1,500 MODEL NO.: EX-4 US Via Lombardia # 38
IN OR OUT SWING DOUBLE DOOR 29100 Pialenza (1)
COLUMNS FROM HINGE STILE: @1/4* SPOT WELDS LOCATED AT: ANUEACTURER: | .
FIRST COLUMN: 1-1/8" FROM BOTTOM, 14-1/4°, 13-1/2", 18-1/2", 10-7/8", 16-3/4" MASTER SAL Telephone: 011-39-0523-593-000 a: 011-39-0523-590-891
SECOND COLUMN: 1-1/4* FROM BOTTOM, 11, 17", 17-1/4%, 33-1/2", 11-1/4" , , T ——— —
THIRD COLUMN: 1-1/4" FROM BOTTOM, 14°, 15-3/4", 19*, 11°, 15", 12" D'STR'BUTF?LR' Drawn by: MR Scaler 13T _| Oraving No- o002 OPEaLE DooR
MASTER'S Material: 16 GASTEEL  Date:05/18/00] PAGE 14 OF 23 REINFORCEMENTS




STRUOCTURALLY RE\IGUED BY,

[Tidlecom\ wa_ -/; 'as;’f"?p,v
(6) TILLIT TESTING & ENGINEERING COMPANY STE%GCTURAL ENGiie
RO.125 - 35.500 | HINGE ngsldrAv:AﬁGFl?ggI%EAT’s%:Eém FL. LIC.NO. 44167
‘ 1'795-.{\ - 4 - 11.810 - *
2.083 WING CASING 30° —~ | 1840 2071 -
— TYPICAL WALL THICKNESS 0.062" _—
. ,._ 0.937 PART # 017 | I ROCKWOOL f
0.937 _.{ . ROCKWOOL SPECIFICATIONS:
MINERAL WOOL, MODEL TERVOL | 220,
R0.125 1496 | MANUFACTURED BY TERMOLAN, ITALY:
]&Y . (6) ™ “ - ‘ l: 13.386 -‘ WITH 3.6 P.S.I. COMPRESSIVE STRENGTH
* h - PER ASTM C-165-83, AND 6.2 LB/CUBIC FEET DENSITY
1832 1710 ~ 200§ _
————
b \ b 1990 2.027
—=— 2558 | J
- RO.125 —~ 11.812 —————=
- 11,496 — | [=— 0,937
.. 03 TYPICAL (4) PART # 014
TYPICAL WALL THICKNESS 0.062 b the
PART #018 TYPICAL WALL THICKNESS 0.062" s et Gt
Date O [o]®)
Miami Dade Product Coatrol
RS glyvislongé % Z/é ?
018 014
5071 ROCKWOOL
R0.125 ' MASTER S.R.L.
TYPICAL (2)_\ * mOgFELO ”‘?S WEI);J-(? ISJSUBLE 200 Via Lombardia # 38
| 29100 Pialenza (italy)
1931 m';J#JEFéCSTRULRERi Telephone: 011-39-0523-593-000 Fax: 011-39-0523-590-891
TYPICAL WALL THICKNESS 0.062" DISTRIBUTOR: !] Drawn by: MIR Scale: 4"1" | Drawing No.: MOL-002 | Product Description:
PART # 016 MASTER SRL | Material: 16GASTEEL | Date: 5/18/00 | PAGE 15 OF 23 RENEOR ERERS




STROCTULALLY RENTEAVED BY .

F‘IL‘ECO..«:\

[ — \
TILLIT TESTING & ENGINEERING COMPANY a«g%%—d >

:

e

6595 NW 36"STREET,STE. 217 Vv
——WHAM-FLORIDA33466— :

o k;: f (e sa e
OPERABLE DOOR 01

: TOP RAIL
2

HINGE STILE ASTRAGAL STILE i HINGE STILE
BOTTOM RM LOCK STILE S0TTOM RAL
H EADER Approved as complvmg with the
l-'londt ode 2
Date
;?,::i ade Product Control
Division
J ny_I/Z?MN
JAMBS —
0.750 ——‘ L._ B
{ —={ |=—0.500 |
3350080 THRESHOLD MASTER S.R.L.
f ‘ Via Lombardia # 38
0.250 0.750 29100 Pialenza (ltaly)
A CLOSE CELL FOAM ' m;gg QCST#LRE& Telephone: 011-39-0523-593-000 Fax: 011-39-0523-590-891
# 023 : rawn by: s 1/2h " rawing No.:MOL- ct iption:
PART # 022 ODECNO: EX4 05 L ! e ) 9 RATHER STAIDS.
IN OR OUT SWING DOUBLE DOOR | MASTER Material: PRE-COATED STEEL | Date:05/18/00 | PAGE 16 OF 23 :




STROTUEALY RrEUictoeDd BY !

S R
liLleEco . P AT
TILLIT TESTING AN :j*‘* N ERTE
W 36°STREET STE. 217 5. LHFL ENCHIEE
JAMB FRAME HINGE DOOR STILE HINGE MIAMI, FLORIDA 33166 i, LIC.NQ. 44167

00.318

T S
e ET

1.000

5 /
(e o
s 7

!
L ey Ul

1

]_ hn i
| !
| : f 0.460 \ !
| | 0.945 ? \- 00390 —=] -
o Q R0.140 1 0705 —=— —" ~— 0.232 |
—_—d
0.856 || /23 | PART # 026 —  — o400 PART # 028
{ / 2.524 —
N_ - @ _:..-_-._
RO.160 -\, _ it R0.267 _f / ?
‘\C_D : 0.238 RO.125 R0.434 Approved s complying withthe
0.394 NT/ , 1.322 2.000 4 Florids e
, Datel [
r | L o
1 0712 == @ =) el dder
{ - 0375 [
| _ 5/16 PART # 027 !
;
o 0.856 B ,f MASTER S.R.L.
2206 | PART # 024" IN OR OUT SWING DOUBLE DOOR | Via Lombardia # 38
0.312 . f 29100 Pialenza (Italy)
ool r . MANUFACTURER: . Telephone: 011-39-0523-593-000 Fax: 011-39-0523-590-891
D B i MASTER SRL | |
J ™ DISTRIBUTOR: ; Orawn by: MIR r Scale: FULL | Drawing No.:MOL-OOZI Product Description:
=] 0705 f=— T =023 ’ MASTER SRL Material; 9SMNP836  Date:05/18/00| PAGE 17 OF 23 | HINGES




STRUCTORALY REVIEWED 8Y |

T,

/EWJ&Lﬁ "J\ >

/ TidEcow \

TILLIT TESTING & ENGINEERING COMPANY &g itije™ RAL ENGiiveo -
6595 NW 36" STREET,STE. 217 | SIRUCTU ENGiivecs

= )

MIAMI, FLORIDA 33166 b FL.LIC.NO.44167___,
FASTENER LEGEND
DESCRIPTION QUANTITY
« | 5/16" X 1-3/16" SOCKET HEAD CAL SCREW { 12
+ | 5/16" X 0.654" STAR FLAT HEAD SCREW 12
#115/32" X 0.981" SET SCREW 6
ApprﬂVﬂ‘ as 'complyi:g with the
Florda i %6 z
m > hndudéontml
Division
m._Z;é;M fots ™~
MODEL NO.: EX-4 US MASTER S.RL.
IN'OR OUT SWING DOUBLE DOOR Via Lombardia # 38
29100 Pialenza (ltaly)
MANUFACTURER: " Telephone: 011-39-0523-593-000 Fax: 011-39-0523-590-891
. MASTER SRL
. DISTRIBUTOR: ' Drawn by: MIR | Scale: 1/2*:1" | Drawing No.: MOL-002 | Product Description:
MASTER SRL ' Material: 9SMNP836 ' Date:05/18/00| PAGE 18 OF 23 HINGE ASSEMBLY




STROCTURALY REVIGWED BY |

[f hilecow _,\ IR AT 7 s/p et
. TILLIT TESTING & ENGINEERING COMPANY  STHuUZTURAL ENGINE: ~
6595 NW 36"STREET,STE. 217 L FL. LIC.NO. 12167
< : MIAMI, FLORIDA 33166
{ 0.396 —=
/ =
0.500 “
/ ———rrr——
—— 1000 ~— Go e T f
—— = 0484 |
| ] I - I 3.265 —o
RETENTION HOUSING | j 4 |
PART # 019 Vot —— = 0.303
m i i 1.750 1.722 o
RO.125 1.000 1 J |
TYPICAL WALL THICKNESS 0.093" I + — _—
T r-r ‘ Approved as complylng with tbe
0.196 —==f f=— —=— 0606 ~— Florids Buidig Cple
—~— 1.180—= =— 0.250 o | * Dete -1
N e RETENTION CLIP iy A
Nt PART # 020 W—Z%WW -
0.406 \\ ’/Z/ RO.125
‘ I H — T e M s )
| 0.438
g ‘ e MASTER SR.L.
. | | MO . EA-4 . .
| OJ—3 = r | ¥ (1| IN OROUT SWING DOUBLE DOOR ZZ’TO?::ETZ'Z ":tzs)
- f : MANUFACTURER:
Ny ) Telephone: 011-39-0523-593-000 Fax: 011-39-0523-590-891
b | | MASTER SRL sepnone =
0.187 —omi l=a— = 0312 . —
_"] 968 . | DISTRIBUTOR: Drawn by: MIR Scale: FULL Drawing No.: MOL-002 SEC%%LHBESEE Ptlon:
3 1875 | | | MASTER SRL Material:  STEEL Date: 5/18/00 | PAGE 19 OF 23 RETENTION HOUSING




RN

1/4" X 1-3/16"FLAT ALLEN HEAD SCREW

FRAME TO SUB-FRAME ASSEMBLY

FILLET WELDING MINIMUM 1/8" X 1-1/2"

<

liLleco ...
TILLIT TESTING & ENGINEERING ¢
6595 NW 36"STREET,STE. 217
MIAMI, FLORIDA 33166

FILLET WELDING MINIMUM 1/8" X 1-1/2"

A _\_,L//'
v 7T . '; : :
TRUCTURAL ENG!NL... A
°MPANYL.S, FL LICNO. 44167 ___

WELDS: INERT GAS SHIELDED WELDING TOT 3 BEADINGS.

GAS COMPOSITION: ARGON + (€02

MECHANICAL PROPERTIES: TENSILE STRENGTH 72,500 P.S.I.

YEILD STRENGTH 62,250 P.S..

WELDING PARAMETERS: WIRE SPEED 2"/s, TENSION 25 v, CURRENT 220A

ALL ELECTRODES AWS A 5.18 E70XX

Approved as mmplying with the
l-‘lorida Ba ode

Z
NOM

Miami 7: Product Contlﬂ

MODEL NO.: EX-4 US
IN OR OUT SWING DOUBLE DOOR

MASTER S.R.L.

Via Lombardia # 38

29100 Pialenza (ltaly)
MANUFACTURER: Telephone: 011-39-0523-593-000 Fax: 011-39-0523-590-891
MASTER SRL
DISTRIBUTOR: ; Drawn by: MIR | Scale: 1/2":1" | Drawing No.: MOL-002| Product Description:

g ‘ FRAME T

MASTER SRL - Material:  STEEL I Date:05/18/00| PAGE 20 OF 23 SUB-F%A!%E ASSEMBLY




STROCTUERLY REVIGVIED Y X

S

f,i;t;:\\}

'/"“?37‘53\/

[ ht%eeem.l\

W\
=

1/4 - 20 X 1-3/8" PAN HEAD PHILLIPS MACHINE SCREW.

DOUBLE BIT KEY LOCK CASE

1/4" DIAMETER SPOT WELDS
(TOP AND BOTTOM)

— LOCK PLATE

— LOCK CASE

2
A

|~ REINFORCEMENT PLATE

|

CISA LOCK
(4 POINT LOCK)

(4 DEAD BOLTS + 1 LATCH BOLT)

L

TILLIT TESTING & ENGINEERING COMPANY

6595 NW 36" STREET,STE. 217

MIAMI, FLORIDA 33166

STRUCTURAL ENGiive - -
L FL LIC.NO.44167

0.720" DIAMETER X 3" IN LENGTH

WELDING SPECIFICATIONS

WELDS: INERT GAS SHIELDED WELDING TOT 3 BEADINGS.

GAS COMPOSITION: ARGON + CO2

MECHANICAL PROPERTIES: TENSILE STRENGTH 72,500 P.S.l.

YEILD STRENGTH 62,500 P.S.I., ULTIMATE ELONGATION 20%.

WELDING PARAMETERS: WIRE SPEED 2"/s, TENSION 25 v, CURRENT 220A

ELECTRODES TO BE AWS A 5.18, E70XX

SIDE BOLT 1/4" DIAMETER SPOT WELDS

0.720" DIAMETER X 6-1/4" IN LENGTH)

Approved as complying with the
ﬂnrlda BS ode

(&)
NOA”
Mhml l;7u Pmdnﬂ Control

MODEL NO.: EX-4 US

MASTER S.R.

L.

Via Lombardia # 38

IN OR OUT SWING DOUBLE DOCR 29100 Pialenza (Italy)
MANUFACTURER: Telephone: 011-39-0523-593-000 Fax: 011-39-0523-590-891
MASTER SRL

DISTRIBUTOR: , Drawn by: MIR ' Scale: 51" Drawing No.:MOL-002 | Product Description:
MASTER SRL f Material: - Date:05/18/00| PAGE 21 OF 23 1L8C\NKH\/J\FCA/\\CSTNGENT




STRUOCTURALLY RENVISGLIED BY |

\

/ Tideco mc.\
OPERABLE DOOR FLLH

§595 NW 36"STREET STE. A - Lg; ,, s
" " MIAMI, FLORIDA 33166 U Sl
0.720" DIAMETER X 3" IN LENGTH 0.720" DIAMETER X 3* IN LENGTH
INOPERABLE DOOR
DOOR TOP
0.720" DIAMETER X 3" IN LENGTH 1
0.720" DIAMETER X 6-1/4" IN LENGTH-//<
(SIDE BOLT, TOP AND BOTTOM) /_TOP CONNECTOR 0.511* DIAMETER
TOP CONNECTOR 0.511" DIAMETER /
BOTTOM CONNECTOR 0.393" DIAMETER /
MANUAL SECURITY LOCK ]
@ BOTTOM CONNECTOR 0.393" DIAMETER
CISA LOCK
(4 POINT LOCK) N .
(4 DEAD BOLTS + 1 LATCH BOLT) ) e MANUAL SECURITY LOCK ~ INOPERABLE DOOR
roved as complyin with the
/ :‘i‘)i‘d’d ing P%eg Zt
‘ .\J :’m:p*: Product Control
1 ] / .
1/4 - 20X 1-3/8" PAN HEAD 0.720" DIAMETER X 3" IN LENGTH MANUAL SECURITY LOCK By,
PHILLIPS MACHINE SCREW DOCR BOTTOM
/ CONNECTOR 0.393" DIAMETER
N MASTER S.R.L.
MODEL NO.: EX-4 US Via Lombardia # 38
dhd IN OR OUT SWING DOUBLE DOOR 29100 Pialenza (ital)
3 MANUFACTURER: Telephone: 011-39-0523-593-000 Fax: 011-39-0523-590-891
N MASTER SRL
‘ DISTRIBUTOR: Drawn by: MIR ' Scale: Orawing No.: MOL-002| Product Description:

MASTER SAL Material: Date:05/18/00| PAGE 22 OF 23 LOCK ASSEMBLY




STRUCTORHLY LPLUIHAIED BY.'
/ |IL|ECO...A P gl ox
G & ENGINEERING COMPANRYALTER A. "

TILLIT TESTING

TER A. TILLIT
6595 NW 36"STREETSTE 217 STRUCTURAL ENGINEE =
MIAMI, FLORIDA 33166 _ FL LIC.NOG. 44167

DESCRIPTION DRAWING # | PAGE# | PART # HARDWARE QUANTITY | PAGE # PART #

DOOR STILES MOL-200 01 CISA (4) POINT LOCK | 1 21,22 INCLUDED ON MANUFACTURERS INFORMATION

DOOR TOP AND BOTTOM RAILS MOL-200 01 MANVAL SECLRITY ) 22

ASTRAGAL STILE MOL-201 02 5* Butt hinges 6 17,18 HINGE TO FRAME PART # 025

FRAME THRESHOLD MOL-202 03 HINGE TO DOOR STILE PART # 026

SUB-FRAME HEADER MOL-203 04 STEEL BAR PART # 024

SUB-FRAME JAMBS MOL-203 04 STEEL BAR PART # 027

FRAME IAMBS MOL-204 05 HINGE CONNECTOR PART # 028

FRAME HEADER MOL-204 05

FRAME SILL MOL-205 06 NOTE: DRAWING FOR CISA (4) POINT LOCK AS PER MANUFACTURER'S DRAWING # 0-97-10-1853 (LATCH BOLT)

X BLOTS NOL206 - 0-97-10-1852 (DEAD BOLTS), 0-97-10-1850 (LOCK CASE) AND 0-97-10-1851 (LOCK CAP).

DOOR CORNER KEY MOL-207 08

INOPERABLE DOOR MAIN CASING MOL-002 13 012

VERTICAL REINFORCEMENT MOL-002 13 | 013

VERTICAL REINFORCEMENT MOL-002 13 014 Aopeosd s cmphivgvith e

VERTICAL REINFORCEMENT MOL-002 13 | 015 :‘-iﬁ: \WZo02

TOP HORIZONTAL REINFORCEMENT MOL-002 3 016 Sina Dida Pyt Contrs

OPERABLE DOOR MAIN WING CASING MOL-002 15 017 "’M‘%

VERTICAL REINFORCEMENT MOL-002 15 018

WEATHER-STRIPPING ;

CLOSE CELL FOAM (3/4° X 1/4") MOL-002 | 16 021 MASTER S.R.L.

COMPRESSION VINYL MOL-002 16 022 MODEL NO.: EX-4 US Via Lombardia # 38

CLOSE CELL FOAM (3/4* X 1/2") MOL-002 16 023 L:‘Aiﬁf/\g j:’égG JOUBLE DOOR o _ f9‘00 Pialenza (Italy) o

RETENTION HOUSING MOL-00? 19, 20 019 MASTER SRL Telephone: 011-39-0523-593-000 Fax: 011-39-0523-590-891

RETENTION CLIP MOL-002 19,20 020 DISTRIBUTOR: ] Orawn by: MIR l Scale: FULL | Drawing No.: MOL-002 | Product Description:
MASTER SRL ' Material: Date:05/18/00 | PAGE 23 OF 23 BILL OF MATERIALS




