MiAMIDADE ’ MIAMI-DADE COUNTY, FLORIDA
- METRO-DADE FLAGLER BUILDING
BUILDING CODE COMPLIANCE OFFICE (BCCO) 140 WEST FLAGLER STREET, SUITE 1603

PRODUCT CONTROL DIVISION MIAMLI, FLORIDA 33130-1563
(305) 375-2901 FAX (305) 375-2908

NOTICE OF ACCEPTANCE (NOA)

Master, S.R.L.
20283 State Road 7, Suite #213
Boca Raton, FL 33498

Scopk:

This NOA is being issued under the applicable rules and regulations governing the use of construction materials.
The documentation submitted has been reviewed by Miami-Dade County Product Control Division and accepted
by the Board of Rules and Appeals (BORA) to be used in Miami Dade County and other areas where allowed by
the Authority Having Jurisdiction (AHJ).

This NOA shall not be valid after the expiration date stated below. The Miami-Dade County Product Control
Division (In Miami Dade County) and/or the AHJ (in areas other than Miami Dade County) reserve the right to
have this product or material tested for quality assurance purposes. If this product or material fails to perform in
the accepted manner, the manufacturer will incur the expense of such testing and the AHJ may immediately
revoke, modify, or suspend the use of such product or material within their jurisdiction. BORA reserves the right
to revoke this acceptance, if it is determined by Miami-Dade County Product Control Division that this product or
material fails to meet the requirements of the applicable building code.

This product is approved as described herein, and has been designed to comply with the High Velocity Hurricane
Zone of the Florida Building Code.

DESCRIPTION: Model No. EX-4 US In or Outswing Single Steel Door

APPROVAL DOCUMENT: Drawing No. MOL-004, titled “Model: EX-4 US In or Out Swing Single Door”,
sheets 1 through 20 of 20, prepared by Master S.R.L., structurally reviewed by Walter A. Tillit Jr., P.E., dated
August 11, 2000, bearing the Miami-Dade County Product Control Approval stamp with the Notice of Acceptance
number and approval date by the Miami-Dade County Product Control Division.

MISSILE IMPACT RATING: Large and Small Missile Impact

LABELING: Each unit shall bear a permanent label with the manufacturer's name or logo, city, state and the
following statement: "Miami-Dade County Product Control Approved", unless otherwise noted herein.

RENEWAL of this NOA shall be considered after a renewal application has been filed and there has been no
change in the applicable building code negatively affecting the performance of this product.

TERMINATION of this NOA will occur after the expiration date or if there has been a revision or change in the
materials, use, and/or manufacture of the product or process. Misuse of this NOA as an endorsement of any
product, for sales, advertising or any other purposes shall automatically terminate this NOA. Failure to comply
with any section of this NOA shall be cause for termination and removal of NOA.

ADVERTISEMENT: The NOA number preceded by the words Miami-Dade County, Florida, and followed by
the expiration date may be displayed in advertising literature. If any portion of the NOA is displayed, then it shall
be done in its entirety.

INSPECTION: A copy of this entire NOA shall be provided to the user by the manufacturer or its distributors
and shall be available for inspection at the job site at the request of the Building Official.

This NOA consists of this page 1 as well as approval document mentioned above.
The submitted documentation was reviewed by Helmy A. Makar, P.E.

NOA No 01-1019.02
Expiration Date: 04/11/2007
Approval Date: 04/11/2002
Page 1
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6595 NW 36"STREET STE. 217 | 5
MIAMI, FLORIDA 33166 L. FL.LIC.NO. 44167

FRAME AND SUB-FRAME MATERIAL: HOT ROLLED METAL DD12 REF. EN 10111
WITH TENSILE STRENGTH = 48,000 P.S.I.; YIELD STRENGTH AT 0.2% = 41,000 P.S.I.

ULTIMATE ELONGATION 34%.

i I B T 7 DOOR MATERIAL: HOT ROLLED ZINC PLATED DX51 + 2275 (275 G/m"2, 0.6 OZ/FT~2)
~— A REF. EN 10142 + A1-97 WITH TENSILE STRENGTH = 73,000 P.S.I. .
5 0 [ YIELD STRENGTH 58,000 P.S.!., ULTIMATE ELONGATION 30%
ASTM DESIGNATION FOR STEEL : EQUIVALENT TO ASTM A 653 CQ GRADE 41 AT FRAME
AND ASTM A 653 CQ GRADE 60 AT DOOR
Ll I GALVANIZING TYPE: G60
Il o || e DOORS WERE TESTED FOR +/- 200 PSF DESIGN LOAD.
DOOR DOES NOT NEED A HURRICANE PROTECTIVE DEVICE
98.675 - 96.500 ﬂ DECORATIVE WOOD CLAD PANELS: 0.250" THICK PLYWOOD, OAK, PINE,
' 0 MOHOGANY, DOUGLAS FIR WITH 10-12% MAX. MOISTURE CONTENT,
= = PAINTED WITH SEVERAL COATINGS OF WATER BASED VARNISHES, -
Approved as complying with the
G © PROTECTIVE IMPREGNATORS AND COATINGS FOR OUTDOOR m““’“ g G Z.
INSTALLATION B Frodat Contrl
wéﬁ.wv
_— : n
| I S E— L L el MASTER S.R.L.
FRAME DOOR ‘ Via Lombardia # 38
—~ 29100 Pialenza (italy)
MODEL: lElzj(-gRUcS)UTSW!N & SINGLE DOOR | Telephone: 011-39-0523-593-000 Fax: 011-39-0523-590-891
MANUFACTURER: Client: : Drawn by: MIR Scale: 18":1" Drawing No.: MOL-004 | Product Description:
MASTER SRL MASTER SRL  Material: PRE-COATED STEEL  Date: 08/11/00] PAGE 1 OF 20 FRAME ASSEMBLY




STROCTORALLY REVIEWED BY *
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TICCIT TESTT MPANY

o 6595 NW 36*STREET,STE. 217 “STRuCTURAL ENGINEER
40,550 Section "A MIAMI, FLORIDA 33166 .  FL.LUC.NO. 44167
36.614 ___| 1375 | FASTENER LEGEND
' Description Quantity | USE:
34.646 ' 1.125 a | 1/4" X 1-3/16" flat allen head screws 10 |Used to connect frame to sub-frame,
(see page 17 of 20)
13387 B 300 [
I , i {

i
< HINGES
= @ = —4-—}-——1062

52.000 . CUT-OUTS TO ACCOMODATE THE FIX BLOTS (USED TO CONNECT DOOR TO FRAME)

A
22,83 § 9843 _ﬁT 9.843

‘ A *ﬂ

) ] P00 17.519

T ‘7'31 3 f 98.625 '

21.847 0
* T ‘ i
‘ @ I proved as complying with the
17 519 PR ———— 1 [‘ui i ?ode

= o 17.519 | .
1 * \‘ NOA#?} Sf' %é‘%g
Miami Dade Product Conérol
Q gwision
Y.
: 0.843 0.843 —W’M )

28.743 AN ' 41
- l : @ A ‘ faviil

0 14.960 14.960
- - + ' MASTER S.R.L.
— Via Lombardia # 38
4132 J 29100 Pialenza (Italy)
MODEL: EX-4 US Telephone: 011-39-0523-593-000 Fax: 011-39-0523-590-891
IN OR OUTSWING SINGLE DOOR
MANUFACTURER: Client: Drawn by: MIR Scale: 18":1" Drawing No.:MOL-004 | Product Description:
MASTER SRL MASTER SRL Material: PRE-COATED STEEL | Date: 08/11/00i  PAGE 2 OF 20 FRAME ASSEMBLY
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TILLIT TESTING & ENGINEERING CO\MPANY S1:U3TURAL ENGINEEH
| 6595 NW 36" STREET STE. 217 . Fi. LIC.NO. 44167
——— 40,156 — MIAMI, FLORIDA 33166
————— 35,400 —
\ r 3.625
= = ‘ A
— 13.387 | TYP. (8) ?
| B} 9000
7.000
}' = - o T * FASTENER LEGEND
|
Description Quantity
22836 s | 3/8" x4-1/2" hex head lag screws with flat washers | 22
Used to fasten sub-frame to wood buck

} * - 98.425
21.847 - o [ Approved ss wmplyingmth the
< o - :A(l):“ml) Product Controb
y 1) g ? Division
T W.W -
28.743 - -
l MASTER S.R.L.
: - MODEL: EX-4 US Via Lombardia # 38
| @ i ! IN OR OUTSWING SINGLE DOGR 29100 Pialenza (ltaly)
_f MANUFACTURER: Telephone: 011-39-0523-593-000 Fax: 011-39-0523-590-891
4,132 MASTER SRL
Client: Drawn by: MIR ' Scale: 18":1" | Drawing No.: MOL-004| Product Description:

MASTER SRL Material: PRE-COATED STEEL ' Date:08/11/00| PAGE 3 OF 20 SUB-FRAME ASSEMBLY
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T ;ggs; lNNwG ;s'sgrrliréergre. 217 Sini: URAL ENGINEER
TOWMM AR s - FLUICNO.A4ET
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! 8 soas
A 37.312
!
|
87.125
94,854 i _17'51 7 !
g s t
T |° 17513 e
DateQ- L LLLLGCE 0
‘ ~ 9.843 m"mmuctContml
Division
A By
35.125 {
] ! A ,
o
13.148 MASTER S.R.L.
N N | - * Via Lombardia # 38
\—. . 29100 Pialenza (ltaly)
@ — T n/:r;?Eé%T}::_RER Telephone: 011-39-0523-593-000 Fax: 011-39-0523-590-891
I MODEL: EX-4 US Client: Drawn by: MIR Scale: 15%:1" |Drawing No.: MOL-004 | Product Description:
E IN OR OUTSWING SINGLE DOOR | MASTER SRL | DOOR

Material: PRE-COATED STEEL Date: 08/11/00 PAGE 4 OF 20
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TILLIT TESTING & ENGINEERING C}MNY St TURAL ENGINEER
16.000 : 3.625 sssi' m ?s:LsgglﬁrssJE 217 W FiL. LIC.NO. 44167
‘ 2.000 ———TL*— 000 o }=16,000 |=— r ‘ , ;
il X A y x
I b ez
4,000 10.750 0 .
T STILES (PART # 01), TOPANA BOTTOM RAILS (PART # 01) CONNECTIONS TO STEEL MAIN CASING (PART # 012)
14.250 FASTENER LEGEND
* Description Quantity
T 39.000 b| # 6 x1/2* PAN HEAD PHILLIPS SMS 11
13.750 « | #4X1/2" PAN HEAD PHILLIPS SMS 7
]
11,500 .
{ A

@

Appreved as complying with the

{ Florks Belog God
| = - 37,500 baeld L E0R—

Miami Dade Prodnct Control

13.750 By

14.000 MASTER S.R.L.
+ > \ Via Lombardia # 38
" 29100 Pialenza (ltaly)
" ; ) MANUFACTURER: Telephone: 011-39-0523-593-000 Fax: 011-39-0523-590-891
MASTER SRL
0 MODEL: EX-4 US Client: Drawn by: MIR ' Scale: 15*:1* | Drawing No.: MOL-004 | Product Description:
INOR OUTSWING SINGLE DOOR| MASTER SRL Material: PRE-COATED STEEL | Date: 08/11/00]  PAGE 5 OF 20 DOOR




STRUCTURALLY REVIEWED 8Y |
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TILLIT TESTING & ENGINEERING COMPANY
6595 NW 36" STREET,STE. 217
MIAMI, FLORIDA 33166

Fi. LIC.NO. 44167

Sirc TTURAL ENGINEER

)

Apptroved as complying with the

Florida ing Code

P R > ot
NOA#

Miami Dade Prodact Coetrol
Division

By,

9.843
o !
14.960 MASTER S.R.L.
] ‘ Via Lombardia # 38
L] MANUFACTURER: 29100 Pialenza (Italy)
MASTER SRL Telephone: 011-39-0523-593-000 Fax: 011-39-0523-590-891
MODEL: EX-4 US Client: Drawn by: MIR | Scale: 15%1" 2 No. —
IN OR OUTSWING SINGLE DOOR | MASTER SRL y Scale: 151" | Drawing No: MOL-004 | Produdt Descrption:

Material: PRE-COATED STEEL

Date: 08/11/00

PAGE 6 OF 20
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/ Tildecom \ \5 “URAL ENGINEER
TILLIT IEST'NG & ENGINEERING COMPANY b . LIC.NO. 44167
| | "~ MIAMI, FLORIDA 33166 1/4" Max.
/ Note: No welding was used to connect subframe (part # 04) to frame (part # 05) at sections for head and jambs. shim spac’é"‘l -
* Two 2* x 4" P.T. minimum wood bucks required at jamb, header and sill. \
Double 2" x 4" connection to surrounding substrate is by others. § 019 §
W000| {4 § 329 \
shim space I ‘ @ % 05 \
— \ N S
L 1 N o N
0 04 $ WOOD ;Iﬂgiz N N
| w3 TN - NS N
4" Max, / " "
shim space SILL \ 14'8 X 1I-d 112 %
FRAME AND SUB-FRAME HEADER SECTION B-B See fasteners on page 3 of 20 \ illet we o \
SECTION A-A NN 0 \
WELDING SPECIFICATIONS 00 \ WOOD \
WELDS: INERT GAS SHIELDED WELDING TOT 3 BEADINGS. 00D % FRAME AND SUB-FRAME JAMBS \
GAS COMPOSITION: ARGON + C02
. 1/4" Max, —em] |a—
MECHANICAL PROPERTIES: TENSILE STRENGTH 72,500 P.S.l. shim space SECTION C-C N——
YEILD STRENGTH 62,500 P.S.1., ULTIMATE ELONGATION 20%. ‘3_"3}‘%‘%"{, 7%% 2z
___1 0.140 WELDING PARAMETERS: WIRE SPEED 2"/s, TENSION 25 v, CURRENT 220A e Dade Product Control
' Division
I t‘- E 0.316 ELECTRODES TO BE AWS A 5,18, E70XX By
e ||._ MODEL: EX-4 US MASTER S.R.L.
0.058 : EX- , ,
— IN OR OUTSWING SINGLE DOOR Via Lombardia # 38
Weld type - 29100 Pialenza (ltaly)
MANUFACTURER: Telephone: 011-39-0523-593-000 Fax: 011-39-0523-590-891
MASTER SRL
Client: Drawn by: MIR Scale: 1/3":1" | Drawing No.:MOL-004| Product Description:
MASTER SAL - Date: 08/11/00 SECTIONS AT FRAME |
Material: PRE-COATED STEEL | Date: PAGE 7 0F 20 |SUB-FRAME ASSEMBLIES
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/ hrLleco ...c

TILLIT TESTING & ENGINEERING COMPANY wﬁ{-rgq A. TILLIT JR..
6595 NW 36"STREET,STE. 217 NGIN-

Min.edge| | Min. edge
distance ! 3'000 T 3.000 distance ‘

0 ’\.-q::“-,'g\ ﬁ"? ---* 3 P " "' ”
R S b

1
+

1/4" Max.
shim space

FRAME AND SUB-FRAME HEADER
SECTION A-A

_{__.1 "ij: 0.316
T I
——1’-- 0.058

Weld type

0.156

ontrn G 2 Jadi? goy M
x v o, O fo 'i et L .td-\.. %
AN ?«"-.fv <‘“" &5’”*‘ el \""3"‘ N e b R A S

Poured concrete

Poured concrete or block

MAXIMUM 1* X 4" P.T. BUCK ol

SECTION B-B

1/4" Max

or block
shim space

Min. edge
distance l"_ 3.000

Note: No welding was used to connect sub-frame (part # 04) to frame (part # 05) at sections
. for head and jambs.
1/4" Max. ?

shim space

oured concrete
019 0N

M

"ff"‘-'\"':ﬁ’:‘t’;"’ u\. g ' .\» r ",\-:‘3
TGN S SR AT :{’r.\'d'.':
h AT e, ’(’s}fif:. P ‘.~.‘\. '.' .._.,‘ e )
See fasteners on page 3 of 20

3.000 1/8' X 1-1/2' ;
\. fillet weld 00 ':":':?"‘3’

Min. edge s
distance

00

WELDING SPECIFICATIONS

A

WELDS: INERT GAS SHIELDED WELDING TOT 3 BEADINGS.

1/4" Max. | 7
shim space !

FRAME AND SUB-FRAME JAMBS

GAS COMPOSITION: ARGON + (02

SECTION C-C

MECHANICAL PROPERTIES: TENSILE STRENGTH 72,500 P.S.l.

MAXIMUM 1* X 4" P.T. BUCK

Approved as complying with the

YEILD STRENGTH 62,500 P.S.1., ULTIMATE ELONGATION 20%.

Florida Beiding Code
Dat (oY A

NOA#

WELDING PARAMETERS: WIRE SPEED 2"/s, TENSION 25 v, CURRENT 220A

Miami Dade Product Control

ELECTRODES TO BE AWS A 5.18, E70XX

Division
By

AT MASTER S.R.L.
"IN OR OUT SWING DOUBLE DOOR Via Lombardia # 38
29100 Pialenza (ltaly)
MANUFACTURER: Telephone: 011-39-0523-593-000 Fax: 011-39-0523-590-891
MASTER SRL
DISTRIBUTOR: Drawn by: MIR Scale: 1/3":1" |Drawing No.:MOL-004|  Product Description:
: SECTIONS AT FRAME
MASTER SRL Material: PRE-COATED STEEL | Date:05/18/00| PAGE 8 OF 20 |SUB-FRAME ASoEMBLES
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Z TLTECO .. X VEALTER A, TILUT oR, © L
TILLITTESTING & ENGINEERING SOMPANY STRUCTURAL ENGINE£.+
iAW, FLORIDA 33166 L FLLC.NO.44167

WELDING SPECIFICATIONS

WELDS: INERT GAS SHIELDED WELDING TOT 23 BEADINGS

GAS COMPOSITION: ARGON + CO2

MECHANICAL PROPERTIES: TENSILE STRENGTH 72,500 P.S.l.

YEILD STRENGTH 62,500 P.S.I., ULTIMATE ELONGATION 20%.

WELDING PARAMETERS: WIRE SPEED 2"/s, TENSION 25 v, CURRENT 220A

ELECTRODES TO BE AWS A 5.18, E70XX

05

—= |=—0.078

{ 0.125

13/64" x 1-1/2" and /

13/64" x 3/4" FILLET WELDINGS

AT EACH MITERED CORNER 13/64" X 1/2" AND
FRAME JAMB TO FRAME HEAD CONNECTION 13/64" X 1" FILLET WELDINGS \<—
FRAME SILL TO FRAME JAMB CONNECTION f
0.098 >\ Approved as complytmg with the.
s
WELD TYPE N Dade Frodact Conirol
g;vismn
\ . MODEL NO.:EX-4 US MASTER_S'R‘L'
13/64" X 1-1/2 SUB-FRAME HEAD TO SUB-FRAME JAMBS CONNECTION IN OR OUTSWING SINGLE DOOR Via Lombardia # 38
FILLET WELDINGS 29100 Pialenza (ltaly)
MANUFACTURER: Telephone: 011-39-0523-593-000 Fax: 011-39-0523-590-891
MASTER SRL
DISTRIBUTOR: Drawn by: MIR ’ Scale: 1/3":1* | Drawing No.: MOL-004| Product Description:
MASTER SRL Material: PRE-COATED STEEL | Date:05/18/00| PAGE 9 OF 20 CORNERS ASSEMBLY




STROUCTLRALLY REVIELNED BY
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/[ TLIECO e \ R
TILLIT TESTING & ENGINEERING COMPANY ST 1URAL ENGINEER
6595 NW 36" STREET STE. 217 FL LUC.NO. 44167
MIAMI, FLORIDA 33166 :
MITERED CORNERS FOR BOTH COMPONENTS (PART # 01) MEETING AT JOINT,
DOOR STILE TO BOTTOM RAIL CONNECTION DOOR STILE TO TOP RAIL CONNECTION
MITERED CORNERS FOR BOTH COMPONENTS (PART # 01) MEETING JOINT
as complying with the
A paies o
Date Z -OZ
:1?::! Dade Product Control
Divisio B
By
MODEL NO..EX-4 US MASTER.S.R.L.
IN OR OUTSWING SINGLE DOOR Via Lombardia # 38
MANUFACTURER: 29100 Pialenza (Italy)
MASTER SRUL ' Telephone: 011-39-0523-593-000 Fax: 011-39-0523-590-891
Client: Drawn by: MIR Scale: 1/3":1" | Drawing No.: MOL-004 ProduBtO(D)%slgription:
MASTER SRL Material: PRE-COATED STEEL ' Date:08/11/00|  PAGE 100F 20 | CORNERS ASSEMBLY
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3 A, TILLIT JR., B2

f hiLleco mc.\

-+ _DOOR BACK FACE
[ |
9.250 ' B1/4* SPOT WELDS LOCATED AT: "A"
AT 1/2* FROM HINGE STILE, 6-5/8", 11-1/4",
| 6-1/8", 10-3/4",
—d 013
33.125
‘.‘\ N‘
N
L
= LOCKING SYSTEM
(V)
_I_ 4
33.125
B1/4" SPOT WELDS LOCATED AT: "B
AT 11°, 13-3/8", 24-7/8" FROM HINGE STILE.
5 ' SE?E:ABLE DOOR
f FOR SECTIONS REFERENCE TO PAGE 12 OF 20
4375 —= |=— B
— o] |=— 1,500

COLUMNS FROM HINGE STILE: @1/4" SPOT WELDS LOCATED AT:

FIRST COLUMN: AT 1-1/4" FROM BOTTOM, 15-1/2",17-1/8", 13", 14-5/8", 15-1/4", 16-1/8'
SECOND COLUMN: AT 1-1/4* FROM BOTTOM, 14-1/4*, 17-1/8', 13-5/8", 20", 15-3/4", 9-1/4"
THIRD COLUMN: 1-1/4" FROM BOTTOM, 10-3/4", 18-1/4", 18-3/8", 18-3/8", 15", &'

~i:. “1URAL ENGINEER
k.. LIC.NO. 44167

TILLIT TESTING & ENGINEERING COMPANY
6595 NW 36" STREET,STE. 217

0 1/4" SHOAWORDS BOEATED AT:* *C"
AT 3/4" FROM HINGE STILE, 7-1/8", 9", 10-1/4°, 6-1/8".

DOOR FRONT FACE

WELDS: MULTIPLE IMPULSE SPOT WELDING TOT 54 SPQTS.

GAS COMPOSITION: ARGON + C02

MECHANICAL PROPERTIES: TENSILE STRENGTH 72,500 P.S.I.

YEILD STRENGTH 62,250 P.S.l.

HINGE STILE

ALL ELECTRODES AWS A 5.18 E70XX

95.250

BR©.

Approved ss complying with the
fode
Y/ z002
NOA# :
Miami Dade Product Control

z‘y%/w

- 1

0.371

1

0.340

T

WELD TYPE

MODEL NO.;EX-4 US
IN OR OUTSWING SINGLE DOCR

MASTER S.R.L.

Via Lombardia # 38
29100 Pialenza (ltaly)

Telephone: 011-39-0523-593-000 Fax: 011-39-0523-590-891

Client: Drawn by: MIR

' Scale: 15":1" Drawing No.: MOL-004 | Product Description:

MANUFACTURER: MASTER SRL

MASTER SRL

Material: PRE-COATED STEEL | Date:08/11/00

DOOR

PAGE 11 OF 20 REINFORCEMENTS




STROCTORIALY REVIEVED BY:

5507
T PEYTER AL TILLIT JR. P.E
) [ NLIECO wc. \ ST T1URAL ENGINEE S
RO.125 TILLIT TESTING &Eg%régrg;«g (2:107MPANY L b LiC.NO. 44167
- 35.500 = HINGE B0 M. FLORIDA 35166
‘ 1.795——{ - J ——————— 11,810 —————=
2.083 WING CASING 30° \‘g_- 1.840 2.071 1.575
— TYPICAL WALL THICKNESS 0.062" —t
} . | 0.937 PART # 012 } ¥ ROCKWOOL
' ROCKWOOL SPECIFICATIONS:
0.937 —~— MINERAL WOOL, MODEL TERVOL | 220,
RO.125 13.3 MANUFACTURED BY TERMOLAN, ITALY;
TP (6) | N ’~— 1.496 l“ 386 ’1 WITH 3.6 P.S.. COMPRESSIVE STRENGTH
} } | . ‘ ‘ PER ASTM C-165-83, AND 6.2 LB/CUBIC FEET DENSITY
1832 1.710 N 67 2.027 —L —
—= 2.558 R0.125 — 11.812 ———
- 11,496 ————— |=— (0,937 TYPICAL (4) PART #014
TYPICAL WALL THICKNESS 0.062" | TYPICAL WALL THICKNESS 0.062"
PART # 013 '
Approved as complying with the
Florids Bajding Cod
""""""""""""""""" r R —I AR Y.
L S : : ek e i
W l
— —— 2,071 ROCKWOOL
TYRP?&ZLS ; * MASTER S.R.L.
(@) MODEL NO.:EX-4 US Via Lombardia # 38
MANUFACTURER: Telephone: 011-39-0523-593-000 Fax: 011-39-0523-590-891
MASTER SRL
TYPICAL mg{_rgg £S5 0062 Client: Drawn by: MIR Scale: 4":1" | Drawing No.: MOL-004 ProduBtODoeRscription:
MASTER SRL Material: 16 GASTEEL | Date:08/11/00|  PAGE 120F20 | REINFORCEMENTS




STR.OCTURRLLY REVELIED BY

DS
e 3/§7&‘V
i WA
iy A “L Lo @ ATTHAN - ‘ -. LR = Bat's 4 & T
TILLIT TESTING & ENGINEERING COMPANY i CmAL ENGEN
6595 NW 36" STREET,STE. 217 . Fo. v G .NG. 44167
DOOR

LOCK STILE HINGE STILE

L =

MIAMI, FLORIDA 33166

JAMBS

0.562 -—I—u
R 0.09;——r

COMPRESSION VINYL CLOSE CELL FOAM
PART # 018 PART # 017

o
6

[ THRESHOLD

Approved as complying with the
Florida ng fode

Dste

NOA#

Mismi Dade Prodact Control

Division
e WAN T /228

MASTER S.R.L.
MODEL NO':IE:J('SRUSUTSWING SINGLE DOOR Via Lombardia # 38
MANUFACTURER: Telephone: 01 1-39—0523-593%3(;(?0 e Fax: 011-39-0523-590-891
MASTER SRL
Client: Drawn by: MIR Scale: 1/2*:1" | Drawing No.: MOL-004 | Product Description:
MASTER SRL Material: PRE-COATED STEEL ' Date:08/11/00| ~ PAGE 130F20 | WEATHER-STRIPS




STROCTURALLY REVAAIED &Y.

/ LiLleco !!\E s cj_t g
b AC.NG. 44167
JAMB FRAME HINGE DOOR STILE HINGE TILLIT ;ggssrkrw :sEgTGF:tégfg;lg CouPANY c
- 3.072 —e— @
R0.434 $
0.500 —= t-— —={ =—0434 O 00.318
0.434 ] -
Pl | \ _
T ® |
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TILLIT TESTING & ENGINEERING COMPANY LJ:L LIC.NO. 44167 ___,

6595 NW 36"STREET,STE. 217
MIAMI, FLORIDA 33166

FASTENER LEGEND
DESCRIPTION QUANTITY
« | 5/16" X 1-3/16" SOCKET HEAD CAL SCREW | 12
+ | 5/16" X 0.654" STAR FLAT HEAD SCREW 12

#115/32" X 0.981" SET SCREW 6
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Miami Dade Product Control |
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MASTER S.R.L.
MODEL NO.:EX-4 US Vin Lombardia & 38
IN OR OUTSWING SINGLE DOOR la Lombardia
29100 Pialenza (ltaly)
MANUFACTURER: Telephone: 011-39-0523-593-000 Fax: 011-39-0523-590-891
MASTER SRL
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1/4" X 1-3/16" FLAT ALLEN HEAD SCREW
FRAME TO SUB-FRAME ASSEMBLY

FILLET WELDING 1/8" X 1-1/2"

5

FILLET WELDING 1/8" X 1-1/2"

\
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TILLIT TESTING & ENGINEERING COMPANY 1 FL. LIC.NO. 44167
6595 NW 36" STREET, STE. 217 i
MIAMI, FLORIDA 33166
Approved as complylng with the
Florida Bal Code
Date O (2002
NO . i
Miami Dade Product Control

WELDS: INERT GAS SHIELDED WELDING TOT 3 BEADINGS.

GAS COMPOSITION: ARGON + €02

MECHANICAL PROPERTIES: TENSILE STRENGTH 72,500 P.S.l.

S L i

YEILD STRENGTH 62,250 P.S.l.

WELDING PARAMETERS: WIRE SPEED 2'/s, TENSION 25 v, CURRENT 220A

ALL ELECTRODES AWS A 5.18 E70XX

MASTER S.R.L.
MODEL NO.:EX-4 US Via Lombardia # 38
MANUFACTURER: . 011-39-0523-593- : 011-39-0523-590-891
MASTER SRL | Telephone: 011-39-0523-593-000 Fax: 011-39-0523
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1/4* DIAMETER SPOT WELDS
(TOP AND BOTTOM)

— LOCK PLATE

T oKk

-

1/4 - 20 X 1-3/8" PAN HEAD PHILLIPS MACHINE SCREW.

DOUBLE BIT KEY LOCK CASE

| REINFORCEMENT PLATE

(

CISA LOCK
(4 POINT LOCK)

VAR T I YN 2 Tin
TILLIT TESTING & ENGINEERING COMPANY STR&SCTURAL ENGiI\:
6595 NW 36" STREET,STE. 217 . 44167
(0.720" DIAMETER X 6-1/4 IN LENGTH) HiAW, FLORIA 5166 b FL.LOND
WELDING SPECIFICATIONS

SIDE BOLT
0.720" DIAMETER X 6-1/4" IN LENGTH)

(4 DEAD BOLTS + 1 LATCH BOLT)

WELDS: INERT GAS SHIELDED WELDING TOT 3 BEADINGS.

GAS COMPOSITION: ARGON + CO2

MECHANICAL PROPERTIES: TENSILE STRENGTH 72,500 P.S..

YEILD STRENGTH 62,500 P.S.I., ULTIMATE ELONGATION 20%.

WELDING PARAMETERS: WIRE SPEED 2"/s, TENSION 25 v, CURRENT 220A

ELECTRODES TO BE AWS A 5.18, E70XX

1/4" DIAMETER SPOT WELDS

Approved as complying with the
Florids ode

Date O 2002
NOA#

Miami Dade Product Control
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0.720" DIAMETER X 6-1/4" IN LENGTH _—
(SIDE BOLT, TOP AND BOTTOM)
| TOP CONNECTOR 0.511 DIAMETER
BOTTOM CONECTOR 0.393" DIAMETER
\ Approved as complying with the
R, yayerera
CISA LOCK /\\ E:;):.ipg;lcrmdua Centrol
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TILLIT TESTING & ENGINEERING COMPANY (VAL TER A, TILLIT JF. |

_ MIAMI, FLORIDA 33166 _ 1 STRUCTURAL ENGINET |
— TV | HARDWARE QUANTITY | PAGE # PART # [ FLHONOAIET
SCRIPTION A PAGE #
DESCR AGE PART # CISA (4) POINT LOCK | 1 18, 19 INCLUDED ON MANUFACTURERS INFORMATION
DOOR STILES MOL-208 01 , ‘
5" Butt hinges 3 14,15 HINGE TO FRAME PART # 021
DOOR TOP AND BOTTOM RAILS MOL-208 01
T TSRO —— - HINGE TO DOOR STILE PART # 023
- STEEL BAR PART # 024
SUB-FRAME HEADER MOL-210 04
STEEL BAR PART # 022
SUB-FRAME JAMBS MOL-210 04
HINGE CONNECTOR PART # 025
FRAME JAMBS MOL-211 05
FRAME HEADER MOL-211 05
FRAME SILL MOL-212 06 NOTE: DRAWING FOR CISA (4) POINT LOCK AS PER MANUFACTURER'S DRAWING # 0-97-10-1853 (LATCH BOLT)
X BLOTS MOL.213 - 0-97-10-1852 (DEAD BOLTS), 0-97-10-1850 (LOCK CASE) AND 0-97-10-1851 (LOCK CAP).
DOOR CORNER KEY MOL-214 08
DOOR MAIN WING CASING MOL-004 12 012
VERTICAL REINFORCEMENT MOL-004 12 013
VERTICAL REINFORCEMENT MOL-004 | 12 014 {
TOP HORIZONTAL REINFORCEMENT MOL-004 12 015
roved as complyliag with the
ROCKWOOL MOL-004 12 , Flrids g %"%
gﬁtﬂi Dade Product .Control
WEATHER-STRIPPING: By
CLOSE CELL FOAM (9/16" X 3/32") MOL-004 13 017 |
COMPRESSION VINYL MOL-004 13 018 :
~ MASTER S.R.L.
RETENTION HOUSING MOL-004 16 019 MODEL NO.:EX-4 . |
IN OR OUTSWING SINGLE DOOR Via Lombardia # 38
RETENTION CLIP MOL-004 16 020 ANUFACTURER: 29100 Pialenza (ltaly)
MASTER SRL ' Telephone: 011-39-0523-593-000 Fax: 011-39-0523-590-891
Client; Drawn by: MIR Scale: FULL | Drawing No.: MOL-004 | Product Description:
MASTER SRL - Material: “Date:08/11/00| PAGE200F20 | BILL OF MATERIALS






