MIAM -DADE MIAMI-DADE COUNTY, FLORIDA
] METRO-DADE FLAGLER BUILDING
BUILDING CODE COMPLIANCE OFFICE (BCCO) 140 WEST FLAGLER STREET, SUITE 1603

PRODUCT CONTROL DIVISION MIAMI, FLORIDA 33130-1563
(305) 3752901  FAX (305) 375-2908

NOTICE OF ACCEPTANCE (NOA)

Innovative Protective Products, LLC.
742 NE Jensen Beach Blvd
Jensen Beach, FL 34957

SCOPE: This NOA is being issued under the applicable rules and regulations governing the use of construction materials.
The documentation submitted has been reviewed by Miami-Dade County Product Control Division and accepted by the Board
of Rules and Appeals (BORA) to be used in Miami Dade County and other areas where allowed by the Authority Having
Jurisdiction (AHJ).

This NOA shall not be valid after the expiration date stated below. The Miami-Dade County Product Control
Division (In Miami Dade County) and/or the AHJ (in areas other than Miami Dade County) reserve the right to
have this product or material tested for quality assurance purposes. If this product or material fails to perform in
the accepted manner, the manufacturer will incur the expense of such testing and the AHJ may immediately
revoke, modify, or suspend the use of such product or material within their jurisdiction. BORA reserves the right
to revoke this acceptance, if it is determined by Miami-Dade County Product Control Division that this product or
material fails to meet the requirements of the applicable building code.

This product is approved as described herein, and has been designed to comply with the Florida Building Code
including the High Velocity Hurricane Zone.

DESCRIPTION: 12’ Wide CPC 55mm rolling Door

APPROVAL DOCUMENT: Drawing No. 03-176R3, titled “CPC 55mm Rolling Door”, sheets 1 through 4 of 4,
prepared by EngCo Inc, signed and sealed by P. De Figueiredo, P.E., dated 9/ 15/04, with no revisions, bearing the
Miami-Dade County Product Control Approval stamp with the Notice of Acceptance number and approval date by
the Miami-Dade County Product Control Division.

MISSILE IMPACT RATING: Large and Small Missile Impact

LABELING: Each unit shall bear a permanent label with the manufacturer's name or logo, city, state and
following statement: "Miami-Dade County Product Control Approved", unless otherwise noted herein.
RENEWAL of this NOA shall be considered after a renewal application has been filed and there has been no
change in the applicable building code negatively affecting the performance of this product.

TERMINATION of this NOA will occur after the expiration date or if there has been a revision or change in the
materials, use, and/or manufacture of the product or process. Misuse of this NOA as an endorsement of any
product, for sales, advertising or any other purposes shall automatically terminate this NOA. Failure to comply
with any section of this NOA shall be cause for termination and removal of NOA.

ADVERTISEMENT: The NOA number preceded by the words Miami-Dade County, Florida, and followed by
the expiration date may be displayed in advertising literature. If any portion of the NOA is displayed, then it shall
be done in its entirety. :

INSPECTION: A copy of this entire NOA shall be provided to the user by the manufacturer or its distributors
and shall be available for inspection at the job site at the request of the Building Official.

This NOA consists of this page 1, evidence page as well as approval document mentioned above.

The submitted documentation was reviewed by Candj

- % /95 NOA No 04-0210.02
Expiration Date: April 21, 2010

Approval Date: April 21, 2005
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Innovative Protective Products, LLC.

NOTICE OF ACCEPTANCE: EVIDENCE PAGE

A. DRAWINGS
1. Drawing No. 03-176R3, prepared by EngCo Inc, titled “CPC 55 mm Rolling Door”,
dated 09/15/04, with no revisions, sheets 1 through 4 of 4, signed and sealed by P. De
Figueiredo, PE.

B. TESTS

1. Test report on Large Missile Impact Test per TAS 201, Cyclic Wind Pressure Test per
TAS 203, Uniform Static Air Pressure Test per TAS 202 and force Entry Test per AAMA
1303.5 on a “2-1/8 blade co extruded polymeric composite rolling doors”, prepared by
Construction Testing Corporation, report No. 03-022SFBC, dated 10/31/03, signed and
sealed by Y. G. Kuri, PE.

2. Test report on Ignition Properties Test per ASTM D1929, Rate of Burning Test per
ASTM D635, Density of Smoke Test per ASTM D2843 and Tensile Properties Test
before and after weathering per ASTM D638 a “14’ x 8” on GEON 06935 White 14107,
prepared by ETC Laboratories, report No. ETC 02-833-12396.1, dated 11/04/03, signed
and sealed by J. L. Doldan, PE.

C. CALCULATIONS

1. Calculations for anchor spacing prepared by EngCo, Inc, dated 11/06/03 for “CPC 55
mm Rolling Door, sheets 1 through 10, signed and sealed by P. De Figueiredo, PE.
2. Revise calculations for anchor spacing prepared by EngCo, Inc, dated 02/25/05 for “Co

extruded Polymeric Composite Rolling Door” sheets 1 through 10, signed and sealed by
P. De Figueiredo PE.

D. QUALITY ASSURANCE

1. Building code Compliance Office.
E. STATEMENTS
1. Code compliance and No interest letter prepared by EngCo on 01/10/04 signed and
sealed by P. De Figueiredo, PE.
2. No interest letter issued by Innovative Protective Products LLC, on 02/02/04, signed by
R. Sladon.
F. MATERIAL CERTIFICATIONS
1. Aluminum Extrusion drawing prepared by Indalex, drawing # GAH-47502, dated
06/23/03.
é 04/2/ oS
_— Cangido ¥. Font, PE

Senior Product Control Examiner
NOA No 04-0210.02

Expiration Date: April 21, 2010
Approval Date: April 21, 2005
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SHEET 1 of 4 - INDEX, GENERAL NOTES, PRODUCT COMPONENTS ~
SHEET 2 of 4 - ELEVATIONS, WIND PRESSURES, ANCHOR SCHEDULES
SHEET 3 of 4 - TYPICAL VERTICAL AND HORIZONTAL SECTIONS -
SHEET 4 of 4 - HOOD ASSEMBLY -

GENERAL NOTES: -

1- DEFINITION: THIS PRODUCT IS A ROLLING TYPE DOOR; DESIGNED,”
CONSTRUCTED AND ERECTED TO EASILY ENCLOSE AN AREA, PROVIDING -
PROTECTION FROM HURRICANE FORCE WINDS WITHIN THE ALLOWABLE -
DESIGNED PRESSURES AND LIMITATIONS STATED IN THIS APPROVAL.’

2- CODE: FLORIDA BUILDING CODE 2001, THIS PRODUCT HAS BEEN TESTED °
UNDER TAS 201C(LARGE AND SMALL MISSILE IMPACT>, 202 AND 203, THE -
DESIGN APPLIES TO WIND-BORNE DEBRIS REGIONS CINCLUDING BROWARD -
AND DADE COUNTIES) IN ACCORDANCE WITH FLORIDA BUILDING CODE 2001.°

3- LABELING' A PERMANENT LEGIBLE LABEL SHALL BE PLACED AT A -
READILY VISIBLE LOCATION STATING THE FOLLOWING -

*CPC 55Smm ROLLING DOOR -

LARGE MISSILE IMPACT RESISTANT
INNOVATIVE PROTECTIVE PRODUCTS, LLC -
JENSEN BEACH, FLORIDA -

DADE COUNTY PRODUCT CONTROL APPROVED’ ~

4- LOADS: THE DESIGNED LOAD MUST BE CALCULATED, AS PER ASCE 7-98 °
(SECTION 1606, FLORIDA BUILDING CODE> BY A PROFESSIONAL ARCHITECT -
OR ENGINEER FOR EACH SPECIFIC PROJECT. THE CALCULATED DESIGNED -
PRESSURE MUST NOT EXCEED THE ALLOWABLE PRESSURES FOR EACH DOOR -
COMPONENT TO BE USED. -

5- MATERIAL: ALL EXTRUDED ALUMINUM SHAPES SHALL BE MADE OF -
6005-TS OR AS NOTED. -

6- FASTENERS: ASSEMBLY SCREWS AND ANCHORS SHALL BE AS SPECIFIED -
IN THE CURRENT SET OF DRAWINGS, INSTALLATION AND LOADS AS PER -
THIS APPROVAL. -

7- USEr IT SHALL BE THE RESPONSIBILITY OF THE CONTRACTOR, -
ARCHITECT OR ENGINEER OF RECORD TO VERIFY THE FOLLOWING: -

7. 1~ THE STABILITY OF THE STRUCTURE WHERE THE PRODUCT IS TO BE -
ATTACHED INSURING PROPER ANCHORAGE. -

7. 2- THE SITE SPECIFIC PROJECT CRITERIA, SUCH AS BUT NOT -
LIMITED TO, WIND LOADS, LOCAL CODE REQUIREMENTS, DESIGNED -
PRESSURES ETC. -

7. 3- THAT THIS APPROVAL IS ADEQUATE TO THE SPECIFIC PROJECT. -

8- 33 1/3% INCREASE IN ALLOWABLE LOADS HAVE NOT BEEN USED -
IN THE DESIGN OF THE ANCHORS FOR THIS PRODUCT APPROVAL, -
HOWEVER, WOOD ANCHORS WITH 1. 33 INCREASE FOR WIND LOAD
DURATION HAVE BEEN USED. -

9- THE ROLL-UP MECHANISM ON SHEET 4 OF 4 SHALL BE~
CERTIFIED BY AN IDEPENDENT TESTING AGENCY. -

A- CPC 55mm SLAT
COEXTRUDED POLYMERIC

COMPOSITE MANUFACTURED BY ~
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Manufacturer:

Innovative
Protective
Products,
LLC

742 NE JENSEN BEACH BLVD.
JENSEN BEACH, FLORIDA 34957
Tel.: (772) 334-0858
Fax.: (772) 225-7542

Product:

CPC 55 mm
Rolling Door

Enginaerlng: -
fngCo Inr.

CA B116

6971 W. Sunrise Bivd, 104
Plantation, Fl. 33313
Tel.: (954) 585-0304
Fax.: (954) 585-0305

MAR 17 2005

Engineer Seal
Pedro De Figueiredo
PE 52609

0.123

| T

0.680

- )‘0’.‘150'
. 3,000
C~- GUIDE RAIL W/ FELT

EXTRUDED ALUMINUM -
6005-TS

ALLOWABLE WIND PRESSURES

BUILDING ENVELOPE,

~
1- DESIGNED PRESSURES MUST NOT EXCEED B7 PSF. ~
2~ DOOR SIZE ¢TT> MUST NOT EXCEED 146 1/4* - 3
3- IF PRODUCT ARE TO BE USED AS AN ABATEMENT SYSTEM TO PROTECT THE

IT MUST BE PLACED AWAY FROM THE OBJECT TO BE

PROTECTED NOT LESS THAN THE MINIMUM SEPARATION HERE IN SPECIFIED

TT mox. | POSITIVE | NEGATIVE Separoation (3>
146 1/4" | + 87. 0 - 87.0 11 1/27
NOTES:

s

- 1.070 =

Date: 9/15/04
Scale: NA
Design by: PPMF

Dade County NOA:

Drawing Number

03—-176R3

Sheet
1 of 4
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TYPICAL SINGLE UNIT ELEVATION -

CCOI"DDﬂ %

o TABLE 1 - Vx & Vy Reactlons -
0
— TT=146 1/4* 7 TT=_98 1/4' i
‘T / Pd Vx Vy SLAT Vx - Vy SLAT
,_E e (psf) [Clb/Ft) | Ctlb/Fft) | DEF. Clb/Ft) | Clb/FD) DEF.
HT O 50. 0 1657 - 309 - 16,92 -] 1201 - 209 . 4, 37 -
Ly i AA Y- 70,0 | 2071 . 433, | 7.75 -1 1461 - 293 - 5. 03 -
™2 T or or 87. 0 2392 , 538, | 8. .34, 1643 - 369 . 5.55.
"%y BB BB
g & A= A ANCHORS n -
X \ J  TRACK REACTIONS
VAT
/
Vx
V 'l
CC or DD ( , VY s X
MAXIMUM 146%" TRACK TO TRACK (TT)—m NOTE! 75"
IT SHALL BE THE RESPONSIBILITY OF THE CONTRACTOR/ ENGINEER OF RECORD TO
8| o VERIFY THAT THE EXISTING STRUCTURE IS DESIGNED TO SUPPORT Vx AND Vy FORCES
AT BOTH JAMBS. ALSO THE SCREW ANCHOR HEAD SHALL BE IN FULL CONTACT W/ THE
' . t SUPPORT ANGLE.
( 158%" MAXIMUM DOOR WIDTH |
TABLE 2 — AA SECTION - WALL MOUNT ~
ANCHOR SCHEDULE -~ ANCHOR SCHEDULE:
ANCHOR DESCRIPTION MATERIAL EMBEDMENT | EDGE DISTANCE | MANUFACTURER
ANCHOR SPACING 7 A 3/B" X4" WEDGE-BOLT MIN. 300C psi CONCRETE 3’ 3 3/4° POWERS FASTENERS
TT (Nomina D | TT<= 146.25 | TT<= 98,25 ~ B 3/8" X4" WEDGE-BOLT GROUT FILLED C-90 BLOCK | 3 1787 3 374" POWERS FASTENERS
ANCHOR TYPE /| A1 B|] C AT B C. C 1747 -14X1" DRIL-FLEX MIN,_ 174" ALUMINUM X 1/2" ELCO
Self drilling screws A36 3/167 STEEL 3/8"
WINDL_S50.0 -/ 8- 53 12 77 .
Pd 7000 - | 7.1 4-1 3. }10- S- 2 % ALUMINUM SUPPORTING STRUCTURE TO BE 6061-T6 OR 6005-T5 ALLOYS
g87.0., | 6. 3] ~-. B, 5.1 3-

TABLE 3 — BB SECTION — INSET MOUNT ~

ANCHOR SCHEDULE ~

ANCHOR SPACING

TT (Nominol) | TT¢= 146,25 T1<=_98, 25
ANCHOR TYPE | A B] C | A] B C
WIND[_50.0- [ 5. -| - 7.1 31 3.
Pd | 70.0- [ 4. |- | -- | 5] -] 3"
87.0- |3-] -] -~ | 4 = -

Manufacturer:

Innovative
Protective
Products,
LLC

742 NE JENSEN BEACH BLVD.
JENSEN BEACH, FLORIDA 34957
Tel.: (772) 334-0858
Fax.: (772) 225-7542

Product:

CPC 355 mm
Rolling Door
Engineerlng: _
Eug@o Inr.
CA 8116

6971 W. Sunrise Blvd., 104
Plantation, Fi. 33313

Tel.: (954) 585-0304
Fax.: (954) 585-0305

MAR 17 2003

Engineer Seal
Pedro De Figueiredo
PE 52609

SRS

A & B ANCHORS - 3/8°X4“ MASONRY -
WEDGE-BOLT BY POWERS FASTENERS ~

C ANCHORS DRIL-FLEX 7
1/4-14X1 SELF DRILLING 7
SEL TAPPING SCREWS -~

By ELCO s

Date: 9/15/04
Scale: NA
Design by: PPMF

Dade County NOA:

Drawing Number
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Sheet
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TYPICAL VERTICAL SECTION '
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TYPICAL VERTICAL SECTION

(1> 1/4"X1 374" TAPCON
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TYPICAL ANCHORS
SEE TABLE 2 - SHEET 2 DOF 4
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Manufacturer:

Innovative
Protective
Products,
LLC

742 NE JENSEN BEACH BLVD.
JENSEN BEACH, FLORIDA 34957
Tel.: (772) 334-—0858
Fax.: (772) 225-7542

Product:

CPC 55 mm
Rolling Door

Englneerlng: .
tngCo Inr.

CA 8116

6971 W. Sunrise Bivd, 104
Plantation, Fl. 33313

Tel.: (954) 585-0304
Fax.: (954) 585-0305

MAR {7 2005

Enginesr Seal
Pedro De Figueiredo

PE 52609

Date: 9/15/04
Scale: NA
Design by: PPMF

Dade County NOA:
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o4/ 4
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Manufacturer:

Innovative
Protective
Products,
LLC

742 NE JENSEN BEACH BLVD.
JENSEN BEACH, FLORIDA 34957
Tel.: (772) 334-0858
Fax.: (772) 225-7542

Product:

CPC 55 mm
Rolling Door

Engineerlng: .
EngCo Inr.

CA 8116

6971 W. Sunrise Bivd, 104
Plantation, Fl. 33313
Tel.: (954) 585-0304
Fax.: (954) 585-0305

MAR 2005

Engineer Seal
Pedro Ds Figueiredo
PE 52609

Date: 9/15/04
Scale: NA
Design by: PPMF

Dade County NOA:
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Forida Bl o
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