MIAMI-DADE

COUNTY MIAMI-DADE COUNTY, FLORIDA
METRO-DADE FLAGLER BUILDING

BUILDING CODE COMPLIANCE OFFICE (BCCO) 140 WEST FLAGLER STREET, SUITE 1603

PRODUCT CONTROL DIVISION MIAMI, FLORIDA 33130-1563

(305) 375-2901  FAX (305) 375-2908

NOTICE OF ACCEPTANCE (NOA) www.buildingcodeonline.com

WinDoor, Inc.

1978 Stanhome Way

Orlando FL, 32804

Scork:

This NOA is being issued under the applicable rules and regulations governing the use of construction materials.
The documentation submitted has been reviewed by Miami-Dade County Product Control Division and accepted
by the Board of Rules and Appeals (BORA) to be used in Miami Dade County and other areas where allowed by
the Authority Having Jurisdiction (AHJ),

This NOA shall not be valid after the expiration date stated below. The Miami-Dade County Product Control
Division (In Miami Dade County) and/or the AHJ (in areas other than Miami Dade County) reserve the right to
have this product or material tested for quality assurance purposes. If this product or material fails to perform in
the accepted manner, the manufacturer will incur the expense of such testing and the AHJ may immediately
revoke, modify, or suspend the use of such product or material within their jurisdiction. BORA reserves the right
to revoke this acceptance, if it is determined by Miami-Dade County Product Control Division that this product or
material fails to meet the requirements of the applicable building code.

This product is approved as described herein, and has been designed to comply with the Florida Building Code,
including the High Velocity Hurricane Zone.

DESCRIPTION: Series 1000 Aluminum Fixed Window-LMI

APPROVAL DOCUMENT: Drawing No. WIND0074, titled “Series 1000 Fixed Window Large Missile
Elevations and General Notes”, sheets 1 through 10 of 10, dated 10/26/05 prepared by Product Technology
Corporation, signed and sealed by Eric S. Nielsen, P.E., bearing the Miami-Dade County Product Control
Approval stamp with the Notice of Acceptance number and approval date by the Miami-Dade County Product
Control Division.

MISSILE IMPACT RATING: Large and Small Missile Impact

LABELING: Each unit shall bear a permanent label with the manufacturer's name or logo, city, state and
following statement: "Miami-Dade County Product Control Approved", unless otherwise noted herein.

RENEWAL of this NOA shall be considered after a renewal application has been filed and there has been no
change in the applicable building code negatively affecting the performance of this product.

TERMINATION of this NOA will occur after the expiration date or if there has been a revision or change in the
materials, use, and/or manufacture of the product or process. Misuse of this NOA as an endorsement of any
product, for sales, advertising or any other purposes shall automatically terminate this NOA. Failure to comply
with any section of this NOA shall be cause for termination and removal of NOA.

ADVERTISEMENT: The NOA number preceded by the words Miami-Dade County, Florida, and followed by
the expiration date may be displayed in advertising literature. If any portion of the NOA is displayed, then it shall
be done in its entirety.

INSPECTION: A copy of this entire NOA shall be provided to the user by the manufacturer or its distributors
and shall be available for inspection at the job site at the request of the Building Official.

This NOA consists of this page 1 and evidence pages E-1, as well as approval document mentioned above,

The submitted documentation was reviewed by Herminio F. Gonzalez, P.E., Director, BCCO

NOA No 05-1114.08
Expiration Date: February 23, 2011
Approval Date: February 23, 2006
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WinDoor, Inc.

NOTICE OF ACCEPTANCE: EVIDENCE SUBMITTED

A, DRAWINGS
1. Manufacturers die drawings and sections.
2. Drawing No. WIND0074, titled “Series 1000 Fixed Window Large Missile
Elevations and General Notes”, sheets 1 through 10 of 10, prepared by Product
Technology Corporation, dated 10/26/03, signed and sealed by Eric S. Nielsen,
P.E.

B. TESTS
1. Test reports on 1) Air Infiltration Test, per FBC, TAS 202-94
2) Uniform Static Air Pressure Test, Loading per FBC, TAS 202-94
3) Water Resistance Test, per FBC, TAS 202-94
4) Large Missile Impact Test per FBC, TAS 201-94
5) Cyclic Wind Pressure Loading per FBC, TAS 203-94
along with installation diagram of aluminum fixed window, prepared by National
Certified Testing Laboratories, Test Report No. NCTL-210-2971-1, dated
12/08/03-01/22/04, signed and sealed by Gerald J. Ferrara, P.E.

C. CALCULATIONS
1. Anchor Calculation and Structural analysis, prepared by Product Technology
Corporation, dated 10/25/05, signed and sealed by Eric S. Nielsen, P.E.
Complies with ASTM E1300-02

D. QUALITY ASSURANCE _
1 Miami Dade Building Code Compliance Office (BCCO).

E. MATERIAL CERTIFICATIONS
1. Notice of Acceptance No. 03-0415.13 issued to Solutia Inc. for “Vanceva
Composites” dated 12/11/03, expiring on 12/11/08.
2, Notice of Acceptance No. 03-0421.04 issued to Solutia Inc. for “Clear or Colored
Interlayer” dated 01/08/04, expiring on 05/21/06.
3. Notice of Acceptance No. 01-1204.01 issued to E.I. DuPoint DeNemours for
“Sentry Glass ® Plus” dated 01/17/02, expiring on 01/14/07.

F. STATEMENTS
1. Statement letter of conformance and no financial interest, dated 11/08/05 signed
and sealed by Eric S. Nielsen, P.E.

G. OTHER
1. Letter from the consultant, dated January 19, 2006 stating that the product is in

compliance with the Florida Building Code (FBC) ﬂ/L W

Herminio F. Gonzalez, P.E.

Director, Building Code Compliance Office
NOA No 05-1114.08

Expiration Date: February 23, 2011
Approval Date: February 23, 2006



Eric S. Nielsen

Florida P. E. No. 41323

Product Technology Corporation
1180 Louisicnc Ave., Suite 6

REVISION DATE

Winter Park, Floride 32789
FBPE Certificate of Authorization NO. 8681
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| | INSTALLATION NOTES: - , Il ?ﬁi_ TYP
T + 1) SHIM AS REQUIRED AT EACH SET OF INSTALLATION ANCHORS USING 6" MAX. WP, 77T —T1—T1T—71 - T
LOAD BEARING SHIMS, FROM FRONT EDGE TO BACK EDGE TO FULLY 1 ‘) f

T -+ SUPPORT FRAME. MAXIMUM ALLOWABLE SHIM STACK TO BE 1/4".

USE SHIMS WHERE A SPACE GREATER THAN 1/16” IS PRESENT. 6" MAX. TYP. —
| 2) USE BACKER ROD AND SEALANT BETWEEN SHIM LOCATIONS.

" T » + ——-L" 3) ONE (1) ANCHOR IS REQUIRED AT EACH ANCHOR LOCATION SHOWN. )

6" MAX. TYP. ——| 8 MAX. TYP.  4) ALL WINDOWS SMALLER THAN SHOWN WILL HAVE ANCHORS LOCATED 6" 8" MAX. 0.C. TYP.

f ) | T MAXIMUM FROM CORNERS EACH WAY AND 8" ON CENTER MAXIMUM ON
l ’ ‘l ALL SIDES. SERIES 1000 FIXED WINDOW

~— 6" MAX. TYP.

6" %é' 6" MAX.  5) USE 1/4" DIAMETER ELCO CRETE—FLEX TYPE MASONRY SCREW ANCHORS TARGE MISSILE

"OF SUFFICIENT LENGTH TO ACHIEVE 1 1/4" MINIMUM EMBEDMENT WITH A
8" MAX. TYP. MINIMUM EDGE DISTANCE OF 2 1/2", INTO CONCRETE OR MASONRY ANCHOR _FI EVATION
0.C. TYP. SUBSTRATE WHERE ONE BY NON—STRUCTURAL WOOD BUCKING IS EMPLOYED.
6) usEEM#14 WOOD SCREWS OF SUFFICIENT LENGTH TO ACHIEVE 1 1/2" MINIMUM
BEDMENT INTO WOOD FRAMING SUBSTRATE.
SERIES 1000 FIXED WINDOW 7) USE #14 WOOD SCREWS OF SUFFICIENT LENGTH TO ACHIEVE 1 1/2" MINIMUM
LARGE MISSILE EMBEDMENT INTO WOOD BACKED STEEL STUD.
ANCHOR _ELEVATION 8) USE #10 X 1 1/4" TEK SCREW IN GLASS STOP 4" FROM CORNERS AND 8" ON
CENTER THEREAFTER.

o 1978 STANHOME WAY
WlnD Oor ORLANDO, FL 32804
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INSULATED GLASS BILL OF MATERIAL

HEAD, SILL &

NO. | PART NO. DESCRIPTION JAMB_FRAME

1 | Fs—02485 HEAD, SILL & JAMB FRAME EXTRUDED ALUM. BY KEYMARK CORP. OF FL | M- WALl Tk o

2 | Fs-02862 FLUSH FRAME PLATE EXTRUDED ALUM. BY KEYMARK CORP. OF FL. ls

3 |Fs-01882 INSERT EXTRUDED ALUM. BY KEYMARK CORP. OF FL. 1.875

4 |Fs—02861 INSULATED GLASS STOP 1 5/16" GLASS EXTRUDED ALUM. BY KEYMARK CORP. OF FL.

5 |FS—02478 INSULATED GLASS STOP 1" GLASS EXTRUDED ALUM. BY KEYMARK CORP. OF FL.

6 |FS-02479 LAMINATED GLASS STOP 9/16" GLASS EXTRUDED ALUM. BY KEYMARK CORP. OF FL.

7 |GS-VN-07A  [GLASS STOP VINYL TEAM PLASTICS, INC.

8 9/16” O.A. LAMINATED TEMPERED GLAZING TYPE "A” 3.00

9 9/16" O.A. LAMINATED HEAT STRENGTHENED GLAZING TYPE "B
10 9/16" O.A. LAMINATED HEAT STRENGTHENED GLAZING TYPE 'C
11 1" 0.A. INSULATED TEMPERED GLAZING TYPE 'D” @ FLUSH FRAME PLATE ® FRAME HEAD INSERT
12 1 1/4" O.A. INSULATED TEMPERED GLAZING TYPE 'E” THICRNESE T 075 HeRaESe S 060
13 SIKA 552 GLAZING COMPOUND
14 #14 WOOD SCREW W/ 1 1/2" MIN. EMBEDMENT
15 1/4" DIAIMETER ELCO CRETE—FLEX SS4 TYPE MASONRY SCREW W/1 1/4" MINIMUM EMBEDMENT ¥ 3.00 |

WITH 2 1/2" MINIMUM EDGE DISTANCE ' . — 0875 -

16 NOT USED | 0.375 W
17 #10 X 1 1/4” TYPE F (ASSEMBLY SCREWS) O'3|2° LE—' S +—
18 NOT USED
19 NOT USED
20 NOT USED (6) LAMINATED GLASS STOP
21 #10 X 1 1/4" SELF TAPPING TEK SCREW 9/16" GLASS

®

INSULATED GLASS STOP
1 5/16" GLASS
TYP. WALL THICKNESS 0.062

®

-—— 1.295 -—]

1.175

1.125

INSULATED GLASS STOP
1" GLASS
TYP. WALL THICKNESS 0.062

1.527

ALy

1.1

25

@
’_

0.813 ~

A—

[

GLASS VINYL STOP
TYP. WALL
THICKNESS 0.082

1.175

2.058

TYP. WALL THICKNESS 0.062

Iy

' Eric S. Nielsen
Florida P. E. No. 41323

Product Technology Corporation

1150 Louisiana Ave., Suite 6
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1/4 0075 - Yo T
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Comparative Analysis Chart - {4 41 =058 G- oy

d/ﬁ,ﬁs O‘)T{"“ i/
14 H-

Serles 1000 Aluminum Fixed Plctur‘é Window

Large Missile Impact,Unlts .

ry/f s
' a/(,r-o 075 5/@7' Yohie, 36T

1 * @ "}H'!
Yok 5=0:075 B HS) L/z R o0, T

Window size in Type A" Calculated design Type 'B" Calculated design Type "C'Le’alculated design Type 'D" Calculated design Type 'E" Calculat_ed _design
inches pressure capacity in psf pressure capacity in psf pressure capacity in psf pressure capacity in psf pressure capacity in psf
' Positve |  Negative Positve |  Negative Posive | Negative _Positive | Negative Positve |  Negative
24"x 36" + 150 - 175 + 134 - 150 + 134 - 150 + 134 - 150 + 120 - 150
24"x 42" + 150 - 175 + 134 -150 + 134 - 150 + 134 - 150 + 120 - 150
24"x 48" + 150 - 175 + 134 - 150 + 134 - 150 + 134 - 150 + 120 - 150
24"x 54" + 150 - 175 + 134 - 150 + 134 - 150 + 134 - 150 + 120 - 150
24"x  60"| +150 - 175 + 134 - 150 + 134 - 150 + 134 - 150 + 120 - 150
24"x 66" + 150 - 175 + 134 - 150 + 134 -150 - + 134 - 150 + 120 - 150
24"x 72" + 150 - 175 + 134 - 150 + 134 - 150 + 134 - 150 + 120 - 150
24"x 78" + 150 - 175 - + 134 - 150 + 134 - 150 + 134 - 150 + 120 - 150
24"x 84" + 150 - 175 + 134 - 150 + 134 - 150 + 134 - 150 + 120 - 150
24"x 90" + 150 - 175 + 134 - 150 + 134 - 150 + 134 - 150 + 120 - 150
24"x 96" +150 - 175 + 134 - 150 + 134 - 150 + 134 - 150 +120 - 150
24"x 102" + 150 - 175 + 134 - 150 + 134 - 150 + 134 - 150 - + 120 - 150
24 "x 108" + 150 - 175 + 134 - 150 + 134 - 150 + 134 - 150 + 120 - 150
24"x 114" + 150 - 175 + 134 - 150 + 134 - 150 + 134 - 150 + 120 - 150
24"x 120" + 150 - 175 + 134 - 150 + 134 - 150 + 134 - 150 + 120 - 150
30"x 36" +150 - 175 + 134 - 150 + 134 - 150 + 134 - 150 + 120 - 150
30"x 42" + 150 - 175 + 134 - 150 + 134 - 150 + 134 -150 - + 120 - 150
30"x 48" + 150 - 175 + 134 - 150 + 134 - 150 + 134 - 150 + 120 - 150
30"x 54" | +150 - 175 + 134 - 150 + 134 - 150 + 134 - 150 + 120 - 150
30"x 60" + 150 - 175 + 134 - 150 + 134 - 150 + 134 - 150 + 120 - 150
30"x 66" +150 - 175 + 134 - 150 + 134 - 150 + 134 - 150 +120 - 150
30"x 72" + 150 - 175 + 134 - 150 + 134 - 150 - + 134 - 150 + 120 - 150
30"x 78" + 150 - 175 + 134 - 150 + 134 - 150 + 134 - 150 + 120 - 150
30"x 84" + 150 - 175 + 134 - 150 + 134 - 150 + 134 - 150 + 120 - 150
30"x 90" + 150 - 175 + 134 - 150 + 134 - 150 + 134 - 150 + 120 - 150
30"x 96"| +150 - 175 + 134 - 150 + 134 - 150 + 134 - 150 + 120 - 150
30"x 102" + 150 - 175 + 134 - 150 + 134 - 150 + 134 - 150 + 120 - 150
30"x 108" + 150 - 175 + 134 - 150 + 134 - 150 + 134 - 150 + 120 - 150
30"x 114" + 150 - 175 + 134 - 150 + 134 - 150 + 134 - 150 + 120 - 150
30"x 120" + 150 - 175 + 134 - 150 + 134 - 150 + 134 - 150 + 120 - 150
) () IWmDoot tuimooin
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Comparative Analysis Chart
Series 1000 Aluminum Fixed Picture Window
Large Missile Impact Units
Window size inl  1ype "A" Calculated design Type "B" Calculated design Type "C" Calculated design Type "D" Calculated design Type "E" Calculated design
inches pressure capacity in psf pressure capacity in psf pressure capacity in psf pressure capacity in psf pressure capacity in psf
Positve |  Negative Positve |  Negative Positve | - Negative Posive |  Negative Posiive =~ |  Negative i
36"x 36"| +150 =175 + 134 - 150 + 134 - 150 + 134 - 150 + 120 - 150
36"x 42" + 150 - 175 + 134 - 150 + 134 - 150 + 134 - 150 + 120 - 150
36"x 48" + 150 - 175 + 134 - 150 + 134 - 150 + 134 - 150 + 120 - 180
36"x 54" + 150 - 175 + 134 - -150 + 134 - 150 + 134 - 150 + 120 - 150
36"x 60" + 150 - 175 + 134 - 150 + 134 - 150 + 134 - 150 + 120 - 180
3B"x 66" + 150 - 175 -+ 134 - 150 + 134 - 150 + 134 - 150 + 120 - 150
B"x 72" + 150 - 175 + 134 - 150 + 134 - 150 + 134 - 150 + 120 - 150
3B"x 78" + 150 : - 175 + 134 - 148 + 134 - 148 + 134 - 150 + 120 - 148
36"x 84" + 150 - 175 + 134 - 145 + 134 - 145 + 134 - 150 + 120 - 145
3B"x 90" + 150 - 175 + 134 - 142 + 134 - 142 C +134 - 150 + 120 - 142
3B"x 96" + 150 - 175 + 134 ‘ - 140 + 134 - 140 + 134 - 150 + 120 - 140
36B"x 102"| . +150 - 175 + 134 - 138 +134 - 138 + 134 - 150 + 120 - 138
36"x 108" + 150 - 175 + 134 - 136 + 134 - 136 + 134 - 150 + 120 - 136
36"x 114"| +150 - 175 + 134 - 135 + 134 - 135 | +134 - - 150 + 120 - 135
36"x 120" + 150 - 175 + 134 - 134 +134 - 134 + 134 - 150 -+ 120 - 134
42"x 36" + 150 - 175 + 134 - 150 + 134 - 150 + 134 - 150 + 120 - 150
2"x 42" +150 - 175 + 134 - 150 | +134 - 150 + 134 - =150 +120 - 150
42 "x 48" + 150 - 175 + 134 - 150 + 134 - 150 + 134 - 150 + 120 - 150
42"x 54" + 150 - 175 + 134 - 150 + 134 - 150 + 134 - 150 + 120 - 150
42"x 60" + 150 - 175 + 134 - 150 + 134 - 150 + 134 - 150 + 120 - 150
42"x 66" + 150 - 175 + 134 - 143 + 134 - 143 + 134 - 150 + 120 - 143
42"x 72" + 150 - 175 + 134 - 138 + 134 - 138 + 134 - 150 + 120 - 138
42"x 78" + 150 - 175 +133 - 133 ~ +133 - 133 + 134 - 150 +120 - 133
42"x 84" + 150 - 175 +130 - 130 + 130 - 130 + 134 - 150 + 120 - 130
42"x 90" | +150 - 175 + 127 - 127 + 127 - 127 + 134 - 150 +120 - 127
42"x 96" + 150 - 175 + 125 - 125 + 125 - 125 + 134 - 150 + 120 - 125
42"x 102"| +150 - 175 + 123 - 123 + 123 - 123 + 134 - 150 + 120 - 123
42"x 108" + 150 - 175 + 121 - 121 + 121 - 121 + 134 - 150 + 120 - 121
42 "x 114 " + 150 - 175 + 119 - 119 + 119 - 119 + 134 - 150 + 119 - 119
42"x 120" + 150 - 175 + 118 - 118 +118 - 118 | + 134 - 148 + 118 - 118
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Comparative Analysis Chart
Series 1000 Aluminum Fixed Picture Window
Large Missile Impact Units

Window size in Type "A" Calculated design Type "B" Calculated design Type "C" Calculated design Type "D" Calculated design Type "E" Calculated design

inches pressure capacity in psf pressure capacity in psf pressure capacity in psf pressure capacity in psf pressure capacity in psf

Positive Negative Positive Negative Positve | Negative Positive Negative Positive |  Negative
48"x 36" + 150 - 175 + 134 - 150 + 134 - 150 + 134 - 150 + 120 - 150
48"x 42" + 150 - 175 + 134 - 150 + 134 - 150 + 134 - 150 +120 - 150
48 "x 48" + 150 - 175 + 134 - 150 + 134 - 150 + 134 - 150 + 120 - 150
48 "x 54" + 150 - 175 + 134 - 150 + 134 - 150 + 134 - 150 + 120 - 150
48"x 60" + 150 - 175 + 134 - 142 + 134 - 142 + 134 - 150 + 120 - 142
48"x 66"| +150 - 175 + 134 - 134 4134 - 134 + 134 - 150 + 120 - 134
48"x 72" + 150 - 175 + 128 - 128 + 128 - 128 + 134 - 150 + 120 - 128
48"x 78" + 150 - 175 + 123 - 123 + 123 - 123 + 134 - 150 + 120 - 123
48"x  84"| +150 - 175 + 119 - 119 + 119 - 119 + 134 _~ 150 + 119 - 119
48"x 90" + 150 - 175 + 116 - 116 + 116 - 116 + 134 - 146 + 116 - 116
48"x 96" + 150 - 175 + 114 - 114 + 114 - 114 + 134 - 142 + 114 - 114
48 "x 102" + 150 - 175 + 111 - 111 + 111 - 111 + 134 - 140 + 111 - 111
48 "x 108" + 150 - 175 + 110 - 110 + 110 - 110 + 134 - 137 + 110 - 110
48 "x 114" + 150 - 175 +108 - 108  +108 - 108 + 134 - 135 + 108 - 108
48 "x 120" + 150 - 175 - + 107 - 107 + 107 - 107 + 134 - 134 + 107 - 107
54"x 36" +150 - 175 + 100 - 150 + 100 - 150 + 126 - 150 + 100 - 150
54"x 42"[ +150 - 175 + 100 - 143 + 100 - 143 +126 - 150 + 100 - 143
54"x 48"| +150 - 175 + 100 - 137 + 100 - 137 + 126 - 150 + 100 - 137
54"x 54" + 150 - 175 + 100 - 136 + 100 - 136 + 126 - 150 + 100 -136
54"x 60"| + 150 - 175 + 100 - 123 + 100 - 123 + 126 - 150 + 100 - 123
54"x 66" + 150 - 175 + 100 - 115 + 100 - 115 + 126 - 150 + 100 - 115
B4"x 72" + 150 - 175 + 100 - 108 + 100 - 108 + 126 - 150 + 100 - 108
54"x 78" + 150 -175 + 100 - 104 + 100 - 104 + 126 - 147 + 100 - 104
54"x 84"| +150 - 175 + 100 - 100 +100 - 100 + 126 - 141 + 100 - 100
B4"x 90" + 150 - 175 + 97 - 97 + 97 - 97 + 126 - 137 + 97 - 97
54"x 96" + 150 - 175 + 94 - 94 + 94 - 94 + 126 - 133 + 94 - 94
60"x 36" + 150 - 175 + 100 - 145 + 100 - 145 + 126 - 150 + 100 - 145
60"x 42" + 150 - 175 + 100 - 134 + 100 - 134 + 126 - 150 + 100 - 134
60"x 48"| + 150 - 175 + 100 - 127 + 100 - 127 + 126 - 150 + 100 - 127
60"x 54" + 150 - 175 + 100 - 123 + 100 - 123 + 126 - 150 + 100 - 123 [
60"x 60" + 150 - 175 + 100 - 122 +100 - 122 + 126 - 150 + 100 - 122
60"x 66" + 150 - 175 + 100 - 112 + 100 - 112 + 126 - 150 + 100 - 112
60"x 72" + 150 - 175 + 100 - 104 + 100 - 104 "+ 126 - 148 + 100 - 104
60"x 78" + 150 - 175 + 99 - 99 + 99 - 99 + 126 - 140 + 99 - 99
60"x 84"| +150 - 175 + 95 - 95 + 95 - 95 +126 - 134 + 95 - 95
60"x 90"| +150 - 175 + 91 - 91 + 91 - 91 + 126 - 129 +91 - 91
60"x 96"| + 150" - 175 +89 7 -89 + 89 - 89 + 126 (- 126 ___*t89 - 89
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