MIAMI-DADE COUNTY, FLORIDA
METRO-DADE FLAGLER BUILDING

BUILDING CODE COMPLIANCE OFFICE BCCO) 140 WEST FLAGLER STREET, SUITE 1603

PRODUCT CONTROL DIVISION MIAMI, FLORIDA 33130-1563
(305) 375-2901  FAX (305) 375-2908

NOTICE OF ACCEPTANCE (NOA) www.buildingcodeonline.com

PGT Industries

1070 Technology Drive

Nokomis, FL 34275

Scork:

This NOA is being issued under the applicable rules and regulations governing the use of construction materials.
The documentation submitted has been reviewed by Miami-Dade County Product Control Division and accepted
by the Board of Rules and Appeals (BORA) to be used in Miami Dade County and other areas where allowed by
the Authority Having Jurisdiction (AHJ).

This NOA shall not be valid after the expiration date stated below. The Miami-Dade County Product Control
Division (In Miami Dade County) and/or the AHJ (in areas other than Miami Dade County) reserve the right to
have this product or material tested for quality assurance purposes. If this product or material fails to perform in
the accepted manner, the manufacturer will incur the expense of such testing and the AHJ may immediately
revoke, modify, or suspend the use of such product or material within their jurisdiction. BORA reserves the right
to revoke this acceptance, if it is determined by Miami-Dade County Product Control Division that this product or
material fails to meet the requirements of the applicable building code.

This product is approved as described herein, and has been designed to comply with the Florida Building Code,
including the High Velocity Hurricane Zone.

DESCRIPTION: Series “SH-800” Aluminum Single Hung Window S.M.L.

APPROVAL DOCUMENT: Drawing No.4061, titled “Series SH-800 Aluminum Single Hung Window -
S.M.L”, sheets 1 through 10 of 10, dated 10/04/01, with last revision on 7/24/06, prepared by manufacturer,
signed and sealed by Robert L. Clark, P.E., bearing the Miami-Dade County Product Control Revision stamp with
the Notice of Acceptance number and expiration date by the Miami-Dade County Product Control Division.

MISSILE IMPACT RATING: Small Missile Impact

LABELING: Each unit shall bear a permanent label with the manufacturer's name or logo, city, state and
following statement: "Miami-Dade County Product Control Approved", unless otherwise noted herein.

RENEWAL of this NOA shall be considered after a renewal application has been filed and there has been no
change in the applicable building code negatively affecting the performance of this product.

TERMINATION of this NOA will occur after the expiration date or if there has been a revision or change in the
‘materials, use, and/or manufacture of the product or process. Misuse of this NOA as an endorsement of any
product, for sales, advertising or any other purposes shall automatically terminate this NOA. Failure to comply
with any section of this NOA shall be cause for termination and removal of NOA.

ADVERTISEMENT: The NOA number preceded by the words Miami-Dade County, Florida, and followed by
the expiration date may be displayed in advertising literature. If any portion of the NOA is displayed, then it shall
be done in its entirety.

INSPECTION: A copy of this entire NOA shall be provided to the user by the manufacturer or its distributors
and shall be available for inspection at the job site at the request of the Building Official. ;

This NOA revises NOA # 05-0812.02 and consists of this page 1 and evidence pages E-1 and E-2, as well as
approval document mentioned above.

The submitted documentation was reviewed by Jaime D. Gascon, P.E.

NOA No 06-0913.04

W Expiration Date: July 03, 2007
' w\ Z’l{o b Approval Date: November 16, 2006
Page 1




PGT Industries
NOTICE OF ACCEPTANCE: EVIDENCE SUBMITTED

A. DRAWINGS
1. Manufacturer's die drawings and sections.
2. Drawing No.4061, titled “Series SH-800 Aluminum Single Hung Window - S.M.1.”,
sheets 1 through 10 of 10, dated 10/04/01, with last revision on 7/24/06, prepared by
manufacturer, signed and sealed by Robert L. Clark, P.E.

B. TESTS
1. Test reports on 1) Air Infiltration Test, per FBC, TAS 202-94
2) Uniform Static Air Pressure Test, Loading per FBC TAS 202-94
3) Water Resistance Test, per FBC, TAS 202-94
4) Small Missile Impact Test per FBC, TAS 201-94
5) Cyclic Wind Pressure Loading per FBC, TAS 203-94
6) Forced Entry Test, per FBC 3603.2 (b) and TAS 202-94
Along with marked-up drawings and installation diagram of Series SH-800 Aluminum
Single Hung Proview Window, prepared by Fenestration Testing Laboratory, Test
Report No. FTL-4006, dated 01/16/04, si gned and sealed by Eduardo Largaespada,
P.E. “Submitted under NOA# 05-0812.02”
2. Test reports on 1) Air Infiltration Test, per FBC, TAS 202-94
2) Uniform Static Air Pressure Test, Loading per FBC TAS 202-94
3) Water Resistance Test, per FBC, TAS 202-94
4) Small Missile Impact Test per FBC, TAS 201-94
5) Cyclic Wind Pressure Loading per FBC, TAS 203-94
6) Forced Entry Test, per FBC 3603.2 (b) and TAS 202-94
Along with marked-up drawings and installation diagram of a series SH-800
aluminum single hung window, prepared by Fenestration Testing Laboratory, Inc.,
Test Report No. FTL-3179, dated September 24, 2001, signed and sealed by Luis A. -
Figueredo, P.E. “Submitted under NOA# 05-0812.02”
3. Test reports on 1) Air Infiltration Test, per FBC, TAS 202-94
2) Uniform Static Air Pressure Test, Loading per FBC, TAS 202-94
3) Water Resistance Test, per FBC, TAS 202-94
4) Small Missile Impact Test per FBC, TAS 201-94
5) Cyclic Wind Pressure Loading per FBC, TAS 203-94
6) Forced Entry Test, per FBC 2411 3.2.1 (b) and TAS 202-94
Along with marked-up drawings and installation diagram of a series SH-800
aluminum single hung window, prepared by Fenestration Testing Laboratory, Inc.,
Test Report No. FTL-4380, dated 11/04/04, si gned and sealed by Edmundo
Largaespada, P.E.
“Submitted under NOA# “05-0812.02”

—

/ Jaime D. Gascon, P.E.
Product Control Division
NOA No 06-0913.04
Expiration Date: July 03, 2007
Approval Date: November 16, 2006
E-1



PGT Industries

NOTICE OF ACCEPTANCE: EVIDENCE SUBMITTED

C. CALCULATIONS
L Anchor Calculations and structural analysis, complying with FBC-2004, prepared by
PGT Industries, Inc. Dated 09/05/06 signed and sealed by Robert L. Clark, P.E.
Complies with ASTM E1300-98/02

D. QUALITY ASSURANCE
1. Miami Dade Building Code Compliance Office (BCCO).

E. MATERIAL CERTIFICATIONS
1. Notice of Acceptance No. 05-1208.02 issued to E.I. Dupont DeNemours for “Dupont
Butacite® PVB” dated 01/05/06, expiring on 12/11/10.
2. Notice of Acceptance No. 06-0216.06 issued to Solutia Inc. for their “Saflex
/Keepsafe Maximum” dated 05/04/06, expiring on 05/21/11.

F. STATEMENTS

1. Statement letter of conformance, dated 08/ 10/05, signed and sealed by Robert L.
Clark, P.E.

2. Statement letter of no financial interest, dated 08/ 10/05, signed and sealed by Robert
L. Clark, P.E.

3. Laboratory compliance letter for Test Report no. FTL- 4006, issued by Fenestration
Test Laboratory, Inc., dated March 22, 2004, si gned and sealed by Edmundo
Largaespada, P.E.

“Submitted under NOA# 05-0812.02”

G. OTHER
1. Notice of Acceptance No. 05-0812.02, issued to PGT Industries for their Series “SH-
800 Aluminum Single Hung Window, approved on 04/28/05 and expiring on
07/03/07.
2. Letter from the consultant, dated 10/12/06, stating that the product is in compliance
with the Florida Building Code (FBC).

-~

(/  JaimeD. Gascon, P.E.
Product Control Division
NOA No 06-0913.04
Expiration Date: July 03, 2007
Approval Date: November 16, 2006
E-2



GENERAL NOTES: SMALL MISSILE IMPACT SINGLE HUNG WINDOW

1. GLAZING OPTIONS:

A. 7116" LAMINATED GLASS CONSISTING OF (2) LITES OF 3/16" HEAT STRENTHENED GLASS WITH AN .090 PVB INTERLAYER OF DUPONT BUTACITE OR SAFLEX/KEEPSAFE MAXIMUM.

B. 3/8" LAMINATED GLASS CONSISTING OF (1) LITE OF 1/8" ANNEALED GLASS CUTSIDE, AN .090 PVB INTERLAYER OF DUPONT BUTACITE OR SAFLEX/KEEPSAFE MAXIMUM AND (1) LITE OF 3/16" TEMPERED
GLASS INSIDE.

2. CONFIGURATIONS: "OX" (1/1, VIEW AND RADIUS TOP)
3. DESIGN PRESSURES: (SEE TABLE 1)

A. NEGATIVE DESIGN LOADS BASED ON TESTED PRESSURE AND GLASS TABLES ASTM E 1300-98.

B. POSITIVE DESIGN LOADS BASED ON WATER TEST PRESSURE AND GLASS TABLES ASTM E 1300-98. /A NOA DRAWING MAP
SHEET
4. ANCHORAGE: THE 33 1/3% STRESS INCREASE HAS NOT BEEN USED IN THE DESIGN OF THIS PRODUCT. SEE SHEETS 6 THROUGH 10 FOR ANCHORAGE DETAILS. GENERAL NOTES. ... )
TAILS....oce.
5. SHUTTER REQUIREMENT: MIAMI-DADE COUNTY APPROVED SHUTTERS ARE REQD. AT INSTALLATIONS BELOW 30 FT. (NONE REQD. AT INSTALLATIONS ABOVE 30 FT. GRADE). | SLAZINSDEIALS o1
ELEVATIONS.....cocrrrnc 2
6. FRAME AND PANEL CORNERS SEALED WITH NARROW JOINT SEALANT OR GASKET. ELEVATIONS. oo 2
. SECTIONS....ccon.e
7. REFERENCES: TEST REPORTS FTL-3179, FTL-4006 AND FTL-4380. PARTS LIST y
A ELCO TEXTRON NOA: 04-0721.01, 03-0225.05 EXTRUSIONS..........orron 5
ANSI/AF&PA NDS-2001 FOR WOOD CONSTRUCTION ’ CORNER DETAL........... 4
ADNF2000 ALEMINGM DESIGN MATDAL ‘ ANCHORAGE ..o 6-10

8. THIS PRODUCT HAS BEEN DESIGNED & TESTED TO COMPLY WITH THE REQUIREMENTS OF THE FLORIDA BUILDING CODE, 2004 EDITION FOR THE HIGH VELOCITY HURRICANE
/A ZONE (HVHZ).

3/8" NOM. 7/16" NOM.
.090 3/16" HEAT STRENGTHENED GLASS
.090 FVB INTERLAYER, DUPONT BUTACITE .090 PVB INTERLAYER, DUPONT BUTACITE
OR SAFLEX/KEEPSAFE MAXIMUM OR SAFLEX/KEEPSAFE MAXIMUM
\ 3/16" TEMPERED GLASS 3/16" HEAT STRENGTHENED GLASS
DESIGN PRESSURES - ) ‘ . ‘
(ALL SIZES & CONFIGURATIONS) ) 1/2" NOM. 1/2" g(I)BI:{IrE
GLASS BITE GLAS
GLASS TYPE POS NEG J
A-7/16" LAMI +90.0 -142.8 f r.I ?
p
B - 3/8" LAMI +90.0 -150.0
BASED ON 5/16" ELCO TAPCONS IN CONCRETE. q Z@ ¢ 67
OTHER ANCHOR TYPES AND SUBSTRATES ~
AVAILABLE, SOME WITH DESIGN PRESSURE -
LIMITATIONS. SEE SHTS. 6-9 FOR SPECIFICS. —<@
« TABLE 1. )
EXTERIOR INTERIOR EXTERIOR INTERIOR
B - 3/8" LAMINATED A -7/16" LAMINATED
GLAZING OPTIONS
Revsd By: | Date: Revisions: Description:
FK. 1/10/05 E |REVISE DPS/ANCHORS SHT. 7
Revsd By: | Date: Revisions: 1070 TECHNCLOGY DRIVE GENERAL NOTES’ GLAZING DETAIL & DPS
FK. 7/20/05 F  |REVISE ANCHORAGE/FBC NOKCMIS, FL 34275 Tile:
Revsd By: | Date: Revisions: . —— AL UM SINGLE HUNG WINDOV\/, IMPACT (SM) Robert L. Clark, P.E.
FK. 7/24/06 G |REDRAWN AND UPGRADE NOTES P.G. BOX 1529 — Py~ S Sheat Braving o Rev: PE #39712
Drawn By: |Date: Checked By{ Date: NOKOMIS, FL 34274 Visibly Better . . 10 4061 G Struct a|‘-
FK. | 1014001 JJ. | 810006 SHB00 NTS| 1 o ructur




53 1/8" MAX.
WIDTH (ALL)
49 5/8" MAX. FIXED
~—  bo@w) Tl o= °=
| i
SEE DLO | i X |
TABLE o D — SEE DLO L SEE DLO C ‘J
’ TABLE o] TABLE o) 5
76" MAX. / 76" MAX. 76" MAX.
HEIGHT HEIGHT HEIGHT
38 7/16" f t T
SEE DLO
TABLE X % 2” ,f‘SXH SEE DLO X Y SEE SEE DLO X / SEE
i
L ABUATMAX.
VENT DLO (ALL) DETAIL B DETAIL C
DETAILA VIEW (STANDARD SASH) RADIUS TOP (STANDARD SASH)
VERTICAL DAYLIGHT
B~ £ OPENING
I I FIXED LITE
/ | HIGH
et ] £ DETAIL SILL _
TABLE Vi SEEDLO 7 A 34 3/16,,
6] 4 76" MAX. TABLE (0] 7 76" MAX B 41 1/4
HEIGHT HEIGHT C 40 7/8"
D 52 11/16"
i ‘ : * E 52 5/16"
SEEDLOTABLE||l X f SZA%'H SEEDLOTABLE!| X SiOSH SASH
. HEIGHT { ) HEIGHT HIGH
f f DETAIL SILL
B~ A 34 3/16"
DETAIL D DETAIL E 5 e
VIEW (CUSTOM SASH) RADIUS TOP (CUSTOM SASH) c 57 1/8"
D 15 3/4"
NOTES: E 15 3/4"
1. SEE SHEET 3 FOR VERTICAL AND HORIZONTAL SECTION DETAILS. A | TABLE 2.
2. SEE SHEET 4 FOR CORNER DETAIL VIEWS.
3. SEE SHEETS 6 THROUGH 10 FOR ANCHORAGE INFORMATION.
Relv:s-tj(ﬂ.y: 031110/05 Revgons: ADJUSTMTG RAlL ANCHORS 1070 TECHNOLOGY DRIVE P T ELEVATIONS
- F.:(E.’ L r1/-10/05 . F _ CORRECT DLO DIM. (NOT SUBMITTED) NOKQMIS, FL 34275 ‘ Title:
Fk. | 72406 |G |REDRAWN, COMBINE ELEVATIONS AND ADD DLO TABLE 2 P.0. BOX 1529 S S’?L,ML{M SINEiE ftLhJ{VG WINDDg,ZVN; IMPACT (SAR/I Robeli b Siark P&
Drawn By: |Date: Checked By| Date: NOKOMIS, FL 34274 Visibly Better ) X : G
FK.| 10/4/01 JJ. | 8/10/06 SH800 NTS| 2 « 10 4061 Structural




|_<—2.784"——’

@ (SEE NOTE)

INSIDE

P = MAX. VENT DAYLIGHT OPENING £
fé : 18) BALANCE USED
LG || | ON SASHS >40 LBS /&
MAX. /. 2.710"
FIXED .
LITE
DAYLIGHT —
OPENING 11
@ @8 \\ MAX. FIXED LITE DAYLIGHT OPENING
| MAX. WIDTH |
OUTSIDE
SECTION A-A QUISbE @
i ||| / | BALANCE USED
| ON SASHS <40 LBS £\
MAX. '] [ 1 —0
HEIGHT - \@
N
™~ ‘ D |
“ 3 INSIDE
OUTSIDE ‘ 1 [T
MAX. VENT
DAYLIGHT
OPENING
% PROBUCT REVISED
SECTION C-C
RADIUS TOP
(HEAD DETAIL)
a \| (SEE NOTE) -
NOTES: // 74
ULTRALIFT ) p
ONLY /A\ 1. MINUMUM OF ONE SWEEP LATCH LOCATED ON VENT CENTERLINE OR OPTIONAL BOTTOM LOCKS “
LOCATED 6" FROM EACH SIDE OF VENT. ; ‘ Yo
SECTION B-B 2. TWO 5/8" WEEP NOTCHES REQUIRED (ONE AT EACH END OF SILL, SCREEN RETAINER LEG.) ‘ i
Re,v__sti(By: Da.‘e}: y Revisions: oc Description: / c
K. 1/10/05 E N HANGE THIS SHEET
Revsd By: | Date: Revisions: 1070 TECHNOLOGY DRIVE SEC TIONS 7 5 ﬂ
F.K. 1/10/05 F BALANCE USE NOTES. (NOT SUBMITTED) NOKOMIS, FL 34275 ‘ Title: IMPACT SM
Revsd By: | Date: Revisions: ———
F.K.y 7/24/06 G REDRAWN, REVISE LATCH NOTE P.0. BOX 1529 — SAL/MLC{{V" SINEC;aéE I_IseejeerG WINDng"AA/I; ( Rev) Robeft L. Clark, P.E.
Drawn By: |Date: Checked By| Date: NOKOMIS, FI. 34274 V'z'sz'b[y Better eros/Moael - : g No- : PE #39712
FK. | 10/4/01 J.J. | 8/10/06 SH800 Half | 3 « 10 4061 G Structura




PROBUCT REVISED

ITEMDWG # DESCRIPTION PGT# ITEMDWG # DESCRIPTION PGT#
1 {4002 |FLANGE FRAME HEAD 612225 60 |985B |GLAZING BEAD 7/16" LAMI W/GRILL KIT 6985
2 (115541 [#8 X 1" S.S. QUAD PN. SMS 781PQX 62 |988 GLAZING BEAD 3/8 LAMI 6988
4 14050A |FLANGE FRAME SILL 64050 63 |987 GLAZING BEAD 3/8 LAMI W/GRILL KIT 6987
5 |1062 |WSTP., .187 X.270 FIN SEAL 61062G 66 (1224 |VINYL BULB WEATHERSTRIP "THICK" TP-247
9 (4004 |FLANGE FRAME JAMB 612227 67 |1622 |GLASS SETTING BLOCK 3/32 X25/64 X 1 71622K
10 14025 |SASH STOP 64053 69 |1014 |SCREEN FRAME (HOR. & VER)) 61014
11 {4029 |CALDWELL SPIRAL BALANCE, 5/8" 612244 70 11630 |SCREEN CORNER KEY W/RINGS 71630
12 (4029 |[(BALANCE BOTTOM BRACKET CLIP 7BALTBKT 71 11631 |SCREEN CORNER KEY W/OUT RINGS 71631
13 1080 |BAL. COVER, RIGID VINYL, 5/8" 6BALCVR916 72 {1073 |SCREEN SPRING 7CASP
14 {1167 |#8 X.750 PH. PN. SMS S.S. 78X34PPAX 73 11624 |SCREEN SPLINE -.135 DIA. FOAM 61624K
16 14029-1 | CALDWELL ULTRA-LIFT BALANCE, .670" 74 11635 |SCREEN SPLINE - .135 DIA. HARD 61635K
17 #8 X 1 PHILLIPS FLATHEAD S. STL 78X1FPAX 75 SCREEN CLOTH 61816
18 [1080-1 |.670 ULTRA-LIFT BALANCE COVER 6BALCVR670 76 |505 |GLAZING CHANNEL (.688 X .500) 6533402
19 (4053 |[SASH STOP COVER 64053 77 11161 |#6 X1.000 PH. BUGLE TEK SCREW 706X1
20 |4029-1 |SASH BRACKET 7JULBRKT 78 FOAM GLAZING TAPE 1/16 X1/2 62BV1510
21 #8-32 X 1/2" LG. PH. FH. TYPE F S. STL 7832X12FPFX
24 (1086 |SASH TOP GUIDE, 11/16" BAL. 42505R & L
25 (4054C |[FIXED MEETING RAIL 64054C /A
26 (4066 |WSTP.,.187 X.230, FIN SEAL 64066G
27 |4063 |MEETING RAIL REINF. TUBE .75 X 1.50 64063
28 |4064 |MEET. RAIL REINF. TUBE END CAP 44064
29 |1179 (#10 X 3/4" P. PAN HEAD TEK 18/8 S.S. 710X34PPSDAX
30 (947 DIA. 3/8" HOLE PLUG 41722
32 |4006C |SASH TOP RAIL 64006 e
33 11235 |WSTP.,.170 X.270 BACK, FIN SEAL 67516G
34 11096 |SWEEP LATCH 71096 (
35 (1175 [#8 X5/8" PH FH SMS 7858SS ’ ||
36 [4051A |[SASH BOTTOM RAIL 64051 = —
37 (1226 |WSTP., BULB VINYL 6TP249
38 |2740A |EGRESS LATCH 62740AM
39 LIFT RAIL COVER CAP 74078'C"L ORR
40 {1088 |SPRING, SILL LATCH (EGRESS) 7SPRNG I ;:ff:
41 |4008  [SASH SIDE RAIL 612231 w Il weLD
42 11235 |WSTP.,.170 X.270 BACK, FIN SEAL 67516G I— XALONG
44 11085 |SASH TOP GUIDE, 9/16" 42504 I SCREW
45 (1086 |[SASH TOP GUIDE, 11/16" 42505 SEALANT OR GASKET BOSS (2
46 [1268 [SASH FACE GUIDE 42501 AT HEAD AND SILL
48 |GLASS, 7/16 LAMI- 3/16 HS, .090 PVB (DUPONT OR SAFLEX), 3/16 HS
49 |GLASS, 3/8 LAMI- 1/8 A, .090 PVB (DUPONT OR SAFLEX), 3/16 T
58 SILICONE, DOW 899, 995 OR EQUIV. VIEW D-D VIEW E-E
99 |4222A |GLAZING BEAD 7/16" LAMI 64222 (1/1 & VIEW HEAD & SILL, RADIUS TOP SILL) (RADIUS TOP HEAD ONLY)
FRAME CORNER CONSTRUCTION A
Revsd By. | Date: Revisions. Description:
Re@ﬁy: DaZé70/05 Revgons: NO CHANGE THIS SHEET 1070 TECHNOLOGY DRIVE P T PARTS LI ST & FRAME CORNER DETAIL
F.K. 7/20/05 F NO CHANGE THIS SHEET NOKOMIS, FL 34275 Title:
Revad By | Date: Revisions. | REDRAWN CORNER CONSTRUCTION, UPDATE PARTS LIST L—— ALUM. SINGLE HUNG WINDOW, IMPACT (SM)
FK. | 7/24/06 G |REMOVE WINDLOAD ADPTR, WAS ITEM 19. UPGRADE ITEM 25, P.0. BOX 1529 — ot e yow

Drawn By:
F.K

Date:

10/4/01

Checked By|]
JJ.

Date:

8/10/06

NOKOMIS, FL 34274

Scale:

NTS| 4

- SeriesiModel;
Visibly Better eriosifode

SH800 o 10

4061

G

obert L. Clark, P.E.
PE #39712
Structural




|—1.749 —=]
il _
f—2.784 — 062wl = i
1-2;[1 ] 3.446 294 L 2710 ez | 490
jJ 062 062 ) |=—1.451=] T
I

FLANGE FRAME HEAD = l_t .3 @ SASH STOP
#4002A, 6063-T6 1 #4025, 6063-T5

(1/1 & VIEW WINDOWS) i 2.784 FLAN%EOEF\;&'X[TESJAMB

FLANGE FRAME SILL (USED AS RADIUS TOP HEAD)

#4050A, 6063-T6

— 1.342
—>| .750 l<——

f=-1.513 =] .738
040 i .062—-»g;|:| 2.155 1.500 ~=—.125

L L

@ SASH STOP COVER FIXED MEETING RAIL @ REINFORCEMENT,
#4053, 6063-T5 #4054C, 6063HD-T6 A\ FIXED MEETING RAIL
#4063A, 6061-T6

<——2.326—>|_—
5

—>
T 2.638 _f
1.707 062 062 —m||=_1.349 IE: P
‘ { A

q

.062 l LO_ 1 1.096 —}=——n|

|
PROBUCT REVISED

SASH TOP RAIL SASH BOTTOM RAIL @ SASH SIDE RAIL @ 3/8" LAMI BEAD an cocpiylng with the loride
#4006C, 6063HS-T6 @ 44051A. 6063-T5 #4008, 6063-T5 #988, 6063-T5 uﬂ”c:;. A

.857 |=— .050 | |
| ‘ 2] 4{
907 C .678 67

062—=|[=— 1.096—|<—>|T 1_115_|__>|T 1_115.4<__—>'T
@ EGRESS LATCH @ GLAZING BEAD 7/16" @ GLAZING BEAD, 7/16" @ GLAZING BEAD, 3/8"
K #4222, 6063-T5 #985C, 6063-T5 #987, 6063-T5
#2740A, 6063-T5 (USED W/ GRILL KIT) (USED W/ GRILL KIT)
Revsd By: | Date: Revisions: Description:
FK. 1/10/05 E  |NO CHANGE THIS SHEET .
Revsd By: | Date: Revisions: 1070 TECHNOLOGY DRIVE P EXTRUSIONS '
FK. 1/10/05 F___|NO CHANGE THIS SHEET NOKOMIS, FL 34275 ‘ ; I Title: ’
k| reas |G |Reprawn, UPGRADE ITEM 25 ALLOY. P.0. BOX 1529 — ALUM' SINGL.E HUNG WINDO.W’ IMPACT (SM. obert .. Clark, P.E.
Drawn By: | Dale: Checked By Date: NOKOMIS, FL 34274 Visibly Better Series/Modsl: Seale: Sheet Drawing No. Rev: PE #39712
FK. | 10/4/01 JJ. | 810006 SH800 Half | 5 o 10 4061 G Structural




ANCHOR QUANTITIES FOR 1/1 WINDOWS TABLE 3] ANCHORAGE NOTES:

WINDOW HEIGHT 1. ANCHOR TYPES: 1 - 1/4" ELCO TAPCONS
SUBSTRATE: 28.603 34.603 40.603 46.603 52.603 58.603 64.603 76.000 2 - 1/4" ELCO SS4 CRETE-FLEX
ANCHOR TYPE\ 3-#12 SCREWS
08l g, gngln gl ol gl GoBlngl, glo8ln gl 2nBln gl 2n8ln g, Yngln gl
WINDOWIGLASSIN 91 - 5|Y B[N 0|« QY O|NO|< BT B[N O ¥ N O =B &N |- 5|¥ 5N 0|« E|¥ |V O|<=8E|¥ &| 2. ANCHOR LOCATIONS ARE BASED ON THE
woTH | Tye [ S| ©| O 3| ©| O 2| O 72| O] Q72| O] O = O O|7 2| O O|” 2| S| O| ~FOLLOWING TESTED DIMENSIONS AT FULL DP.
oA T T T T Y O AT AT T AT T T O T A Y O I T A HEAD - 18 1/2" MAX. FROM TOP CORNERS
19125 1 A | R : o JAMBS - 10" MAX. FROM TOP CORNERS
1211101 112:2(1 2|1 1]2 2|2 2|2 2 2 3|2 2|2 2413 3({2:2|2 2|3 3|2:2{2 2|3:3|3 3|2 2|4 4|3 3|2 2 10" MAX. FROM BOTTOM CORNERS
6" MAX. BELOW MTG. RAIL
aao00 | A [P 1 L I L R L R A L N AL L SILL - ANCHORS NOT REQUIRED
2 3|2 /2|4 4|3 3|2 2]4 4]3 3|2 2|5 5|3 3|2 2] 5 \\STALL IN MIAMI-DADE COUNTY PER THE
ADJAGENT TABLE ANCHOR QUANTITIES USING THE
DIMENSIONAL CRITERIA OF NOTE 2.
32.000 2 1 2 |2 1
4. FOR INSTALLATIONS OUTSIDE MIAMI-DADE COUNTY
3 4|2 2|6 6({4 4/2 3] TOFULL DESIGN PRESSURE, INSTALL IN EITHER

SUBSTRATE AT THE ANCHOR QUANTITIES OF THE
ADJACENT TABLE FOR ANCHOR TYPE 4 USING THE

37.000 2 1 3 2 1 DIMENSIONAL CRITERIA OF NOTE 2.
4 4|2 3|6 7|5 5[3 3| 5. SHADED WiNDOW
: - SIZE BLOCKS OF
THE ADJACENT
TABLE ARE
40.000 21 213]2)2 LIMITED TO THE
DESIGN PRESSURE
4 5]2 3|7 8553 3] SHOWN ABOVE
THE QUANTITY OF
ANCHORS.
44.000 31 214|312
4 5|2 3|7 8|5 6|3 4] TABLEKEY:
HEAD
2
48.000 31214 ]3] 2] wumanmuel-a--
L
- ]
3.4
JAMB BELOW
MTG. RAIL
53125 2
3 4
Re’\:_sz;(By: Da;e/:10/05 Revgons: Description:
K. REMOVE MFR REF
Revsd By: | Date: Revisions: 1070 TECHNOLOGY DRIVE P ANCHORAGE, 1/1 WINDOWS
FK. | 1710005 F  |ADD DETAIL DESCRIPTION (NOT SUBMITTED) NOKOMIS, FL 34275 ‘ ; Tite:
Revsd By: | Date: Revisions:
FK | 724006 G |NEW SHEET, UPGRADE AND DETAIL ANCHORAGE P.0. BOX 1529 — SAL/ML!M' SleGéE Hsejl,VG WINDDO.M{’ IMPACT (Sll/l) Robert L. Clark, P.E.
Drawn By: | Date: Checked By Date: NOKOMIS, FL 34274 Visibly Better eries/ioast cae: ’ rawing No. v PE #39712
FK | 7/24/06 JJ. | 810006 SH800 NTS| 6 o 10 4061 G Structural




ANCHOR QUANTITIES FOR STANDARD VIEW AND RADIUS TOP WINDOWS TABLE 4. ANCHORAGE NOTES:
WINDOW HEIGHT 1. ANCHOR TYPES: 1-1/4"ELCO TAPCONS
SUBSTRATE:\ 29.655 37.155 44 655 52.155 59.655 67.155 74.655 76.000 2 ~;/ " EéCO S§4 CRETE-FLEX
. 3-#12 SCREW
ANCHORTYPE.\E al ol oleal o olal ol olsal ol oleal ol oleal ol olal ol ol.al ol o 4 - 5/16" ELCO TAPCONS
0N Z|4 ZIG 9N Z|g ZIG O Z|¢ ZlZ Ol Zl4 2|2 0l 2|, 2|2 Ol~ 2|, ZIZ 0|~ 2|, 2|2 O«
WINDOWIGLASSIZ o= 8| ¥ §[= g|= 3T <] R Al s] pi ] R =l D] Iy o] R e] I o] Mg o] R cd o] Mg e] o] Rl o] B g = 8™ 8| 2. ANCHOR LOCATIONS ARE BASED ON THE
WIDTH FOLLOWIING TESTED DIMENSIONS AT FULL DP.
HEAD - 18 1/2" MAX. FROM TOP CORNERS
19.125 JAMBS - 17 1/2" MAX. FROM TOP CORNERS
' 15" MAX. FROM BOTTOM CORNERS
6" MAX. BELOW MTG. RAIL
SILL - ANCHORS NOT REQUIRED
24.000 3. INSTALL IN MIAMI-DADE COUNTY PER THE
ADJACENT TABLE ANCHOR QUANTITIES USING THE
DIMENSIONAL CRITERIA OF NOTE 2.
4. FOR INSTALLATIONS OUTSIDE MIAMI-DADE COUNTY
32.000 TO FULL DESIGN PRESSURE, INSTALL IN EITHER
SUBSTRATE AT THE ANCHOR QUANTITIES OF THE
ADJACENT TABLE FOR ANCHOR TYPE 4 USING THE
DIMENSIONAL CRITERIA OF NOTE 2.
37.000 5. SHADED WINDOW
SIZE BLOCKS OF
THE ADJACENT
TABLE ARE
LIMITED TO THE
40.000 DESIGN PRESSURE
SHOWN ABOVE
THE QUANTITY OF
ANCHORS.
44.000
TABLE KEY:
HEAD
48.000 2
: JAMB ABOVE| 3775
MTG. RAIL |
JAMB BELOW PRODBUCT REVISED
MTG. RAIL m‘#‘“"‘“""“"""
53.125 06-0913.
Re[\:_sz;(By: Da;es/:10/05 Revgons: REMOVE MER Description:
K. REF
Revsd By: | Date: Revisions: 1070 TEGHNOLOGY DRIVE ANCHORA GE, STANDARD VIEW
FK | 11005 F  |ADD DETAIL DESCRIPTION (NOT SUBMITTED) NOKOMIS, FL 34275 ‘ ; Tile:
Revsd By: | Date: Revisions: —
FK_| 7/24/06 | G |NEW SHEET, UPGRADE AND DETAIL ANCHORAGE P.0. BOX 1529 m— SAL/ML!M SIN?%E HSI;I{VG WINDDO,VK’ IMPACT (SAR”) Robert L. Glark, P.E.
Drawn By: | Date: Checked By]| Date: NOKOMIS, FL 34274 Visibly Better eries/iodet cale et rawing No. ev: PE #39712
FK. | 7/24/06 J.J. | 8/10/08 SH800 NTS| 7 o 10 4061 G Structural




ANCHOR QUANTITIES ABOVE MEETING RAIL (HEAD & JAMBS), CUSTOM WINDOW HEIGHT MINUS SASH HEIGHT TABLE 5| ANCHORAGE NOTES:
WINDOW HEIGHT MINUS SASH HEIGHT FROM TABLE 6. T AN R Ty L O N L ex
SUBSTRATE: | 17.172 22172 27.172 32.172 37.172 42172 47172 55.926 3-#12 SCREWS
ANCHOR TYPEJ 4 - 5/16" ELCO TAPCONS
[ ] Q Q ) Q [m] (] ] ] ] [m]
“z|To| o2 o| of~273| B2 3| B|E|" 5] B2~ 8| 3|8~ 8| 3B|=2|~ 8| 8| FOLLOWING TESTED DIMENSIONS AT FULL DP.
WIDTH | TYPE
HEAD - 18 1/2" MAX. FROM CORNERS
PSF| 112 JAMBS - 17 1/2" MAX. FROM TOP CORNERS
19.125 | 1T 1111 0 111 1 1 1 1 L I 1 | 3. INSTALL IN MIAMI-DADE COUNTY PER THE
ADJACENT TABLE ANCHOR QUANTITIES USING THE
312141312153 ]215|4]|2|61]4] 3] DMENSIONAL CRITERIA OF NOTE 2. USE WITH THE
TABLE ON THE NEXT PAGE TO COMPLETE THE
ANCHORAGE REQUIREMENTS FOR CUSTOM VIEW
24.000 Tttt 1111 [1]1] 1] wnpows
3125|325 4]2 4 4. FOR INSTALLATIONS OUTSIDE MIAMI-DADE COUNTY
140 TO FULL DESIGN PRESSURE, INSTALL IN EITHER
SUBSTRATE AT THE ANCHOR QUANTITIES OF THE
32.000 > 11 Ead 21 4 ) | ) ADJACENT TABLE FOR ANCHOR TYPE 4 USING THE
. = DIMENSIONAL CRITERIA OF NOTE 2.
41 215] 4] 2 5| 3 5
5. AVAILABLE SASH HEIGHTS FOR CUSTOM VIEW
WINDOWS ARE
12 5/8" MIN. TO
37.000 2 | 1 2 | 1 2 | 1 38" MAX.
41235 513 5131 6. 76" MAXIMUM
120 122 WINDOW HEIGHT.
40.000 2 2 2 | 2 2 7. SHADED WINDOW
SIZE BLOCKS OF
4 3 6 | 3 6 THE ADJACENT
TABLE ARE
LIMITED TO THE
44.000 DESIGN PRESSURE
21381312313 SHOWN ABOVE
THE QUANTITY OF
2 sp5 6| SR T ANCHORS.
107 108 |
. . TABLE KEY:
48.000 2 23328 ls|2fal2|2| —
= 5 | 512 EAD
3 36|64l 7]7]4]8]|6]5 ?
== 136 .. 100 | 145 100 | 146 90 [ 133 JAMB ABOVE| " 7]
' A b2l 20212 2 213812 203812 |2J322F4/ 3| 2p4F3] 2 3
‘101111212213 3 243|355 4|3lels]|lalzs]la 5
Revsd By: | Date: Revisions: Description:
e e EREMOVE MER REF 1670 TEGHNOLOGY DRIVE P T ANCHORAGE, CUSTOM VIEW ABOVE MTG. RAIL
F.K. 1/10/05 F ADD DETAIL DESCRIPTION (NOT SUBMITTED) NOKOMIS, FL 34275 ‘ Title:
Revsd By: | Date: Revisions:  ———
FK | 72406 |G |NEW SHEET, UPGRADE AND DETAIL ANCHORAGE P.0. BOX 1529 P ALUM' SIN?%E Hslh'!e,,.VG WINDDO.VK’ IMPACT (SM) Robert L, Clark, P.E.
Drawn By: | Date: Checked By Date: NOKOMIS, FL 34274 Visibly Better Series/Modet rawing No. Rev PE #39712
F.K. | 7/24/06 JJ. | 810006 SH800 NTS| 8 o 10 4061 G Structural




ANCHORAGE NOTES:

ANCHOR QUANTITIES BELOW MEETING RAIL (JAMBS), CUSTOM WINDOWS BASED ON SASH HEIGHT TABLE 6.
SASH HEIGHT
SUBSTRATE:~_ | 12.776 15.776 18.776 21.776 24.776 27.776 30.776 31.106

ANCHORTYPE\}gwo Qlm Qo © Olm Qla © Qflm Q| © Qlm 2| Q Qlm 2| © Qlw 2| © Qle 2l © 0
WINDOW| MAX | 8| = & |« 81 3| 8|v &I~ 8|> 5| 8[¥ 8|= 8|+ 8|~ 3[= 8|« 8|~ 8I= 8|~ 8|~ 8| 8|+ 8|~ 8|~ 3|+ &
wDTH | pse|™ S O ol = O ol = O ol = O ol = O ol = O ol = O ol = O O
150 | 2 | 1 11 2 | 1 112121 1]2 2|23 |2]|2|[3]22]13]2]2[3]2]2

130 | 2 | 1 11 2 1 1 l2 2|12 2|2]l2(2|2|3]22]13|2]2]|3]2]:2

19425 | 110 | 1 1 11 2 |1 11211 1122|2222l 2]2]23[2]|2]3]|2]:2
-90 | 1 1 1 1 1 11 2] 1 1l 2122212122 (2122]2]2]2]2].2

70 | 1 1 1 1 1 1 1 1 1122122222222 {2[2]2]2]2

50 | 1 1 1 1 1 1 1 1 112121 2]l2(212]l2|l2l2f2]2]2]21}]2]2

150} 2 2 | 112021312 1]3|2]213|2]2a4]l3|2]la]3]2]a]3s]o2

130 | 2 | 1 11212122l 1]3 |2 |2]3[2]|2!3/21214|3]2]|4]3]2

24000 |10 2 | 1 11 21 1 tl2 2] 1t}22]23j2i2]3|2|2|[3/21213]2]2
-90 | 1 1 11 2 |1 11 2 ] 1 1122 2122|2222 3|2|2]3|2]2

70 | 1 1 1 1 1 1 1 1 1]l 2212222222122 ]2]2|2]2

50 | 1 1 1 1 1 1 1 1 112121 2]12]2]2|2]2]2]l2]2]2]2]2]2

150 2 | 2 | 1 2 |1 3122432143125 [3|2]5]4]2[s5]4]o2

130 2 | 2 | 1 2 |13 2| 1] 3|2 |2]4| 3| 2|43 |2]15]3[2]s5]3]2

32000 L-10f 2 | 1 1 2 |1t 3t2jt 3]l 2213|2243 |214]3|2]4]3]2
90 | 2 | 1 1 1 122|122 |2]l3|2]2]13 /22312 |2]13/|]21}2

70 | 1 1 1 1 11 2 ] 1 1122122222223 |2]|23]2]2

-50 | 1 1 1 1 1 1 1 112122122 |22]l2l2]l2]2]2]2]2]2:2

2 [ 1 2 2Nl 3] 243|251 3]2]5]a4]2]e6]a]3]6] 4] 3

2 |1 2 | 113|221 4|3|214|3]21513[215|4|2]5]4]o?32

37.000 2 |11 2 |t 32111 3| 21243 | 2143|243 |2]a]3s]2
1 1 2 (22l 1] 3] 212132232 ]2]a4|3]2]4]3]2

1 1 1 1t l2 2| 1]2|2l2}13[2]2]3 (21 2|3]22]3]2]2

1 1 1 11 2 [ 1 1121212122 ]2]l2]22]22]2]2]2]2:2

2 1 Na|l 2 INA| 3 [ 2 |NV| 3| 251 426|436 ]a]s]se]s] s

2 |1 2 INl 3| 21 4| 3| 2]15 |31 21514126 ]| 4| 210861 4]2

40,000 2 11 1 2 | 2413|2143 | 2|4 3| 2153 |2]|s51]3]2
2 |1 1 2 |t 3l 2|l213/ 22|43 | 2143 |2]4/|3]02

1 1 1 2 1222322312213 |2]|2]3]|2]2

1 1 1 1 1121212122 |2l2]2]22l2]2]2]21:2

2 | 2 2 3| 2 NA| 4] 2] 4 216 | 4| 37| 5| 371513

2 |1 2 31 2| 4] 3|2 4 | 215 | 4] 26| 4| 3] 6| 4]3

44.000 2 |1 1 2 | 21 4] 312 3121513125 | 4| 2]5/]4]?2
2 |1 1 2 |1 3] 212 3121 413|214 (3| 214]|3]2

1 1 1 2 |11 3] 212 2 23| 2|2]3|]3]|2]13/113]°?2

1 1 1 1 11 2] 2 ]2 2 | 2122123 |2l2]3]2]2

2. 2 3| 2 JNAJ 4 | 2 4 3fNal s 37153853

1 2 | 3] 2 3 4 | 26| 4|37 | 5| 3|7 ]|5]73

1 2 3 1 2 3 312 5] 41216 | 4] 2]0861]4]°2

1 1 2 |1 3 3|l 2| 413|215 |31 2]5]3]2

1 1 2 |1 2 2 2| 3| 32143 | 214]3]2

1 1 1 1 2 2 |2 3] 2213 2]2]3]2]?2

2 2. NA L 2 4 S.p.3 pNAL S | 3 INAY 6 | 3 [ 8 | 6] 3

2 2 31 2 4 4 | 3 5 | 31 7| 5| 3]7]|5]3

1 2 3 ] 2 3 4 | 2 4 | 21 6| 4| 3| 6] 4] 3
1 1 2 | 2 3 3 | 2 3|1 2| 5| 4| 2|5 | 4] 2

1 1 2 |11 2 2 | 2 3| 24| 3| 2] 4]|3]2

1 1 2 | 1 2 2 | 2 2 |21 3| 223 ]2]2

1. ANCHOR TYPES: 1 -1/4" ELCO TAPCONS
2-1/4"ELCO $S4 CRETE-FLEX
3-#12 SCREWS
4 - 5/16" ELCO TAPCONS

2. ANCHOR LOCATIONS ARE BASED ON THE
FOLLOWIING TESTED DIMENSIONS AT FULL DP.

JAMBS - 6" MAX. BELOW MTG. RAIL
15" MAX. FROM BOTTOM CORNERS
SILL - ANCHORS NOT REQUIRED

3. INSTALL IN MIAMI-DADE COUNTY PER THE
ADJACENT TABLE ANCHOR QUANTITIES USING
THE DIMENSIONAL CRITERIA OF NOTE 2. USE
WITH THE TABLE ON THE PRECEDING PAGE TO
TO COMPLETE THE ANCHORAGE REQUIREMENTS
FOR CUSTOM VIEW WINDOWS.

4. FOR INSTALLATIONS OUTSIDE MIAMI-DADE
COUNTY TO FULL DESIGN PRESSURE, INSTALL IN
EITHER SUBSTRATE AT THE ANCHOR QUANTITIES
OF THE ADJACENT TABLE FOR ANCHOR TYPE 4
USING THE DIMENSIONAL CRITERIA OF NOTE 2.

5. SHADED SASH
SIZE BLOCKS
WITH "NA" IN THE
ADJACENT TABLE
MEANS
RESPECTIVE
ANCHOR AND
SUBSTRATE
COMBINATION
NOT AVAILABLE
FOR THIS MAX.
PSF.

TABLE KEY:

JAMB BELOW
MTG. RAIL

2

- 2 !
48.000 ha | 2 2 1.5
2 2 2 4
-70 2 1 2 3
-50 1 1 2 2
-150 | NA | NA 3 fNAJ 5 | 3 | N A
-130 f NA | 2 2 | NA NA
53.125 -110 ) NA | 2 2 5 6
-90 2 2 2 4 5
-70 2 2 2 3 4
-50 2 1 2 3 3
ek |“roos |TET OVE MF . g S A
K. REMOVE MFR REF
Revsd By: | Date: Revisions: 1070 TEGCHNOLOGY DRIVE ANCHORA GE’ CUS TOM VIEW BELO W MTG RAIL / }
FK. | 11005 F  |ADD DETAIL DESCRIPTION (NOT SUBMITTED) NOKOMIS, FL 34275 ‘ ; :Z\L UM. SINGLE HUNG WINDOW. IMPACT (S
Revsd By: | Date: Revisions:  enmm—— B y I
FK | 7/24/06 G |NEW SHEET, UPGRADE AND DETAIL ANCHORAGE P.0. BOX 1529 o S et Trawing Mo ( R) R°“§é#§§{;ép£‘
Drawn By: [Date: Checked By{ Date: NOKOMIS, FL 34274 ‘/lSley Better ) A ) G
F.K | 7/24/06 JJ. | 8/10/06 SH800 NTS| 9 « 10 4061 Structural




CONCRETE ANCHOR

J‘(SEE NOTE 1) A

2x WOOD BUCK
A(SEE NOTE 3)

A NOTES:

WOOD ANCHOR
(SEE NOTE 2) /&\

(CONCRETE)
‘4‘ bb bbég: ‘,b “" 13/8"
oy L& MIN.
OPTIONAL 1x —
WOOD BUCK ™™ (&
(SEENOTE3) [
A , ’
‘” 1/4"
MAX. —
SHIM
DETAILA DETAIL B
TYPICAL HEAD ANCHORAGE
EXTERIOR INTERIOR
(BOTH HEAD DETAILS)
1/4" MAX. | 13/8" 1/4" MAX.
SHIM SHIM

-,

MIN.

CONCRETE ANCHOR,
FH BELOW MEETING RAIL.

(SEE NOTE 1)

" (CONCRETE OR CONCRETE BLOCK)

«

1x BUCK OPTIONAL WITH SOLID CONCRETE
SUBSTRATE (SEE NOTE 3) A

|-e——

13/8" "
MIN.

J

(WOOD)

2x WOOD BUCKJ
A (SEE NOTE 3)

1.

WOOD ANCHOR,
FH BELOW MEETING
RAIL. (SEE NOTE 2) /&\

FOR CONCRETE APPLICATIONS IN MIAMI-DADE COUNTY, USE ONLY MIAMI-DADE COUNTY
APPROVED 5/16" OR 1/4" ELCO TAPCONS OR 1/4" SS4 CRETE-FLEX. MINIMUM DISTANCE
FROM ANCHOR TO CONCRETE EDGE IS 2 1/2".

. FOR WOOD APPLICATIONS IN MIAMI-DADE COUNTY, USE #12 SCREWS, 1/4" TAPCONS OR

1/4" S84 CRETE-FLEX.

. WOOD BUCKS DEPICTED IN THE SECTIONS ON THIS PAGE AS 1x ARE BUCKS WHOSE

TOTAL THICKNESS IS LESS THAN 1 1/2". 1x WOOD BUCKS ARE OPTIONAL IF UNIT CAN BE
INSTALLED DIRECTLY TO SOLID CONCRETE. WOOD BUCKS DEPICTED AS 2x ARE 1 1/2"
THICK OR GREATER. INSTALLATION TO THE SUBSTRATE OF WOOD BUCKS TO BE
ENGINEERED BY OTHERS OR AS APPROVED BY AUTHORITY HAVING JURISDICTION.

. FOR ATTACHMENT TO ALUMINUM: THE MATERIAL SHALL BE A MINIMUM STRENGTH OF

6063-T5 AND A MINIMUM OF 1/8" THICK. THE ALUMINUM STRUCTURAL MEMBER SHALL BE
OF A SIZE TO PROVIDE FULL SUPPORT TO THE WINDOW FRAME SIMILAR TO THAT
SHOWN IN THESE DETAILS FOR 2x WOOD BUCKS. THE ANCHOR SHALL BE A #12 SHEET
METAL SCREW WITH FULL ENGAGEMENT INTO THE ALUMINUM. IF THESE CRITERIA ARE
MET, THE RESPECTIVE DESIGN PRESSURES AND CONCRETE ANCHORAGE SPACING
FOR 1/4" TAPCONS MAY BE USED.

. ANCHORS ARE NOT REQUIRED AT THE SILL.

. FLAT HEAD ANCHORS, WHERE REQUIRED, MUST HAVE #12 TRIMFIT HEADS.

REVISED
PRODUCE R the

DETAIL C DETAIL D
TYPICAL JAMB ANCHORAGE
INTERIOR
(BOTH JAMB DETAILS)
EXTERIOR
Revsd By: | Date: Revisions: Description:
F.K. 1/10/05 E UPDATES AS NOTED
Revsd By: | Date: Revisions: 1070 TECHNOLOGY DRIVE ANCHORA GE DETA ILS
F.K. 1/10/05 F REVISE NOTE 1 NOKOMIS, FL 34275 ‘ Title:
Revsd By: | Date: Revisions: emt—
F.K 7/24/06 G |REDRAWN, UPGRADED ANCHORAGE AND NOTES. P.0. BOX 1529 — SAL,M({M SINgiE HS(,,J{VG W/NDng IMPACT (SIL/’) Robert L. Clark, P.E.
Drawn By: |Date: Checked By{ Date: NOKOMIS, FL 34274 \/Z'S[b[y Better ories/oaet - ’ g No. G PE #39712
F.K. | 10/4/01 JJ. | 8/10/086 SH800 Half | 10 o 10 4061 Structural




