-:Du \DE MIAMI-DADE COUNTY, FLORIDA
METRO-DADE FLAGLER BUILDING

BUILDING CODE COMPLIANCE OFFICE (BCCO) 140 WEST FLAGLER STREET, SUITE 1603

PRODUCT CONTROL DIVISION MIAMI, FLORIDA 33130-1563
(305) 375-2901 FAX (305) 375-2908

NOTICE OF ACCEPTANCE (NOA) www.miamidade.gov/buildingcode

Sto Corporation

3800 Camp Creek Parkway

Bldg. 1400 Ste. 120

Atlanta, GA 30331

SCOPE: This NOA is being issued under the applicable rules and regulations governing the use of construction
materials. The documentation submitted has been reviewed by Miami-Dade County Product Control Division and
accepted by the Board of Rules and Appeals (BORA) to be used in Miami Dade County and other areas where
allowed by the Authority Having Jurisdiction (AHJ).

This NOA shall not be valid after the expiration date stated below. The Miami-Dade County Product Control
Division (In Miami Dade County) and/or the AHJ (in areas other than Miami Dade County) reserve the right to
have this product or material tested for quality assurance purposes. If this product or material fails to perform in
the accepted manner, the manufacturer will incur the expense of such testing and the AHJ may immediately
revoke, modify, or suspend the use of such product or material within their jurisdiction. BORA reserves the right
to revoke this acceptance, if it is determined by Miami-Dade County Product Control Division that this product or
material fails to meet the requirements of the applicable building code.

This product is approved as described herein, and has been designed to comply with the Florida Building Code
including the High Velocity Hurricane Zone.

DESCRIPTION: Sto Therm System AT-E.

APPROVAL DOCUMENT: Drawing No. 1034/06, titled “Sto EIFS Large Missile Impact”, sheets 1 through 5
of 5, prepared for Sto Corporation, dated 04/17/06, with no revisions, signed and sealed by Thomas M. Kelabher,
P.E., bearing the Miami-Dade County Product Control Approval stamp with the Notice of Acceptance number and
expiration date by the Miami-Dade County Product Control Division.

MISSILE IMPACT RATING: Large and Small Missile Impact

LABELING: Each component shall bear a permanent label with the manufacturer's name or logo, city, state and
following statement: "Miami-Dade County Product Control Approved or MDCPCA", unless otherwise noted
herein.

RENEWAL of this NOA shall be considered after a renewal application has been filed and there has been no
change in the applicable building code negatively affecting the performance of this product.

TERMINATION of this NOA will occur after the expiration date or if there has been a revision or change in the
materials, use, and/or manufacture of the product or process. Misuse of this NOA as an endorsement of any
product, for sales, advertising or any other purposes shall automatically terminate this NOA. Failure to comply
with any section of this NOA shall be cause for termination and removal of NOA.

ADVERTISEMENT: The NOA number preceded by the words Miami-Dade County, Florida, and followed by
the expiration date may be displayed in advertising literature. If any portion of the NOA is displayed, then it shall
be done in its entirety.

INSPECTION: A copy of this entire NOA shall be provided to the user by the manufacturer or its distributors
and shall be available for inspection at the job site at the request of the Building Official.

This NOA consists of this page 1 and evidence page E-1 as well as approval document mentioned above.

The submitted documentation was reviewed by Carlos M. Utrera, P.E.

NOA No 07-0710.13
Expiration Date: August 23, 2012
Approval Date: August 23, 2007
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Sto Corporation

NOTICE OF ACCEPTANCE: EVIDENCE PAGE

A DRAWINGS:
L. Drawing No. 1034/06, titled *“Sto EIFS Large Missile Impact”, sheets 1 through 5 of 5, prepared
for Sto Corporation, dated 04/17/06, with no revisions, signed and sealed by Thomas M. Kelaher,

P.E.
B TESTS:
L. Large Missile Impact Test, per FBC 2004, TAS 201-94; Uniform Static Air Pressure Test, per

FBC 2004, TAS 202-94; Cyclic Wind Pressure Loading Test, per FBC 2004, TAS 203-94,
Report # 05-041 TAS, dated on 12/15/05, prepared by Construction Testing Corporation.
signed and sealed by Yamil G. Kuri, P.E.

C CALCULATIONS:
1. Wind load calculations, per FBC 2004 & AISI 2001, prepared for Sto Corporation, sheets 1
through 10 of 10, dated 04/17/06, signed and sealed by Thomas M. Kelaher, P.E.

D MATERIAL CERTIFICATIONS:
1. None

E QUALITY ASSURANCE:
1. Building Code Compliance Office.

F STATEMENTS:

1 Code compliance letter issued by Thomas M. Kelaher, P.E., Structural Consultants, dated
03/22/07, signed and sealed by, Thomas M. Kelaher, P.E.

2 NOA request letter issued by Sto Corporation, dated 07/02/07, signed and sealed by Abe Koury,
Senior Technical Services Representative.

3 Authorization letter issued by Universal Drywall and Plastering, Inc., granting Sto Corporation
full rights to the product: Sto Therm System AT-E., signed by William Englebrecht, Vice -
President.

W/ﬁ/ﬂ?

‘Caflos M. Utrera, P.E.

Product Control Examiner

NOA No 07-0710.13

Expiration Date: August 23, 2012
Approval Date: August 23, 2007




GENERAL NOTES

Scope:

This set of drawings is being issued for product approval under the
applicable rules and regulations governing the use and application

PRODUCT DESCRIPTION

System Substrates:

6", 16 GA. Studs (min.) identified as "600S162-54" per the Steel Stud
Manufacturers Association, SSMA, spaced at 16" on center. The metal

has been designed

DP rating:

Water Penetration
e ASTME 331

acceptance.

Y27/

2. Performance Rating

and tested for:

e  145.6 psf Wind Load

Large Missile Impact Rating:

e Miami-Dade County protocols PA 201, 202 and 203

*  FBC 2004 Section 1609.1.4 TAS 201, 202 and 203

*  ASTME 1996-04 Missile Level E (Essential Zone 4 per
ASTM 1886-04

Resistance:

3. Application requirements

%

of construction materials by the Miami-Dade County Product
Control, the Florida Building Code, FBC 2004, and the American
Iron and Steel Institute, AISI 2001.

The Sto EIFS Large Missile Impact cladding and coating system

This system shall be applied by a license plastering contractor
following the recommendations of Sto Corporation, the
sections of the Florida Building Code and this notice of

applicable

stud framing shall be designed by a Florida Professional Engineer
according to the Florida Building Code and the minimum standards

established here.

*  5/8" Aqua Tough USG sheathing fastened to the metal framing with one
(1) #8 x 1 1/4" wafer head screw SDS @ 6"x16" grid (minimum).

EIFS Components of the Product:

. Sto 20 oz. Armor Mat XX embedded in Sto 101 Primer/Adhesive B.

*  Minimum 3" thick Sto EPS insulation board with 1.0 pcf density secured
with Sto 101 Primer/Adhesive B.

° Sto 20 oz. Armor Mat XX embedded in Sto 101 Primer/Adhesive B.

. Sto 4.5 oz. Mesh embedded in Sto 101 Primer/Adhesive B.

¢  Sto 1.5 Finish Coat, 1/16" thick minimum.

Application details

¢ Details provided in this set of drawings are typical and show intent to
prevent water infiltration into and behind the system. Alternate detailing
and specific conditions not covered by the typical details are the
responsability of licensed design professional in consulting with Sto

Corporation.

Thomas M. Kelaher P.E.
Florida Reg. # 40159

Manufacturer:

STO Corporation

File No. 1034/06

Date: 04/17/06
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Rev.:

1108 S.E. 14th Terrace
Deerfield Beach, FL 33441

Phone: (954) 360-9628
Fax: (954) 360-0173
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Large Missile impact
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KEY NOTES

6", 16 GA. STUDS (MINIMUM) IDENTIFIED AS
"6008162-54" PER SSMA (THE STEEL STUD
MANUFACTURERS ASSOCIATION), SPACED AT
16" ON CENTER.

5/8" AQUA TOUGH USG SHEATHING FASTENED
TO THE METAL FRAMING WITH ONE (1) #8 x1 1/4"
WAFER HEADSCREW @ 6"x16" GRID (MINIMUM).

STO 20 OZ. ARMOR MATT EMBEDDED IN STO 101
PRIMER/ADHESIVE B.

MINIMUM 3" THICK STO EPS INSULATION
BOARD WITH 1.0 PCF DENSITY SECURED WITH
STO 101 PRIMER/ADHESIVE B.

STO 20 OZ, ARMOR MATT EMBEDDED IN STO 101
PRIMER/ADHESIVE B

STO 4.5 OZ. MESH EMBEDDED IN STO 101
PRIMER ADHESIVE B,

STO 1.5 FINISH COAT, 1/16" THICK (MINIMUM)

Manufacturer:

STO Corporation

Thomas M. Kelaher P.E.
Florida Reg. # 40159

File No. 1034/06

Sheet No.

Date: 04/17/06

Rev.:

1108 S.E. 14th Terrace
Deerfield Beach, FL 33441 | Product:

Phone: (954) 360-9628
Fax: (954) 360-0173

Sto EIFS
Large Missile Impact

Dwg. By: C.H.
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6175 Riverside Drive
Atlanta, GA 30331

Check By: T.K.

Scale: n.ts.
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DIAGRAM 8/~0*
KEY NOTES
1. 6", 16 GA. TOP TRACK IDENTIFIED AS "600T125-54" (MIN.) PER SSMA (STEEL STUD
MANUFACTURERS ASSOCIATION), w/(1)#10 x 3/4" HEX HEAD (SDS) SCREW AT
EACH FLANGE.
2. 6", 16 GA. STUD IDENTIFIED AS "600S162-54" (MIN.) PER SSMA (STEEL STUD
MANUFACTURERS ASSOCIATION), SPACED AT 16" ON CENTER (MIN.) ©)
3. 6", 16 GA. BOTTOM TRACK IDENTIFIED AS "600T125-54" (MIN.) PER SSMA (STEEL g
STUD MANUFACTURERS ASSOCIATION), w/(1) #10 x 3/4" HEX HEAD (SDS) SCREW \
AT EACH FLANGE. < = =
TYPICAL METAL STUD
5/8" AQUA TOUGH SGS SHEATHING FASTENED TO THE METAL FRAMING w/(1) #8 FRAMING
x1 1/4" WAFER HEAD (SDS) SCREW @ 6"x16" GRID (MINIMUM).
\A\(&\V&\?&.\ﬁ W\ Nw\\% 7
Thomas M. Kelaher P.E. Manufacturer: . File No. 1034/06 % Sheet No.
Florida Reg. # 40159 STO Corporation Date:  04/17/06
Rev.: *
1108 S.E. 14th Terrace 6175 Riverside Drive (o ]

Deerfield Beach, FL 33441

Phone: (954) 360-9628
Fax: (954) 360-0173

Product:

Large Missile Impact

Sto EIFS

Dwg. By: C.H.

Check By: T.K.

Scale: n.t.s.

Atlanta, GA 30331




METAL STUD FRAMING
@ TYPICAL OPENING

A,
0]

O

\(

w\loa

4/-0"

—0

ol 3220w

KEY NOTES

6", 16 GA. TOP TRACK IDENTIFIED AS "600T125-54"
(MIN.) PER SSMA (STEEL STUD MANUFACTURERS
ASSOCIATION), w/(1)#10 x 3/4" HEX HEAD (SDS)
SCREW AT EACH FLANGE.

6", 16 GA. "CRIPPLE" STUD IDENTIFIED AS
"6008162-54" (MIN.) PER THE SSMA (STEEL STUD
MANUFACTURERS ASSOCIATION), ATTACHED w/(4)
#10 x 3/4" HEX HEAD (SDS) SCREWS INTO THE
JAMB.

6", 16 GA. HEAD TRACK IDENTIFIED AS "600T125-54"
(MIN.) PER SSMA (STEEL STUD MANUFACTURERS
ASSOCIATION), w/(2) #10 x 3/4" HEX HEAD (SDS)
SCREW AT EACH FLANGE @ END CONNECTIONS.

JAMB COLUMN FORMED WITH 6", 16 GA. STUD
NESTED INTO A 6", 16 GA. TRACK, SECURED WITH
(1) #10 x 3/4" HEX HEAD (SDS) SCREWS @ 16" ON
CENTER @ EACH FLANGE.

6", 16 GA. SILL TRACK IDENTIFIED AS "600T125-54"
(MIN.) PER SSMA (STEEL STUD MANUFACTURERS
ASSOCIATIONY), w/(2) #10 x 3/4" HEX HEAD (SDS)

SCREW AT EACH FLANGE @ END CONNECTIONS.

6", 16 GA. "IN-FILL" STUD IDENTIFIED AS
"600S162-54" (MIN.) PER THE SSMA (STEEL STUD
MANUFACTURERS ASSOCIATION), SPACED AT 16"
ON CENTER (MINIMUM).

6", 16 GA. BOT. TRACK IDENTIFIED AS "600T125-54"
(MIN.) PER SSMA (STEEL STUD MANUFACTURERS
ASSOCIATION), w/(1) #10 x 3/4" HEX HEAD (SDS)
SCREW AT EACH FLANGE.

Thomas M. Kelaher P.E,
Florida Reg. # 40159

1108 S.E. 14th Terrace
Deerfield Beach, FL 33441

Phone: (954) 360-9628
Fax: (954) 360-0173

Manufacturer:

STO Corporation

File No.  1034/06

Sheet No.

Date: 04/17/06
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Rev.:
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Sto EIFS Detoil
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Typical opening with Fillet Perimeter Seal

METAL STUD JAMB

5/8" AQUA TOUGH
SHEATHING

, STO ARMOR MATT INTO
iy \\n STO PRIMER/ADHESVE B

3" STO EPS INSULATION

— BARRIER MEMBRANE

AR SEAL CONTINUOUS
AROUND _INTERIOR
PERIMETER OF WINDOW

FILLET SEAL W/ BACKER
ROD OR APPROPRIATE
BOND BREAKER

=1 WINDOW FRAME

v,.l_u>z_.._.>m:_zo§1
. END-DAM

77— SET PAN FLASHING IN
COMPATIBLE SEALANT

Th— DRIP EDGE OF FLASHING

~— SEALANT
STO ARMOR MATT INTO

PRIMER/ADHESIVE B
WITH BACKWRAP

STO MESH INTO STO ..
PRIMER/ADHESVE B |

PRIMER/ADHESIVE B
STO FINISH COAT

sto

, Sto EIFS Detail

Termination ot Parapet Cap

WEATHER RESISTANT CAP
FLASHING

BLOCKING TO SUPPORT
CAP FLASHING

ROOF MEMBRANE LAPPED
OVER BASE COAT

DRIP EDGE TO DIRECT
WATER AWAY FROM
SURFACE OF WALL

FACE-WRAP TERMINATION
ONTO WOOD BLOCKING

/ METAL STUD FRAMING
: /m\m, AQUA TOUGH

SHEATHING

../ 3" STO EPS INSULATION

STO MESH INTO STO
PRIMER/ADHESIVE B

STO FINISH COAT

STO ARMOR MATT INTO
PRIMER/ADHESIVE B

%\,A\\A\&b\@ﬁh W\N\N\Qﬂ

Thomas M. Kelaher P.E.
Florida Reg. # 40159

1108 S.E. 14th Terrace
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