MIAMI-DADE COUNTY, FLORIDA
METRO-DADE FLAGLER BUILDING

COMPLIANCE OFFICE (BCCO) 140 WEST FLAGLER STREET, SUITE 1603

PRODUCT CONTROL DIVISION MIAMI, FLORIDA 33130-1563
(305)375-2901  FAX (305) 372-6339

NOTICE OF ACCEPTANCE (NOA) www.miamidade.gov/buildingcode
Eastern Wholesale Fence Company, Inc.
274 Middle Island Rd.
Medford, NY 11763
Scopk:

This NOA is being issued under the applicable rules and regulations governing the use of construction
materials. The documentation submitted has been reviewed by Miami-Dade County Product Control Division
and accepted by the Board of Rules and Appeals (BORA) to be used in Miami Dade County and other areas
where allowed by the Authority Having Jurisdiction (AHJ).

This NOA shall not be valid after the expiration date stated below. The Miami-Dade County Product Control
Division (In Miami Dade County) and/or the AHJ (in areas other than Miami Dade County) reserve the right
to have this product or material tested for quality assurance purposes. If this product or material fails to
perform in the accepted manner, the manufacturer will incur the expense of such testing and the AHJ may
immediately revoke, modify, or suspend the use of such product or material within their jurisdiction. BORA
reserves the right to revoke this acceptance, if it is determined by Miami-Dade County Product Control
Division that this product or material fails to meet the requirements of the applicable building code.

This product is approved as described herein, and has been designed to comply with the Florida Building
Code, including the High Velocity Hurricane Zone.

DESCRIPTION: Illusions Vinyl Fence

APPROVAL DOCUMENT: Drawing titled “Illusions Fence”, sheets 1 through 18 of 18, dated from
10/07/09 and 10/08/09, prepared by Eastern Wholesale Fence, Inc., signed and sealed by Fred S. Cardwell,
P.E., bearing the Miami-Dade County Product Control approval stamp with the Notice of Acceptance number
and approval date by the Miami-Dade County Product Control Division.

MISSILE IMPACT RATING: None

LABELING: Each unit shall bear a permanent label with the manufacturer's name:

Eastern Wholesale Fence Co, Inc.  Eastern Wholesale Fence Co, Inc. Eastern Wholesale Fence Co, Inc.
274/275 Middle Island Rd. 38 Commercial Blvd. 4062-604 Grumman Blvd.
Medford, NY 11763 Medford, NY 11763 Calverton, NY 11933

and following statement: "Miami-Dade County Product Control Approved", unless otherwise noted herein.
RENEWAL of this NOA shall be considered after a renewal application has been filed and there has been no change in
the applicable building code negatively affecting the performance of this product. ,

TERMINATION of this NOA will occur after the expiration date or if there has been a revision or change in the
‘materials, use, and/or manufacture of the product or process. Misuse of this NOA as an endorsement of any product, for
sales, advertising or any other purposes shall automatically terminate this NOA. Failure to comply with any section of
this NOA shall be cause for termination and removal of NOA.

ADVERTISEMENT: The NOA number preceded by the words Miami-Dade County, Florida, and followed by the
expiration date may be displayed in advertising literature. If any portion of the NOA is displayed, then it shall be done
in its entirety.

INSPECTION: A copy of this entire NOA shall be provided to the user by the manufacturer or its distributors and shall
be available for inspection at the job site at the request of the Building Official.

This NOA consists of this page 1, evidence page E-1, as well as approval document mentioned above.

The submitted documentation was reviewed by Carlos M. Utrera, P.E.

NOA No. 09-0826.07

Expiration Date: December 09, 2014
Approval Date: December 09, 2009
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Eastern Wholesale Fence Company, Inc.

NOTICE OF ACCEPTANCE: EVIDENCE SUBMITTED

A. DRAWINGS
1. Drawing titled “Illusions Fence”, sheets 1 through 18 of 18, dated from 10/07/09 and
10/08/09, prepared by Eastern Wholesale Fence, Inc., signed and sealed by Fred S.
Cardwell, P.E.

B. TESTS
1. Test reports on 1) Dynamic Wind Load Testing,
2) Static Load Post Testing,
along with marked-up drawings and installation diagram of 4 ft, 61t and 8 ft high vinyl
Illusions fence systems, prepared by Architectural Testing, Inc., Test Report No.
87954.01-119-18, dated 05/06/09, with Revision 4 dated 09/16/09, signed and sealed
by Joseph A. Reed, P.E.
2. Test reports on 1) Artificial Outdoor Exposure per ASTM G 155-05a,
2) Tensile Testing per ASTM D 638-03,
3) Rate of Burning per ASTM D 635-06,
4) Smoke Density per ASTM D 2843-99,
5) Self Ignition Temperature per ASTM 1929-96,
along with marked-up drawings and installation diagram of vinyl Illusions fence
systems, prepared by Architectural Testing, Inc., Report No. 87954.03-119-18, dated
08/18/09, signed and sealed by Joseph A. Reed, P.E.

C. CALCULATIONS
1. Fence foundation calculations, dated 10/16/09, prepared, signed and sealed by Fred S.
Cardwell, P.E.

D. QUALITY ASSURANCE
1. Miami Dade Building Code Compliance Office (BCCO).

E. MATERIAL CERTIFICATIONS
1. None.

F. STATEMENTS
1. Statement letter of code conformance and no financial interest, dated 10/16/09, issued,
signed and sealed by Fred S. Cardwell, P.E.
2. Laboratory code compliance letters for Test Reports No. 87954.01-119-18 and,
87954.03-119-18, both issued by Architectural Testing, Inc., dated 05/08/09 and
08/17/09 respectively, signed and sealed by Joseph A. Reed, P.E.

; g///lz 09

Carlos M. Utrera, P.E.

Product Control Examiner

NOA No. 09-0826.07

Expiration Date: December 09, 2014
Approval Date: December 09, 2009
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Eastern Wholesale Fence, Inc. - 274 Middle Island Rd. Medford, NY 11763
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PVC Material Specifications
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MIAMI-DADE COUNTY 75MPH WIND LOAD FOR HIGH VELOCITY HURRICANE ZONE
STYLE# DESCRIPTION
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Eastern Wholesale Fence, Inc. - 274 Middle Island Rd. Medford, NY 11763
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PVC Material Specifications

Specifications Value ASTM
y N Control Tensile Strength PST 6332 D-638
, 2'X6"X92.5" USED SMH_MMM ﬂmﬂ_m mnurﬁs PSI 6690 D-638
el 2.00 -»=ites- .09 AS MIDDLE AND Percentage Change +5.6% D-638
— . Rate of Bumi 0.0 mm/min D-635
‘_ 500 ‘ BOTTOM RAILS mawrmocm.”_m.._.v._n 635 o D-2843

___3.50 6.00 Self Ignition 380C D-1929
J;DDH}J«_@DJ@N?D_;D??:D i " | _
,IHF .n. e 50—

B 2 A 2"X3.5"X92.5" USED
*mo _ e . \- . e L * ﬁ 2.00 —a-m— .12 AS TOP RAIL ‘ 7 =
J
| _II 3.50 Il_
72,00 )
m .06 0.875" U-CHANNEL
48,00 USED AS END CAPS
_ 1.00 _ R s T8G
T l+| BASE OF THE FENCE
108.00 Il_ _ll 1.00 5"X5" HEAVY sSFI\ 2 _

5 USED AS POSTS
L —

et
]
frmored
=

|
o
(=)
o
L

! _ e 05 * = ,s NOA#09-0826.07
+ + - 3 - - = = 3 = g 3 - 0.875"X6"X43" T&G . .
4 6.00 Clild > d _ _ 2 BOARD, USED AS _ _ Fence height may

be subject to local

- SOLID BASE :

% GROUND LEVEL ® " 6.00 —a{ e + 6 + f=—=> code regulations
. 32" UNDERGROUND -00 88

3 2" FROM GROUND LEVEL : 1.00

TO BOTTOM OF SECTION

3200 ~— CONCRETE FOUNDATION (42"X12") —t— .04 o

90.38 s
GALV. U-CHANNEL
95.38 il | USED AS STIFFENER
INSIDE RALLS BILL OF MATERIALS

100.38 175 |

PART DESCRIPTION

2 10.875" U-CHANNEL

2 | GALV. U-CHANNEL FOR 2X6 RAIL
15 | 51" T&G BOARD

30 |0.75" SCREW

2 |5"X5"X9' HEAVY WALL POST
2 |POST INSERT

2 | 1" SCREW
2

1

4

-
7
<
3

10.00 , DETAIL C
12.00 -
[ 1

DETAIL D
SCALE1/ 10

DETAIL B NOTCHED RAIL
I INSIDE POSTS

DETAIL A 1.5"X1.5" PYRAMID

SCALE H\x\/m’ CAP

rL_

2"X6"X93.5 RAILS
2"X3.5"X93.5" AS TOP RAIL
3" SCREW

11 27 |1.5"X1.5" PICKETS

12 27 |1.5"X1.5" PYRAMID CAPS

CieIN[o|n]ld|lw|Nn]| =

10

MIAMI-DADE COUNTY 75MPH WIND LOAD FOR HIGH VELOCITY HURRICANE ZONE

(=En= P

FRED S. CARDWELL, PiE. STYLE# | DESCRIPTION
Wohﬁﬂ.wm_.nzmx RD V3700-6 Vinyl 6' High Tongue & m

BLDG-A / UNIT £11
LARGO, FLORIDA 3
VOICE: 727-524-1
FAX: 727-524-1)8¢

Groove with Victorian Straight Top
SHEET 8 OF 18

WWW. H__:m_o:m_um:nm com | 1o

THIS DRAWING IS NOY VALID UNLESS
SIGNED IN PURPLE INK

Eastern Wholesale Fence, Inc. - 274 Middle Island Rd. Medford, NY 11763
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PVC Material Specifications

ASTM g

-00 ; C Specifications value
v n C 1 Tensile St h PST 6332 D-638
| ] XGOS USED Gtk srgnen 6% oo
@ u [5] g 2,00 -#»{|=e- .00 f@————— AS MIDDLE AND percentage Change tosh D638
_ . * ﬁ! * BOTTOM RAILS wwnman_a:q..._:u 0.0 mm/min D-635
- 9350 - | = - i T W e
_ ‘_ 3.50 5,00 _ 6.00 _ g
I ] 10 8 * -
Y
12.00 [} q B o
2"X3.5"X92.5" USED
Y N.%o .12 ™ AS TOP RAILL 150
A || 600 e >
e . . A _AI 3.50 IV_ 1.5"X1.5" USED AS
— ] fe—] H.m# * [~a— PICKETS
FRAMED TOP
72.00 m I'_AI .06 0.875" U-CHANNEL 1.50
00 USED AS END CAPS —{=—.08
5 . _ _ - FOR THE SOLID T&G
4450 ya * BASE OF THE FENCE
1.00
108.00 )
.05
1 * Il_ _lI >z * "X6"X43" T
1131 0.875"X6"X43" T8G == NOA #09-0826.07
4 6.00 B q | Ge+—— BOARD, USED AS 75
4 - L| 2 a SOLID BASE _ _ Fence height may
6.00 —==! js— / * _l’ 6.00 88 be subject to local
mmwmuﬁ_,umx_mm«mh.c /I : f=—=== code regulations
2" FROM GROUND LEVEL 9 T|'_| 1.00
TO BOTTOM OF SECTION — .Om—
wyrq o “ GALV. U-CHANNEL
CONCRETE FOUNDATION (42"X12") Q _ —A’
USED AS STIFFENER
90.38 _— INSIDE RAILS _l‘ 3.00 \'_
95.38 |
L_J 1.66 Il_ _II 1.23
100.38
DETAIL B 5"X5" HEAVY WALL BILL OF MATERIALS
10.00 SCALE1/5 | USED AS POSTS ITEM | Q1Y PART DESCRIPTION
12.00 " \ i (r ) 1 2 |0.875" U-CHANNEL
DETAIL A NOCTHED RAILS g “..""."a.g “ 2 2 | GALV. U-CHANNEL FOR 2X6 RAIL
SCALE1/8 INSIDE POSTS “ m___ an “m | By ” A 3 15 |47.75" T8G BOARD
13 N 4“_ “ DETAIL C ) 4 32 |0.75" SCREW
I “_ _“ | SCALE1/10 ¢ S 5 2 | 5"X5"X9' HEAVY WALL POST
NII__/J_”.n _—_n 7 \ J 6 2 | POST INSERT
L S =-» m “ - 5.00 —— 7 2 |2"X6"x93.5 RAILS
) i I 8 1 |2"x3.5"x93.5" AS TOP RAIL
e ° e i
r t 10 27 |1.5"X1.5" PICKETS

L

wm_ll_ﬂ_m 0-2(~67

FRED S. CARDWELL, P.E.

FLORIDA# 15607
1000 SOUTH BELCHER RD
BLDG-A / UNIT #11
LARGO, FLORIDA 33771
VOICE: 727-524-190!
FAX: 727-524-12

STYLE#

MIAMI-DADE COUNTY 75MPH WIND LOAD FOR HIGH VELOCITY HURRICANE ZONE

_ DESCRIPTION

V3701-6

TALS DRAWING IS NOT VALID UNLESS
SIGNED IN PURPLE INK

Eastern Wholesale Fence, Inc. - 274 Middle Island Rd. Medford, NY 11763

Vinyl 6' High Tongue &
Groove Solid Panel

—

www.IllusionsFence.com

I
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2.00 PVC Material Specifications A
’ meona.qos_s ._maa_m Strength PSI N_.u,m ﬁﬂ%
2"X6"X92.5" USED  Control Tersile Streng -
2.00 w-fe- .09 [ ASMIDDLEAND  percn o G5o% o
| 53.50 f— so0—=] | ¥ BOTTOM RALS s Simminn D=
+ _" 6.00 ll'_ Self Ignition 380C D-1929
— il 5
] A 3.50 (a1
8.50 DA 4.00 f 3 i i
an 333?Pﬂ.33§/3»33 A 9 m
* [T T T Y T T INTTEL LT _:_:_E_V » « | N_o 2"X3.5"X92.5" USED
+ ! 6.00 ﬁm.,.l 2 .ﬂ 12 - AS TOP RAIL
, . ) e e ) . 8
} _ll 3.50 ||_ 150
[}
. 1.5"X1.5" USED AS PICKETS
72.0
m IV_AI .06 0.875" U-CHANNEL
44.00 USED AS END CAPS 1.50 —
Vo 1.00 _ _ N FOR THE SOLID T&G
EF
108.00 * _ _ o BASE OF THE FENCE
o1 ’
.05
‘ — X - -— 25 { N
‘ 4" ./ \n 6.00 \ 0.875"X6"X43" T&G
- v - 9 | Se———— BOARD, USED AS
GROUND LEVEL 6—" \_; I J~  soupbase == NOA #09-0826.07
- _ _Alnl_l 75
f—— . .
32° UNDERGROUND 6.00 .88 Fence height may
ﬂc FROM mno%mzmm_....ﬂww be subject to local
32,00 CONCRETE FOUNDATION (42"X12") .04 === code regulations
90.38 165 _lll_l 1.00
| GALV. U-CHANNEL
‘ 95.38 USED AS STIFFENER _
-8 aE || INSIDE RAILS F===========3
100. - Tl ||_
3.00
i 1.75 _
10.00 BILL OF MATERIALS
DETAIL B ITEM | QTY PART DESCRIPTION
DETAIL C f-—— ——
12. SCA 5.00
M LE 1/5 SCALE1/8 NOTCHED RAILS 1 | 2 [0.875" U-CHANNEL
g INSIDE POSTS S"X5" HEAVY WALL [~ 2 | GALV. U-CHANNEL FOR 2X6 RAT
Cog ’ USED AS POSTS - U R L
__ (WL o | 3 15 |47.75" T&G BOARD
DETAIL A 1 "
SCALE 1/8 ,__ 1.5"XL5" PYRAMID 2 ! y 4 | 30 |0.75" SCREW
CAP ) I 5.00 5 2 |5"x5"X9' HEAVY WALL POST
“ b " 6 2 |2'X6'X93.5 RAILS
'\Tu\ W i 7 1 |2"X3.5"X93.5" AS TOP RAIL
v\ 8 = ! — 8 6 |3" SCREW
/J\ 26 —=] |a— 9 27 [1.5"x1.5" PICKETS
10 | 27 |1.5"X1.5" PYRAMID cap
—
T'H_ T!ﬁﬂ fo-T4-0Y MIAMI-DADE COUNTY 75MPH WIND LOAD FOR HIGH VELOCITY HURRICANE ZONE
FRED S. CARDWELL, P.E. STYLE# DESCRIPTION
60, - ' oL
M%Mowoﬁ:% m wm_.n:mx RO V3706-6 Vinyl 6' High Tongue &
BLDG-A / UNIT # Groove with Victorian Stepped Top
VOICE: 77 e e o SHEET 10 OF 18
FAX: 727-52 THIS DRAWING IS NOT VALID UNLESS 10-08-09
L SIGNED IN PURPLE INK Eastern Wholesale Fence, Inc. - 274 Middle Island Rd. Medford, NY 11763 WWw, H_ _Cm_o_x.m_nm—._ ce.com
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~

g PVC Material Specifications
’ Muﬂ._w.ﬂia_m Strength PSI ,M_“M ﬁﬂu
N..XG.-X@N-M: cmmu ontrol Tensil .n—ﬂ
Weathered Tensile S| th PST 6691 D-638
R 2.00 ajl=a- .00 e ASMIDDLEAND peccentage Change. - 456% Do
[ ] BOTTOMRALLS e ci o as " e
moke NSl o
_ : T ‘_ 5.00 _ _ m\ 6.00 -] Self Eaza..z 380C D-1929
- +I —  4.00 l/j _| 250 —
8.50 »_ E : ’
| méﬁnnan_ﬁz)j}n:m i ;
* 1 2"X3.5"X92.5" USED
H {1 _:::m::m::g:im___ﬂ_:__m::_::_ w + [ 2.00 —pmiem— .12 ™ AS TOP RAIL
6.00 rEge—2 ¥
+ _ll 3.50 ||_
72.00 m I'._ll .06 0.875" U-CHANNEL
1 USED AS END CAPS
44.00 1.00 FOR THE SOLID T&G
* BASE OF THE FENCE
Il_ _li 1.00
108.00 5
3 T ‘I
N\ .05
« _ i * 0.875"X6"X43" T&G
A4 o i T e Y e00 | E&———— BOARD, USED AS
i 2 ~y+— x 2 L _ I SOLID BASE = NOA #09-0826.07
p— g * _AIV_I 75 )
! GROUND LEVEL 6 -/ _ - = _ 88 Fence height may
 32° UNDERGROUND be subject to local
TOBOTTOM OF oo —ts 04 == code regulations
32.00 CONCRETE FOUNDATION (42"X12") 1.65 T|'_.| 1.00
90.38 GALV. U-CHANNEL
USED AS STIFFENER
95.38 | INSIDE RAILS J
] 1 |
- 3.00
100.38 V__ 1.75 \_ [ i
: . BILL OF MATERIALS
10.00
ITEM | QY DESCRIPT.
12.00 DETAIL B 75 5.00 Q PART DESCRIPTION
DETAIL C 1 2 |0.875" U-CHANNEL
SCALE1/8 5"X5" HEAVY WALL -
. | USED AS POSTS 2 2 | GALV. U-CHANNEL FOR 2X6 RAIL
DETALL A L.5"1.5" PYRAMID _ 3 15 |47.75" T&G BOARD
SCALE 1/ CAP ] 4 30 |0.75" SCREW
“ 5.00 5 2 | 5"X5"X9' HEAVY WALL POST
i 1.13 6 2 |2"X6"X93.5 RAILS
P L ! NOTCHED RAILS 7 1 |2"X3.5"X93.5" AS TOP RAIL
{ INSIDE POSTS - 8 4 |3"SCREW
.26 — ] het— 9 27 |1.5"1.5" PICKETS
L 10 | 27 [1.5"1.5" PYRAMID CAP
;
Tl\t_ HT: “_J MIAMI-DADE COUNTY 75MPH WIND LOAD FOR HIGH VELOCITY HURRICANE ZONE
-2 -0
FRED S. gﬂUEm_n_J P.E. STYLE# DESCRIPTION
FALORIDA# 15607 " 2
_ Vinyl 6' High Tongue &
samhmﬁ,\. Hmﬁﬂm.ﬂ ® V3707-6 Groove Solid Panel
LARGO, FLORIDA ‘337,
VOICE: 727-524-1305 SHEET 11 OF 18
FAX: 727-524-1285 THIS DRAWING IS NOT VALID UNLESS 10-08-09
L ERAED P T <<<<<<.H__cm_o:m_um:nm.83

Eastern Wholesale Fence, Inc. - 274 Middle Island Rd. Medford, NY 11763
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PVC Material Specifications

Value
6332
6690

ASTM y
D-638

D-638

D-638

Specifications
Control Tensile Strength PSI

ls— 3,50 \'—
Weathered Tensile Strength PSI

+5.6%

0.0 mm/min
63.5

380C

D-635
D-2843
D-1929

Rate of Buming
Smoke Density

’ Percentage Change
y Self Ignition

84.00

28.00

CONCRETE FOUNDATION (42"X12")

32" UNDERGROUND
2" FROM GROUND LEVEL
TO BOTTOM OF SECTION

93.00

98.00

103.00

DETAIL A
SCALE 1/8

DETAIL B

SCALE1/5 NOTCHED RAILS

DETAIL C

2"X3.5"X8' USED AS TOP RAIL
ROUTED TO ACCEPT PICKETS THROUGH

jg————— 6,00 ————

’ . 2"X6"X8' WEBBED USED AS BOTTOM RAIL
2.00 ROUTED TO ACCEPT PICKET THROUGH

¥

|v_ls 09
1 Josnd

D 0.875"X3" USED AS VERTICAL PICKET
W/GLUED DOG EAR CAP AT THE TOP

NOA #09-0826.07

Fence height may
be subject to local
code regulations

5"X5" HEAVY WALL
N USED AS POSTS

POINTED PICKET INSIDE POSTS (1

CAP

\.ll\/

|

SCALE 1/

N

BILL OF MATERIALS
PART DESCRIPTION
0.875"x3" PICKETS

75

SN

1 ]2"X3.5"X8' TOP RAIL

1 |2"X6"X8' BOTTOM RAIL
0.875"X3" POINTED CAP

4 |3" SCREW

2 | 5"X5"X7' HEAVY WALL POSTS

.26 —==1

S

ﬁ

rr

FRED S. CARDWELL, P.E.

FA.ORIDA# 15607
1000 SOUTH BELCHER RD
BLDG-A / UNIT #11
LARGO, FLORIDA 3377,
VOICE: 727-524-1905
FAX: 727-524-1299

l6-24 -0

THIS DRAWING. IS NOT /ALID UNLESS
SIGNED IN PURPLE INK

MIAMI-DADE COUNTY 75MPH WIND LOAD FOR HIGH VELOCITY HURRICANE ZONE
STYLE# DESCRIPTION

_ Vinyl 4' High Spaced
V401-4TR Picket with Pointed Cap

Eastern Wholesale Fence, Inc. - 274 Middle Island Rd. Medford, NY 11763

SHEET 12 OF 18
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D
D

fih YA il

.00
28.00

84.00

3 -
GROUND LEVEL

32" UNDERGROUND

2" FROM GROUND LEVEL

TO BOTTOM OF SECTION

32.
CONCRETE FOUNDATION (42"X12")

93.00
98.00

103.00

DETAIL B NOTCHED RAILS

INSIDE POSTS

DETAIL C
SCALE 1/8

PVC Material Specifications

Value

6332

6690

+5.6%

0.0 mm/min
63.5

380C

Specifications
Control Tensile Strength PSI
Weathered Tensile Strength PSI
Percentage Change
Rate of Buming
Smoke Density
Self Ignition

2"X3.5"X8' USED AS TOP RAIL
ROUTED TO ACCEPT PICKETS THROUGH

ASTM

D-638

-

2.00

e 350 Iv_
*lv_f . N

r| 6.00 ——m=

D-635

2"X6"X8' WEBBED USED AS BOTTOM RAIL

ROUTED TO ACCEPT PICKET THROUGH

I'_,‘l .09

0.875"X3" USED AS VERTICAL PICKET
W/GLUED DOG EAR CAP AT THE TOP

f=—=—========>

_ll 3.00 ll'_

NOA #09-0826.07

Fence height may

5"X5" HEAVY WALL be subject to local

0.875"X3" POINTED
CAP

-

1

|

I

DETAIL A |
SCALE 1/8 |
|

1

1

|

== = = = .I—...'=|_

75

f

\=

code regulations

<\ USED AS POSTS

~

D-638
D-638

D-2843
D-1929

BILL OF MATERIALS

PART DESCRIPTION

0.875"x3" PICKETS

5

|
T
|
! \

1 |2"X3.5"X8' TOP RAIL
.26 —m]

1 |2"X6"X8' BOTTOM RAIL

0.875"X3" POINTED CAP

3" SCREW

5"X5"X7' HEAVY WALL POSTS

MIAMI-DADE COUNTY 75MPH WIND LOAD FOR HIGH VELOCITY HURRICANE ZONE

="

/8- 0%

FRED S. CARDWELL, P.E. STYLE# DESCRIPTION
1560
oo soum BELCHER RD V402-4TR " Vinyl 4' High Spaced Picket

BLDG-A / UNIT #11
LARGO, FLORIDA 3377
VOICE: 727-524-1905

FAX: 727-524-1299,

with Pointed Cap Scalloped

THIS DRAWING IS NOT VALID UNLESS
SIGNED IN PURPLE INK

Eastern Wholesale Fence, Inc. - 274 Middle Island Rd. Medford, NY 11763

www.IllusionsFence.com
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" N R
PVC Material Specificati
2.00 2.00 rl 3.50 —== Specifications ol opes <M_H ASTM
Control Tensile Strength PST 6332 D-638
‘Weathered Tensile Strength PSI 6690 D-638
— s—5.00 , Percentage Change +5.6% D-638
Rate of Buming 0.0 mm/min D-635
_1 J : 2.00 Smoke Density 635 D-2843
10.50 4 Self Ignition 380C D-1929
—] A O A A A A A A A A DAD O V HD A A A ‘lv ND | N N..xu.m..xm. cmmc >m n_uo_u §H—l
»Zw 350 i Il_ -— .12 ROUTED TO ACCEPT PICKETS THROUGH
’ \JCI I
: M‘JI = 6.00
48.00 ° l).) A 2"X6"X8' WEBBED USED AS BOTTOM RAIL
| 28.00 N.%o - ROUTED TO ACCEPT PICKET THROUGH
6
84.00 i m |
5 ] ( -
P _[6.00 4| B 1.50
o | * 1.50
GROUND LEVEL 1.
, 327 UNDERGROUND 1.5"X1.5" USED AS PICKETS
bl o b le——— WITH PYRAMID CAP GLUED
CONCRETE FOUNDATION (42"X12") ON TOP
93.00 >
98.00 08 —wj—
103.00
— ] Appraved as complying with the
' M&mmw
Deate o _
NOA¥ Q\ F==—=—===c====3
Miami Dade Coutrol _Alu.sll_
12.00 -
o | By
DETAIL B
SCALE1/5 [ § \qa\_ NOA #09-0826.07
i ! DETAIL C NOTCHED RAILS e 5.00 -l .
i i 1 INSIDE THE POSTS Fence height may
| o SCALE1/8 , 5"X5" HEAVY WALL be subject to local
DETAIL A I il “ e USED AS POSTS code regulations
SCALE1/8 “ m _
i
I o
A P 74 F 1.13 5.00 BILL OF MATERIALS
g s (I ITeM | Q1Y PART DESCRIPTION
3
i “ 1 27 |1.5"x1.5" PICKETS
= =]} i
I I N 2 1 |2"X3.5"X8" TOP RAIL
! “ 26— [— 3 1 |[2"6"X8' BOTTOM RAIL
//1\ 4 27 |1.5"X1.5" PYRAMID CAP
5 4 |3"scrRew
Y 6 2 | 5"X5"X7' HEAVY WALL POSTS
L
( P
\Q 2L-o W MIAMI-DADE COUNTY 7SMPH WIND LOAD FOR HIGH VELOCITY HURRICANE ZONE s
FRED S. CARDWELL, PE. STYLE# DESCRIPTION 2 h § - , N\
FLORIDA# 15607 . ' . . ™ /.
o 004 Vi High Victoran St S 7Y | 14
BLDG-A / UNIT #11 Top with vS.m:,__n_ Om_u //// NN Y | S S Y \.\.
gt o — SHEET 14 0F 18
FAX: 727-524-12 THIS DRAWING IS NOT VALID UNLESS = _
SN o www.IllusionsFence.com | 1m0

Eastern Wholesale Fence, Inc. - 274 Middle Island Rd. Medford, NY 11763
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SCALE 1/8 PYRAMID CAP _.__ .__. -_“._
T

ﬁ P
__ __

==
_ W

<1 i uﬁv_h

PVC Material Specifications
3.50 Specifications value ASTM
Control Tensile Strength PST 6332 D-638
Weathered Tensile Strength PSI 6690 D-638
Chi 5.6% D-638
—» [«—5.00 ’ Mﬁ.ﬁﬂsmham 00 mm/min D-635
- 96.00 2.00 Smoke Density 63.5 D-2843
10.50 _ 1.50 _ Self Ignition 380C D-1929
R 4 [ ] 2"X3.5"X8' USED AS TOP RAIL
A 3 1 Iﬁlv_ )»: A >y 2 ):/D _p_ 3.50 12 ROUTED TO ACCEPT PICKETS THROUGH
> * H 6.00
48.00 ’ 2"X6"X8' WEBBED USED AS BOTTOM RAIL
2800 —6 N.‘S """ ROUTED TO ACCEPT PICKET THROUGH
|'__l| .09
84.00 m
| | Vi 6.00 ﬁ. \ 1,50 — ==
] L8 —={|=— 3/ } 1.50
GROUND LEVEL o 5 1.5"X1.5" USED AS PICKETS
CONCRETE FOUNDATION (42"X12") WITH PYRAMID CAP GLUED
32" UNDERGROUND ON TOP
32.00 2" FROM GROUND LEVEL
TO BOTTOM OF SECTION
93.00 _ 08 —lg—
W 98.00 _
W | ||
103.00 '
Hn = s == === ==
10.00 “l 3.00 _
12.00
_ _
DETAIL B NOA #09-0826.07
NOTCHED RAILS
SCALE 1/ m\aﬂl.l/#\/ DETALL C INSIDE POSTS Fence height may
DETAIL A 1.5"X1.5" ity i SCALE1/8 5"X5" HEAVY WALL be subject to local

code regulations

- ~) \\ USED AS POSTS

ITEM

5.00 BILL OF MATERIALS

PART DESCRIPTION
27 |1.5"x1.5" PICKETS
1 |2"X3.5"X8' TOP RAIL
1 ]2°X6"X8' BOTTOM RAIL
1.5"X1.5" PYRAMID CAP
4 |3" SCREW

2 | 5"X5"X7" HEAVY WALL POSTS )

QU M| WIN| =
N
~N

MIAMI-DADE COUNTY 75MPH WIND LOAD FOR HIGH VELOCITY HURRICANE ZONE

FRED S. CARDWELL, P.E.

RLORIDA# 15607
1000 SOUTH BELCHER RD
BLDG-A / UNIT #11
LARGO, FLORIDA 3377,
VOICE: 727-524-19)
FAX: 727-524-1.

)

:LHI_H_ﬂm /-2(-07

THIS DRAWING IS NOT VALID UNLESS

STYLE# DESCRIPTION

SIGNED IN PURPLE INK

V706-4 Vinyl 4' High Victorian Stepped
Top with Pyramid Cap

Eastern Wholesale Fence, Inc, - 274 Middle Island Rd. Medford, NY 11763

_

www.IllusionsFence.com
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~| 500

.

2
_t

—~]

3.50 —

SN

PVC Material Specifications

Specifications

Control Tensile Strength PSI
Weathered Tensile Strength PST
Percentage Change

Rate of Buming
Smoke Density
Self Ignition

2"X3.5"X8" USED AS TOP RAIL

Value

6332
6690

+5.6%

0.0 mm/min
63.5

380C

T

ASTM
D-638
D-638
D-638
D-635
D-2843
D-1929

- —
[ A A 3 : g& 4 1 Jﬁ% : mm :I_u H _n 3.50 ’ ROUTED TO ACCEPT PICKETS THROUGH
A\ ! .ﬁ“ rll 6.00 ————m
ch . 2"X6"X8' WEBBED USED AS BOTTOM RAIL
48.00 g ROUTED TO ACCEPT PICKET THROUGH
28.00 1
l'_il| .09
84.00 4 « Lj
5— c| 1.50
- C| Y 6.00 BiL
I | 1,88 — ] |ea— A * 1.50
GROUND LEVEL 3 ~
1.5"X1.5" USED AS PICKETS
2 PROM DERGROUND <e——— WITH PYRAMID CAP GLUED
TO BOTTOM OF SECTION \ A A ON TOP
32.00 CONCRETE FOUNDATION (42"X12")
08 —iteg—
93.00 > _
98.00 L Approved es somplying with the
103.00 fV_
ey
10.00 [ 3.00 |
I il
DETAIL B
SCALE 1/5 NOA #09-0826.07
DETALL C Fence height may
5"X5" HEAVY WALL be subject to local
~ \! USED AS POSTS code regulations
DETAIL A 5"X1.5" 7
SCALE 1/8 1.5"X1.5" PYRAMID CAP FILL OF MATERIALS
5— ITEM | Q1Y PART DESCRIPTION
@ 1 27 |1.5"x1.5" PICKETS
~ 2 1 |2"X3.5"X8' TOP RAIL
.26 —] |aa— 3 1 | 2"X6"X8' BOTTOM RAIL
4 27 |1.5"X1.5" PYRAMID CAP
5 4 |3"SCREW
6 2 |5"XS"X7' HEAVY WALL POSTS

MIAMI-DADE COUNTY 7SMPH WIND LOAD FOR HIGH VELOCITY HURRICANE ZONE

—
(e
FRED S. CARDWELL, P.E.

FLORIDA# 15607
1000 SOUTH BELCHER RD
BLDG-A / UNIT #11
LARGO, FLORIDA 33

/8- -0
4 STYLE# DESCRIPTION
- Vinyl 4' High Victorian Scalloped Top
V707-4 with Pyramid Cap
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PVC Material Specifications
Specifications Value ASTM
r 1.50 [*-—5.50 Control Tensile Strength PSI 6332 D-638
93.75 } . Weathered Tensile Strength PSI 6690 D-638
‘ Percentage Change +5.6% D-638
@-’ ; Rate of Burning 0.0 mm/min D-635
* 1.5"X5.57X93.75" USED Smoke sty a5 oz
5 8 AS TOP AND BOTTQOM  Self Ignition 0 -
JI 4 3 1.50 — RAILS
B W—— \ ™~ —»-la— 075
| ] ‘ /
l m Il_ll .06
1.00 _«ﬂ_ll 0.875" U-CHANNEL
l+|| USED AS END CAPS
FOR THE SOLID T&G
48,00 I'_ _l\ 1.00 BASE OF THE FENCE
9— .05
84.00 / . _ _ — 25 _
q | ] B———— 0.875"X6"X64" T&G
_ * BOARD, USED AS
~ —— GROUND LEVEL < 6.00 SOLID BASE
- 32" UNDERGROUND _ ‘_ .88
4 2" FROM GROUND LEVEL
8 TO BOTTOM OF SECTION
32.00
; CONCRETE FOUNDATION (42"X12") l'_ll 04 3 NOA #09-0826.07
90.38 ,. _ _ 75 Fence height may
95:38 .| L_J _ m T' GALV. U-CHANNEL be subject to local
100.38 - USED AS STIFFENER code regulations
] INSIDE BOTH RAILS
166 l'_ _II 1.23 _I'V_I
10.00
e 5.00 ——=] l
12.00 |
o 5"X5" HEAVY WALL _ 3.00 —
1 USED AS POSTS
DETAIL B
BILL OF MATERIALS
DETAILL B 5.00 ITEM qQTY PART DESCRIPTION
DETAIL A SCALE 1 “ 6 : 1 2 0.875" U-CHANNEL
SCALE 1/8 NOTCHED RAILS
. U- EL
INSIDE THE POSTS ! " \ 2 4 |GALV. U-CHANN
“ | 3 15  |64" T&G BOARD
| I 26— 4 30 |o0.75" sScRew
l I DETAIL C 7 5 2 5"X5"X9' HEAVY WALL POST
SCALE 1/ 10 6 2 POST INSERT
7 2 1" SCREW
8 2 1.5"X5.5" RAIL
| *OFFERED IN THREE COLORS (WHITE-TAN-GRAY) 6 ) 2 3" SCREW
Qlﬂm_%ﬁ , MIAMI-DADE COUNTY 75MPH WIND LOAD FOR HIGH VELOCITY HURRICANE ZONE
| B-24-0F
FRED S, CARDWELL, P.E. STYLE# DESCRIPTION
Mﬁﬂﬁm” wm_.n:mw RO V300-4 Vinyl 4' High Tongue &
BLDG-A / UNIT #11 Groove Solid Panel
LARGO, FLORIDA 33771 § e SHEET 17 OF 18
VOICE: 727-524-1905 e roeoerreoeoee e 0000000000000t e et ooyt esssamees
FAX: 727-524-1299 THIS DRAWING IS NOT YALID UNLESS H_ _ i —H
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( ﬁl PVC Material Specifications

Specifications Valve ASTM

1.50 5.50 - Control Tensile Strength PSI 6332 D-638

5 o} m 50 5.00 T - Weathered Tensile Strength PST 6690 D-638
4 8 * vmamq_._q_uum Change _wrw.o.w_\ o_w.wwa

\ - I ‘ IV Rate of Burni .0 mm/min
2 -I| 2 1.5"X5.5"X93.75" USED  Smoke um_ﬂ._m% 635 D-2843
, . . / . . A . / T 2 AS TOP AND BOTTOM Seif Ignition 380C D-1929
N RAILS
* —llas— 075

— 1 0.875" U-CHANNEL

AN

60.00 . USED AS END CAPS
* FOR THE SOLID T&G
1.00 BASE OF THE FENCE
96.00 5.50 o
* s |
BIRE— 2 4 | Ge——— 0.875"X6"X64" T8G

* g + BOARD, USED AS
GROUND LEVEL 6.00 =  |um— _l| 6.00 l'_ I8 SOLID BASE

32" UNDERGROUND
2" FROM GROUND LEVEL
TO BOTTOM OF SECTION

CONCRETE FOUNDATION (42"X12") |'_‘| .04

NOA #09-0826.07

_‘l'_| 75

90.38 - - Fence height may

95.38 q GALV. U-CHANNEL be subject to local
— USED AS STIFFENER [ .

code regulations

100.38 _ _ INSIDE BOTH RAILS
1.66 I'._ TI 1.23 _l|'_| 1.00

la—— 5,00 —— eu‘HHIIIIHIIHH

5"X5" HEAVY WALL _ . 3.00 * _

(1 ) USED AS POSTS

DETAIL B

DETAIL B
SCALE 1 /6

NOTCHED RAILS /\qﬂu)

BILL OF MATERIALS
Q1Y PART DESCRIPTION

wn
3

3

=

DETAIL A ' ! ' 1 2 [0.875" U-CHANNEL
g .“.. o 2 4 | GALV. U-CHANNEL
- N
| L.M_._‘ | 3 15 |64" T8G BOARD
uw u“__ 1 26— = 4 30 0.75" SCREW
i
9 L B DETAIL C 5 2 |5"X5"X9' HEAVY WALL POST
LF SCALE 1/ 10 6 2 | POST INSERT
_/\I\L . 7 2 [1"screw
: 7 8 2 1.5"X5.5" RAIL
*SAME SPECIFICATIONS APPLY TO THE 4' H AND 5' H FENCE SYSTEMS 6 .
*OFFERED IN THREE COLORS (WHITE-TAN-GRAY) 9 2 |3 SCREW

MIAMI-DADE COUNTY 75MPH WIND LOAD FOR HIGH VELOCITY HURRICANE ZONE
STYLE# DESCRIPTION

~ Vinyl 5' High Tongue &
V300-5 Groove Solid Panel

i%_“_ \G\anu T

FRED S. CARDWELL, P.E.

ALORIDA# 15607
1000 SOUTH BELCHER RD
BLDG-A / UNIT #11
LARGO, FLORIDA 33771
VOICE: 727-524-1905
h FAX: 727-524-1299
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