MIAME-DADE COUNTY
: e PRODUCT CONTROL SECTION
UILDING AND NEIGHBORHOOD COMPLIANCE DEPARTMENT (BNC) 11805 SW 26 Strect, Room 208

BOARD AND CODE ADMINISTRATION DIVISION Miami, Florida 331 75-2474
T (786)315-2590 F (786)315-2599

NOTICE OF ACCEPTANCE (NOA) www.miamidade.gov/buitding/

WinDoor, Inc,

7500 Amsterdam Drive

Orlando, FL 32832

Scopk:

This NOA is being issued under the applicable rules and regulations governing the use of construction
materials. The documentation submitted has been reviewed by Miami-Dade County Product Control Section
and accepted by the Board of Rules and Appeals (BORA) to be used in Miami Dade County and other areas
where allowed by the Authority Having Jurisdiction (AHD).

. This NOA shall not be valid after the expiration date stated below. The Miami-Dade County Product Control
Section (In Miami-Dade County) and/or the AHJ (in areas other than Miamj-Dade County) reserve the right
to have this product or material tested for quality assurance purposes. If this product or material fails to
perform in the accepted manner, the manufacturer will incur the expense of such testing and the AHJ may
immediately revoke, modify, or suspend the use of such product or material within their jurisdiction,. BORA
reserves the right to revoke this acceptance, if it is determined by Miami-Dade County Product Control
Section that this product or material fails to meet the requirements of the applicable building code.

This product is approved as described herein, and has been designed to comply with the Florida Building
Code, including the High Velocity Hurricane Zone.

DESCRIPTION: Series “1000” Aluminum Fixed Window — L.M.L

/APPROVAL DOCUMENT: Drawing No. 08-00665, titled “Series 1000 Aluminum Fixed Window - LMI
4’0 x 10’0 and 5°0 x 8°0”, sheets 1 through 8 of 8, dated 12/1 9/08, prepared by manufacturer, signed and
sealed by Luis R, Lomas, P.E., bearing the Miami-Dade County Product Control Renewal stamp with the
Notice of Acceptance number and expiration date by the Miami-Dade County Product Control Section,
MISSILE IMPACT RATING: Large and Small Missile Impact Resistant

LABELING: Each unit shall bear a permanent label with the manufacturer's name or logo, city, state and
following statement: "Miami-Dade County Product Control Approved", unless otherwise noted herein.

RENEWAL of this NOA shali be considered after a renewal application has been filed and there has been
no change in the applicable building code negatively affecting the performance of this product.

TERMINATION of this NOA will occur after the expiration date or if there has been a revision or change
in the materials, use, and/or manufacture of the product or process. Misuse of this NOA as an endorsement

of any product, for sales, advertising or any other purposes shall automatically terminate this NOA. Failure

to comply with any section of this NOA shall be cause for termination and removal of NOA,

ADVERTISEMENT: The NOA number preceded by the words Miami-Dade County, Florida, and
followed by the expiration date may be displayed in advertising literature. If any portion of the NOA is
displayed, then it shall be done in its entirety.

INSPECTION: A copy of this entire NOA shall be provided to the user by the manufacturer or its
distributors and shall be available for inspection at the job site at the request of the Building Official,

This NOA renews NOA # 09-0519.13 and consists of this page 1 and evidence page E-1, as well as approval
document mentioned above.

The submitted documentation was reviewed by Manuel Perez, P.E.

w NOA No, 10-1102.08
‘ Expiration Date: February 23, 2016
APPROYED *
SETROVED) _ Approval Date: March 10, 2011
Page 1



WinDoor, Inec.

NOTICE OF ACCEPTANCE: EVIDENCE SUBMITTED

A. DRAWINGS
1. Manufacturer's die drawings and sections.
2. Drawing No. 08-00665, titled “Series 1000 Aluminum Fixed Window — LMI
4’0 x 10°0 and 5°0 x 8°0”, sheets 1 through 8 of 8, dated 12/19/08, prepared by
manufacturer, signed and sealed by Luis R. Lomas, P.E.

B. TESTS
1. Test reports on: 1) Air Infiltration Test, per FBC, TAS 202 94
2) Uniform Static Air Pressure Test, Loading per FBC, TAS 202-94
3) Water Resistance Test, per FBC, TAS 202-94
4) Large Missile Impact Test per FBC, TAS 201-94
5) Cyclic Wind Pressure Loading per FBC, TAS 203-94
along with installation diagram of an aluminum fixed window, prepared by National
Certified Testing Laboratories, Test Report No. NCTL-210-2971-1, Specimens 1, 2,
3,4,5,6,7,8, 15 and 16, dated 12/08/03-01/22/04, signed and sealed by Gerald J.
Ferrara, P.E. (Submitted under previous NOA#05-1114.08)

C. CALCULATIONS:
1. Anchor verification calculations and structural analysis, complying with FBC-2007,
dated 1/12/09 and 10/06/10, prepared, signed and sealed by Luis R. Lomas, P.E.
2, Glazing complies with ASTM E1300-04,

D. QUALITY ASSURANCE
1. Miami-Dade Building and Neighborhood Compliance Department (BNC).

E. MATERIAL CERTIFICATIONS
1. Notice of Acceptance No. 09-0312.03 issued to E.I. DuPont DeNemours & Co., Inc.
for their “DuPont Sentry Glass® Interlayer” dated 05/13/09, expiring on 01/14/12.
2. Notice of Acceptance No. 08-0520.08 issued to Solutia Inc. for their “Vanceva
Composites Glass Interlayer” dated 7/17/08, expiring on 12/11/13.

F. STATEMENTS
1. Statement letter of conformance and no financial interest, dated October 06, 2010,
signed and sealed by Luis R. Lomas, P.E.
2, Laboratory compliance Jetter for Test Report No. NCTL-210-2971-1, issued by
National Certified Testing Laboratories, dated 07/20/05, signed and sealed by Gerald
J. Ferrara, P.E.

G. OTHERS
1. Notice of Acceptance No. 09-0519.13, 1ssued to WinDoor, Inc. for their Series “1000”
Aluminum Fixed Window — L.M.L., approved og 09/30/09 and expiring on 02/23/11.

Product Contyol Examiner
NOA No, 10-1102.08
Expiration Date: February 23, 2016
Approval Date: March 10, 2011
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REVISIONS

DESCRIPT!ON DATE APPROVED .

NOTES:

1) THE PRODUCT SHOWN HEREIN IS DESIGNED AND MANUFACTURED TO
COMPLY WITH REQUIREMENTS OF THE CURRENT FLORIDA BUILDING CODE
INCLUDING THE HVHZ. -

2) WOOD FRAMING/2X BUCK, 20GA. WOOD BACKED STEEL STUD OR
MASONRY/CONCRETE OPENING TO BE DESIGNED AND ANCHORED TO
PROPERLY TRANSFER ALL LOADS TO STRUCTURE. WOOD FRAMING/2X BUCK,
20GA. WOOD BACKED STEEL STUD OR MASONRY/CONCRETE OPENING IS
THE RESFPONSIBILITY OF THE ARCHITECT OR ENGINEER OF RECORD.

3) ALLOWABLE STRESS INCREASE OF 1/3 WAS NOT USED IN THE DESIGN OF
THE PRODUCT SHOWN HEREIN. WIND LOAD DURATION FACTOR Cd=1.6 WAS
USED FOR WOOD ANCHOR CALCULATIONS,

4) FRAME MATERIAL: ALUMINUM 6063-T6

5) UNITS MUST BE GLAZED PER ASTM Et300. SEE SHEET 6 FOR GLASS
OPTIONS.

6) APPROVED {MPACT PROTECTIVE SYSTEM 1S NOT REQUIRED FOR THIS
PRODUCT IN WIND BORNE DEBRIS REGIONS.

7} FOR DESIGN PRESSURE RATINGS SEE SHEETS 2 AND 3.

Expiration Date Fiaqe 28 2016
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REVISIONS

REY DESCRIFTION l DATE APPROVED
Maximum design pressure capacity chart Maximum design pressure capacity chart Maximum design pressure capacny::hart )
Serles 1000 Aluminum Fixed Window - LMI 48" x 120" with Serfes 1000 Aluminum Fixed Window - LM/ 48" x 120" with Serles 1000 Afuminum Fixed Window - LMI 48" x 120" with
| Glazing Type "A" Glazing Type "B" & "C" Glazing Type "D

Panel w idth (in) Panel wdih (in) _ N _Paf‘,“””:‘“fh’., o

Height | = “240 | - 300 | 360 [. 420 | 480 Helght | 240 | 3000 -] - 360 ' -420 - | - 480 Height | 240 |- 300 | 360 - . 4 0] 80
(in) | Pos | Neg | Pos | Nag | Pos | Neg | Pos | Neg | Pos | Neg (i) | Pos | Neg | Pos | Nag | Pos Neg | Pos | Neg | Pos [ Neg 7 ,(m)' Pos | Neg | Pos | Neg | Pos | Neg | Pos ego 08 1 5?0
-"24.0 | 150.0[175.0[150.0| 175.0] 160.0] 175.0] 150.0] 175.0] 150.0} 175.0] 249 | 134.0[150.0[134.6/ 150.0] 134.0] 160.0[ 134.6] 160.0] 134.0[ 150.0] 240 |134.0150.0] 134.0} 150,01 134.0) 150.0) 134.0) 150.0/ 134.0 o
30.0 -1160.0176.0[ 150.0f 175.0] 150.0[ 175.01150.0] 175.0| 150.0] 175.0 "30.0 | 134.0[150.0] 134.0] 150.0] 134.0] 150.0] 134.0| 160.0} 134.0 150.0 :.30.0.-1134.01150.0) 134.0] 150.0] 134.0] 150.0} 134.0} 150.0} 134.0] 150.
36,0 | 150.0]1750| 150.0| 176.0160.0| 475.0} 150.0] 175.0] 160.0} 175.0 -30.0. | 134.0| 150.0] 134,0] 150,0| 134.0| 160.0| 134.0] 150.0] 134.0] 150.0 -90.0 - | 134.01150.0] 134.0] 150.0] 134.0{ 150.0] 134.0] 150.0 134-2 'i?%
‘42,0 --[150.0] 175.0] 150.0] 175.0{150.0] 175.0] 1560.0] 175.0| 160.0] 176.0 " 42.0 | 134.0] 150.0] 134.0] 150.0] 134.0] 150.0] 134.0{ 150.6{ 134.0| 150.0 - 420 {134,0150.0] 134.0 150.01 134.0] 150.0] 134.0{ 150.0{ 134, 152-0
48.0 1150.0] 175.0] 150.0] 175.0} 150.0] 175.0] 150.0| 175.0| 150.0] 175.0 — 48.0 | 134.0[150.0| 134.0] 150.0]134.0[ 150.0| 134.0 150.0] 134.0| 160.0 - 48.0. ]134.0{150.0] 134.0] 150.0} 134,01 150.0} 134.01 150.0 134-3 120 2
.. 54.0 :1150.0[ 175.0§ 160.0{ 175.0] 150.0] 176.0] 150.0 175.0] 150.0| 175.0 54,0 -] 134.0] 150.0] 134.0 150.0{ 134.0] 150.0 134.0| 150.0] 134.0] 150.0 *54.0 | 134.0]150.0] 134 01 150.0] 134.0] 150.0} 134.0]150.0[ 134, :50.
0.0 |150.0[175.0] 150.0( 175.0] 150.0] 175.0 150.0] 175.0] 150.0| 175.0 ~80.0. | 134,0]150.0]134.0] 150.0] 134.0{150.0 134.0{ 150.0] 134.0] 142.7 80,01 134.0]150.0] 134.0] 150.04 134.0; 150.01134.0} 150.0 134-8 -g
- 86.0..11560.0] 175.0} 150.0[ 175.0] 150.0] 175.0/ 150.0] 175.0] 150.0| 175.0 06,0 | 134.0] 150,0] 134.0] 150,0] 134.0[ 160.0] 134.0[143.5} 134.0{134.5| - 86.0 | 134.01 150.0; 134.0} 150.0) 134,01 150.0 134.0| 150.0} 134.0| 150.
_72.0- .[150.0]176.0] 150.0] 175.0] 150.0] 175.0 150.0{ 175.0] 160.0| 175.0] 72,0, |134.0] 150.0] 134.0[ 150.0] 134.0] 150.0| 134.0{ 138.1| 128.4| 1284 - 720 - 1134.0150.0] 134.0 150.0} 134.01 160.03 134.0} 150.0 134.0 150.0
|- 78.0_|150.0] 175.0| 160.0) 175.0| 150.0] 175.0] 160.0| 176.0] 150.0] 175.0 780 | 134.0] 150.0] 134.0] 150.0] 134.0] 148.4| 13.9] 133.9] 123.6| 123.6 78.0 | 134.01150.0] 134.0] 150.0] 134.0| 150.0§ 134.0]150.0} 134.0 ’g-g
:84.0 [150.0] 175.0] 150.0} 175.0] 150.0] 175.0] 150.0] 175.0} 160.0} 175.0 - 84.0 -] 134.0]150.0( 134.0] 150.0( 134.01145.3] 130.4] 130.4] 119.8|119.8 -840 1134.01150.0} 134.0) 150.01 134.0 150-0! 134.0}150.0} 134.0] 150.
. 80.0 | 150.0§ 175.0] 150.0]175.0 150.0] 175.0] 150.0[ 175.0] 150.0| 175.0 ~.90.0 - [134.01150.0{134.0] 150.0{134.0] 142.7] 12756/ 127.8] 116.7] 116.7 +:90.0 -1134.01150.0] 134,01 150.0) 134.0] 150.04134.0| 150.01 134.0} 148.2
-86.0 :-| 180.0Y 175.0] 150,0] 176.0] 150.0] 175.0] 150.0{ 175.0] 150.0] 175.0 - [786:6 |134.0|160.0| 134.0 180.0] 134.0] 140.5] 125.3] 125.2] 114.1| 114.1 +86.0_1134.0/150,0]134.01150.01 134.0} 150.0134.01 150,01 134.0| 142.9
~102.0 -] 150.0] 175.0] 150.0[ 175.0] 150.0] 175.0] 160.0[ 175.0] 150.0{ 175.0 102.0- | 134.0{ 150.0| 134.0] 150.0] 134.0] 138.6] 123.2[123.2[111.8]111.9 102,01 134.01 150.0 134,01 150.01 134.0; 150.0{ 134.0[150.0] 134,01 140.2
~108,0 |150.0] 175.0] 150.0] 176,0] 150.0] 175.0] 150.0] 175.0| 160.0] 175.0 - 108.0 [134.0]150.0/134.0| 150.0] 134.0] 137.0] 121.4[121.4] 110.1{ 110.1 -108.0_1134.0) 150.0{ 134.0{ 150.0] 134.0; 150.01 134.0] 150.0 13-0 12;-8
~114.0{150.0] 175.0]160.0[ 175.0] 160.0] 175.0] 150.0] 175.0] 150.0| 175.0 ~114.0 | 134.0] 150.0] 134.0] 150.0{ 134.0] 135.5| 119.9/ 119.9] 108.4| 108.4 1140 1134.0] 150.0] 734.0[ 750.0] 134.0] 750.0[ 134.0] 150.0[ 134.0{ 736 8
120.0 | 150.0] 176.0] 160.0} 176.0} 160.0] 176.0] 150.0] 176.0} 150.0] 176.0 ~120.0 | 134.0] 150.0] 134.0{ 150.0] 134.0] 134.3[ 118,6]116.6] 107.6{107.0 120.0 -] 134.0] 150.0} 134.0{ 150.0{ 134.0] 150.0| 134.0] 148.5] 134.0{134.0

Maximum design pressure capacity chart
Series 1000 Aluminum Fixed Window - LMI 48" x 120" with
Glazing Type "E"
Pane) w ldth (in}

Height | 240 1. 300 | 360 | 420 | 480

(in) [ Pos [Neg | Pos | Neg | Pos | Neg | Pos | Neg | Pos | Neg
- 24.0--']120.0{ 150.0] 120.0{ 150.0] 120.0] 150.0| 120.0{ 150.0 120.0{150.0
-30.0- -1 120.0} 150.0] 120.0§ 160.0] 120.0] 150.0] 120.0[ 150.0} 120.0} 150.0
~308.0 1120.0] 1650.0] 120.0] 160.0} 120.0] 160.0[ 120.0( 150.0] 120.0]150.0
42,0 .-1120.0] 150.0} 120.0| 150.0} 120.0] 150.0} 120.0]| 160.0] 120.0] 150.0
—-48.0. :1120.0] 160.0{ 120.0] 150.0] 120.0] 150.0} 120.0] 150.0]120.0]/ 150.0
< 040 1120.0] 150.01120.0 150.0| 120.0| 160,01 120.0| 150.0 120.0{150.0
-80.0: | 120.0]150.0]120.0]150.0]120.0 150.01 120.0| 150.0] 120.0{ 142,7
-.88.0 - /] 120.0]160.0] 120.0] 150.0] 120.0] 150.0] 120.0] 143.5] 120.01 134.5
- 740 -7 120.0] 150.0{ 120.0] 150.0] 120.0| 150.0{ 120.0] 138.1] 120.0{ 128 .4

7500 AMSTERDAM DRIVE

~78.0 | 120.0] 150.0] 120.0] 150.0] 120.0| 148.4| 120.0] 133.9] 120.0] 123.6 PROBUCT HEVISED WinDoor ORLANDO, FL 32832 7,

84,0 -| 120.0] 150.0| 120.0] 150.0] 126.0] 145.3| 120.0] 130.4] 5.8 118.8 TRODUCT REVISED e R COTOORITaE  Mumiomises o (X

90,0 - 1120.0] 160.0] 120.0] 150.0] 120.0] 142.7| 120.0{ 127.6] 116.7| 116.7 aﬁf:ggﬁ;fgf“m’mm Fac: 407.481.0505 www.windoorinc.com

"96.0 | 120.0]150.0] 120.0] 150.0] 120.0] 140.6] 120.0] 138.3[ 114.1| 114.1 B e ' SERIES 1000 ALUMINUM FIXED WINDOW — LMi e/fg/;f
-102.0 -|120.0] 150.0] 120.0{ 150.0{ 120.0] 138.6] 120.0{ 123.2] 111.8] 111.9 Acsepience No_{0- 1107 04 4'0 x 10’0 AND 5’0 x B’0

~108.0__| 120.0]150.01 120.0| 150.0] 120.0] 137.0] 120.0] 121.4] 110.1| 110.1 Explration Date ‘55"”
1140 | 120.0] 156.01 120.01 150.0 120.0| 135.6] 116.9] 119.9] 108.4] 108.4] By Y AuL, )
120:0 | 120.0} 150.0] 120.0| 150.0| 120.0] 134.3] 118.6] 118.6] 107.0] 107.0 Mzt Pade Froduet Cantiy

4’0 x 10’0 DESIGN PRESSURE CHARTS

DWG NO.,

LUIS R. LOMAS P.E.
Florida No. 62514

08-00665
DATE 12/19/08 SHEET2 OF 8




REVISIONS

REV l DESCRIPTION | DATE - APPROVED
F’y
i
i Maximum design pressure capacity chart Maximum design pressure capacity chart
| Serles 1000 Aluminum Fixed Window - LMI 80" x 98" with Glazing Type "A" Serles 1000 Aluminum Fixed Window - LMI 60" x 98" with Glazing Type "B" & "C"
, , Panel w idth (in) Panel width {in)
Helght - 240 |~ -30.0: | 360 . | 420 . 480 ] 540 T 7600 .~ Height [ 240 " 1.-730.0-7 ] 360 ] 420 7 .48.0 . ] .540 - | 60.0 -
{In | Pos | Neg | Pos | Neg | Pos | Neg | Pos | Neg | Pos | Neg | Pos | Neg | Pos | Neg (n) | Pos ] Neg | Pos [ Neg | Pos | Neg | Pos | Neg | Pos | Neg | Pos | Neg | Pos | Neg
-~ 24.0:-1150.0[ 175.0[ 150.0] 175.0] 150.0] 175.0] 150.0] 175.0| 150.0] 175.0] 150.0] 175.0| 150.0] 175.0 24,0 | 100.0]33.5] 100.0] 133.5] 100.0] 133.5| 100.0 133.5{ 100.0] 133.5] 100.0] 133.5| 100.0| 133.5
- -30.0 1150.0 175.0) 150.0]175.0 160.0] 175.01 150.0] 176.0] 150.0§ 175.6] 150.0] 175.0] 150.0{ 175.0 ~:30.0-.1 100.0} 133.5] 100.0| 133.5] 100.0| 133.5] 100.0] 133.5[ 100.0] 133.5] 100.0 133.5[ 100.0 133 5
- 36,01 150.0{ 175.0} 150.0 176.0]| 160.0{175.0} 150.0] 175.0} 150.0; 175.0} 150.0/ 175.0{ 150.0] 176.0 . 36.0--1100.01133.5[100.0] 133.5] 100.0] 133.5] 100.0} 133.5]| 100.0( 133.5] 100.0} 133.5| 100.0| 1335
42.0.-1150.0[175.0] 150.0{ 175.0] 150.0[ 175.0 150.0] 175.0] 150.0{ 176.0] 150.0| 175.0| 160.0] 175.0 _-42,0-1100.0] 1335 100.0] 133.5] 100.0] 133.5] 100.0] 133.5} 100.0] 133.5] 100.0] 133.5] 100.0| 133.5
- 48.0.] 160.0[ 175.0] 150.0] 176.0{ 160.0| 176.0[ 160.0] 175.0] 750.0] 175.0| 160.0| 176.0] 150.0| 175.0 ~48.0 . 100.0{133.5]100.0]133.5/100.0| 133.5 100.0} 133.5{ 100.0] 133.5] 100.0} 133.5| 100.0| 127.5
+.84.0 -1 150.0{ 175.0 150.0]175.0] 150.0] 176.0] 150.0} 178.0] 150.0] 175.0] 160.0] 175.0] 150.0{ 175.0 54,0 100.0] 133.5] 100.0] 133.5] 100.0| 133.5] 100.0} 133.5] 100.0{ 133.5 100.0} 133.5] 100.0| 123.6
/60.0:1150.0(175.0]160.0]175.0] 150.0] 175.0] 150.0{ 175.0] 160,0] 175.0{ 160.0] 175.0{ 150.0[ 175.0 ~60.0: | 100.0] 133.5] 100.0{ 133.5| 100.0| 133.5| 100.0| 133.5] 100.0] 127.5] 100.0} 125.6] 100.0] 122.4
86,0 | 150.0/175.0]160.0]175.0{150.0| 175.0] 150.0] 175.0| 150.0| 176.0| 150.0f 176.0| 160.0] 175.0 . 66,0 | 100.0] 133.5] 100.0] 433.5] 100.0[ 133.5[ 100.0[ 128.2] 100.0} 120.2| 100.0] 115.1] 100.0| 112.2
720 1150.01 175.0] 150.0}175.0] 150,0} 175.0] 150.0[ 175.01 150.0[ 175.0/ 150.0} 175.0} 160.0[ 175.0 ~:72,0.| 100.0] 133.5] 100.0| 133.5{100,0] 133.5] 100.0| 123.4] 100.0] 114.7] 100.0] 108.8| 100.0| 104.9
- 78.0.71150.0] 1756.0] 150.0} 176.0| 150.0 176.0| 150.0{ 175,01 160.0] 176.0] 150.0{ 176.0] 160.0{ 175.0 ~78.0--1100.0{133.56]100.0] 133.51 100.0| 132.6] 100.01 116.6| 100.0] 110.5| 100.01 104.0] ©0.4 | 89.4
~-84.0. /1 150.01 175,01 150.01 176.0] 150.0] 175.0} 150.0| 175.0f 150.0] 176.0] 160.0] 175.0[ 150.0[ 175.0| “84.0...] 100.0] 158.5] 100.0| 133.5} 100.0] 129.8] 100.0| 116,5] 100,01 107.1] 100.0} 100.2| 95.2 | ©5.2
- 90.0:-1150.0] 175.0] 150.0]176.0] 150.0] 175.0] 150.0] 175.0[ 150.0 1390 150.0]175.0| $50.0{175.0 -:80.0-.[100.0{133.5[100.0[133.51100.0({127.5] 100.0{ 114.01 100.0] 104.3| 87.1 | 97.1 | 91.8 | 91.8
1:.96.0:-1150.0] 175.0{150.0]1756.0/ 150.0] 175.0] 150.0] 175.0] 150.0] 175.0} 150.0] 175.0] 150.0] 175.0 --96.0 | 100.0]133,5]100.0[ 133.5] 100.0| 125.5] 100.0[ 111.9] 100.0| 102.0| 4.6 | 04.6 | 80.0 | 89.0
\ Maximum design pressure capacity chart’ S Maximum design pressure capacity chart
i,‘ Serles 1000 Aluminum Fixed Window - LMI 80" x 96" with Glazing Type "D" Serles 1000 Aluminum Fixed Window - LM! 60" x 98" with Glazing Type "E"
S Penel widh (in . L. \...1 L N —
| Heght | 240~ [ /30,0 [ 77360 . [ 420 " | "46.0° | 540 .. 600 ] Height |~ "240 .:|.. 800 360 | 420 " 480 "1 540 600
(in) | Pos | Neg | Pos | Neg | Pos [ Neg | Pos | Neg | Pos | Neg | Pos | Neg | Pos | Neg . (n) | Pos | Neg | Pos | Neg | Pos | Neg | Pos | Neg | Pos | Neg | Pos | Neg | Pos | Neg |
-24.0. | 126.0] 150.0] 126.0] 150.0] 126.0] 150.0] 126.0] 150.0] 126.0| 150.0{ 128.0| 150.0{ 126.0] 150.0] | +24.0-1100.0;150.0] 100.0] 150.0 100.0) 150,0] 100.0 150.0] 100.0] 150.6/ 100.0{ 150.0] 100.0] 150.0
30,0 -] 126.01150.0] 126.0] 150.0[ 126.0] 150.0] 126.0] 150.0[ 128.0| 150.0] 126.0| 150.0] 126.0] 150.0 ~.30:0: } 100.0| 150.0] 100.0} 160.0} 100.0{ 180,01 100.0§ 150.0{ 100.0] 150.0] 100.0{ 150.0] 100.0] 150.0
-36.0.-{126.0]150.0{ 126.0] 160.0| 126,0] 150.0] 126.0] 160.0] 126.0] 150.0] 126.0] 160.0] 126.0] 150.0 +:36.0: ] 100.0{150.01 100.0 150.0; 100.0} 150.0} 100.0 160.0| 100.0] 150.0] 100.0] 150.0] 100.0} 150.0
42,0 -:] 126.0} 180.0] 126.0} 150.6[126.0] 150.0] 126.0] 150.0| 126.0| 150.0| 126.0] 150.0| 126.0] 150.0 .. 4204 100.0| 160.0] 100.0{ 160.0} 100.0{ 150.0} 100.0] 150.0| 100.0| 150.0| 100.0{ 150.0{ 100.0} 150.0
48,0 - | 126.0] 150.0] 126.0] 150.0] 126.0] 150.0] 126.0| 150.0] 126.0] 150.0] 126.0] 150.0| 126.0] 150.0 -46.0 .1 100.0{150.0} 100.0] 150.0 100.0} 150.0{100.0] 150.0] 100.0} 160.0{ 100.0] 150.0] 100.0} 150.0
7600 126.0]150.0] 126.0{ 150.0] 126.0{ 150.0] 126.0] 150.0] 126,0| 150.0] 126.0| 150.0] 126.0| 150.0 _-80.0:-1100.01150.04 100.0} 150.0{ 100.0} 150.0} 100.0{ 150.0] 100.0 150.0 100.0} 148.6] 10,0/ 147.1
66,0 |126.0]150.0{176.0[ 150.0] 126.0] 150.0 126.0] 150.0] 126.0] 150.0| 126.0| 150.0] 126.0] 160.0 ©°66.0. |1100.01150.01100.01150.0 100.0} 150.0{ 100.04 150.0} 100.0 144.5] 100.0] 138.3} 100.0§ 134.9
: 72.0::]126.0] 160.0] 126.0] 150.0] 126.0] 150.0} 126.0] 150.0] 126,0] 150.0| 126.0] 150.0] 126.0| 148.5 72.0. 1100.0} 150.0} 100.0;150.0] 100.0} 160.0} 100.0} 148.4] 100.0] 137 9] 100.0 130.8] 100.0] 126.1
.- 78.0-:]126,0] 160.0{ 128.0] 150.0} 126.0] 150.0] 126.0{ 150.0] 126.0] 150.0| 126.0] 147.2| 126.01 140.8 - 78,04 100,01 150,01 100.0{ 150.0| 100.0] 150.0{ 100.0] 143.8] 100.0] 132.8/100.0] 125.0[ 100.0] 119.5
.- 84.0 :{128.0{150.0] 126.0]150.0{128.0] 150.0] 126.0} 150.0{ 126.0} 150.0]| 126.0| 141.8] 126.0] 134.8 84,074 100.0} 150.0] 100.0} 160.0] 100.0] 160.0] 100.0] 140.1} 100.0] 128.7 100.0} 120.5| 100.0] 114.4
~90.0 | 126.0[ 160.0{ 126.0] 150.0] 126.0| 150.0] 126.0| 160.0] 126.0] 147.7| 126.0] 137.5| 126.0] 120.9 900 ) 100,01 150.0] 190.0} 150.0] 100.01150.0 100.0} 137 11100.01 125.4] 100.0] 11681 100.0{ 110.3
980 {126.0] 150.0{ 126.0] 150.0| 126.0] 160.0| 126.0] 150.0| 126.0] 144.4| 126.0] 133.9] 126.0] 126.0 9601 100.0] 150.0{100.0] 150.0; 100.0 150.0] 100.0] 134.5{ 100.0] 122.6] 100.0] 413.7] 100.0} 107.0
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REVISIONS

DATE

REV DESCRIPTION APPROVED
6" MAX. y
] 8" MAX.
TP, |"’| “ oc TYP. 6" MAX.
| TYP.
-4 /// L 6" MAX. 8" MAX.
TYP. "I 0.C. TYP. 6" MAX.
T BT VAX. N S T T o { T
A 0.C. TYP. A Fr
- B f A . L pad
7 |
T /// T T T 78" MAX.
1 L . Y 0.C. TYP.
FRAME CONSTRUCTION: : //
FRAMES ARE CONSTRUCTED FROM EXTRUDED 6063~T6 ALUMINUM. VERTICAL -+ + -+ +
STILES ARE NOTCHED TO RECENVE HORIZONTAL RAILS. EACH RAIL IS SECURED
TO STILES WITH (2) #10 x 1 1/4” SQ. DRIVE SCREW AT EACH END, B.O.M. - o+ = +
ITEM #10. ALL FRAMES USE A FIXED GLASS STOP ON THE EXTERIOR AND AN
APPLIED GLASS STOP ON THE INTERIOR. , ‘ 5 = -+ ™
4 L - _
1 “Z L 7 L
8" VA 8" MAX.
0.C. TYP. _| _ 0.C. TYP. | .
7 )
ANCHORING NOTES: T /// T T 2
1) THERE IS ONE INSTALLATION ANCHORS AT EACH INSTALLATION ANCHOR 4 1 L _Lm I
LOCATION IN HEAD, SILL AND JAMBS.
2) FOR ANCHORING INTO MASONRY/CONCRETE THROUGH A PROPERLY o 7 F 6" Max. ]
SECURED 1X NON-STRUCTURAL WOOD BUCK USE 1/4" ELCO CRETE—FLEX 6 TyPAX- 8" MAX ' Vi 8» MAx __I I__ )
SS4 MASONRY SCREW WITH SUFFICIENT LENGTH TO ACHIEVE A 1 1/4" ' 0.C. TYP. ——| l“- ,‘ L 6" MAX. ' 0.C. TYP. O .
MINIMUM EMBEDMENT INTO SUBSTRATE WITH 1 3/4” MINIMUM EDGE TYP.

3)

4)

6)

DISTANCE. LOCATE ANCHORS AS SHOWN IN ELEVATIONS AND INSTALLATION
DETAILS.

FOR ANCHORING INTO -WOOD FRAMING, 2X BUCK OR WOOD BACKED 20GA.

MINIMUM STEEL STUD USE #14 CUT THREAD WOOD SCREW WITH

SUFFICIENT LENGTH TO ACHIEVE A 1 3/8" MINIMUM EMBEDMENT INTO
SUBSTRATE. LOCATE ANCHORS AS SHOWN IN ELEVATIONS AND INSTALLATION
DETAILS.

SHIM AS REQUIRED AT EACH INSTALLATION ANCHOR WITH |LOAD BEARING SHIM.
SHIM WHERE SPACE OF 1/18” OR GREATER QCCURS. MAXIMUM ALLOWABLE SHIM
STACK TO BE 1/4".

ALL FASTENERS TO BE CORROSION RESISTANT.

INSTALLATION ANCHORS SHALL BE INSTALLED IN ACCORDANCE WITH
ANCHOR MANUFACTURER'S INSTALLATION INSTRUCTIONS, AND ANCHORS
SHALL NOT BE USED IN SUBSTRATES WITH STRENGTHS LESS THAN THE
MINIMUM STRENGTH SPECIFIED BELOW:

A, WOOD — MINIMUM SPECIFIC GRAVITY OF G=0.42

B. CONCRETE ~ MINIMUM COMPRESSIVE STRENGTH OF 3,200 PSI.

C. MASONRY — STRENGTH CONFORMANCE TO ASTM C-90, GRADE N, TYPE
1 (OR GREATER).

D. METAL FRAMING — 20GA (.040) MINIMUM THICKNESS

SERIES_1000_FW_—_ LM]
4'0 x_10'0 ANCHORING

PHODUCT HEVISED
0 complying with the Floride

‘ROTBHCT LA CT ot Ol ]
35-15:6 with the Flpatdn

SERIES 1000 FW LiMi
50 x 80 ANCHORING
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|

PARTS LIST

NO. | PART NUMBER DESCRIFPTION MANUFACTURER MATERIAL
1 [ FH-024B85 HEAD, SHLL & JAMB FRAME KEYMARK ALUMINUM 6063-T6
2 | FS-02862 FLUSH FRAME PLATE KEYMARK 1 ALUMINUM 6063-76
"~ 3 | FS-01882 INSERT KEYMARK ALUMINUM 6063-T6
4 | FS-02861 1 5/16" INSULATED GLASS STOP KEYMARK ALUMINUM 6063-T6
5 | F5-02478 1" INSULATED GLASS STOP KEYMARK ALUMINUM 6063~T6
6 | F5-02479 9/16" GLASS STOP KEYMARK ALUMINUM 6083-T6
7 | GS-YN-Q7A VINYL GLASS STOP
8 | SIKAFAST 552 GLAZING COMPOUND SIKA CORP. POLYURETHANE
9 GLAZING, SEE SHT. 6 FOR DETAILS
10 #10 x 1 1/4” PH SQU. DR. SCREW 18~8 STAINLESS STU
11 #10 x t 1/4" PPH SCREW 18-8 STANLESS STU
12 1/4" ELCO CRETE-FLEX SS4 STAINLESS STEEL
13 f14 cur THREAD WOOD SCREW STAINLESS STEEL

JRODUCT RENEWED
a3 complying with the Florkis

REVISIONS

REY DESCRIPTION DATE

[ APPROVED.

o
A

o
=)

INTERIOR

NG

- EXTERIOR

HORIZONTAL CROSS SECTION B
SERIES 1000 FW — LM

EXTERIOR
VERTICAL CROSS SECTION A

INTERIOR

SERIES 1000 FW — LMI
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REVISIONS

e iy

REV I DESCRIPTION DATE AF'PROV-ED
INTERIOR INTERIOR INTERIOR
[ | . 1/4" HEAT 1/4" HEAT
BT L 1/4" TEMPERED STRENGTHENED == T STRENGTHENED
- GLASS 7 GLASS GLASS
075" VANCEVA VS02 (8) 075" VANCEVA VS02 (&) 090" SGP
4 T BY SOLUTIA : BY SOLUTIA BY DUPONT
S ——Emg | e
T T 1
/4" TEMPERED_’ 9/16" 0.A. _I 1/4” HEAT J 3/16" 0.A, _‘ T | 1/4" HEAT J 3/16" 0., _I
EXTERIOR GLASS THK. EXTERIOR STRENGTHENED GLASS THK. EXTERIOR STRENGTHENED GLASS THK.
° GLASS GLASS ' GLASS
1" GLASS _| | 1" GLASS _ 1" GLASS |
BITE BITE BITE :
GLAZING TYPE A GLAZING TYPE 8 GLAZING TYPE C
9/16” LAMINATED TEMPERED 9/16" LAMINATED HEAT 9/16" LAMINATED HEAT
GLASS W/0.075" VANCEVA STRENGTHENED GLASS STRENGTHENED GLASS
VS02 BY SOLUTIA V\J/é%?gv ‘éﬁ’;’jm : W/0.090" SGP BY DUPONT
; 1/4" HEAT
, ; _3/16" TEMPERED [ STRENGIHENED
: GLASS
. _.075” VANCEVA VS02
| INTERIOR 075" VANCEVA VS02 INTERIOR BY SOLUTIA
BY SOLUTIA 1/4” HEAT
3/16" TEMPERED — STRENGTHENED
0 OLASS | ® | GLASS |
N\ 1 L 17 oa \ T L1174 oA
by GLASS THK. b GLASS THK.
3/16" TEMPERED | “Los R . | : 3/16" TEMPERED 12 AR M
SPACE SPACE
EXTERIOR GLASS EXTERIOR GLASS
GLAZING TYPE D

GLAZING_TYPE D
" 1 1/4" IGU LAMINATED
1" IGU LAMINATED TEMPERED
GLASS W/0.075" : TEMPERED/HEAT STRENGTHENED
VANCEVA BY SOLUTIA GLASS W/0.075"
VANCEVA BY SOLUTIA

W]'nD 00Tt 7500 AMSTERDAM DRIVE

PRODUCT REVISED ORLANDO, FL 32832 7 6/7 _
SRODUCT HENEWED 22 auptyng wilhshe Florio INCORPORATED  Fhous 071800 I s Z_
‘:ns compiying with the Plovlis Bulding

Buifing Code
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B8Y OTHERS REV | DESCRIPTION | DATE
| MASONRY/CONCRETE ) -
gg BY OTHERS 1 3/4" MIN. 1/4" ELCO CRETE-FLEX MASONRY /CONCRETE
il EDGE DIST. SS4 MASONRY SCREW BY OTHERS

MASONRY /CONCRETE

REVISIONS

APPROVED

AN #14 CUT THREAD T TN #14 CUT THREAD
| e . T 00D SCREW P T WOOD SCREW
1X NON-STRUCTURAL 2X BUCK SRAND UL PR
BUCK BY OTHERS, 1X 18 BY OTHERS \ TR | 2X BACKED 20CA. ST |
TO BE PROPERLY Ry /4" MIN. : MIN. STEEL STUD
SECURED - EMBED. ‘ 1 3/8" MIN. BY OTHERS \f 1 3/8" MIN
*m EMBED. EMBED.
SHIM |
1/4" MAx._T , 1/4" MAX. ]
_ BACKER ROD & BACKER ROD & SHIM BACKER ROD & SHIM
SEALANT BY OTHERS SEALANT BY OTHERS SEALANT BY OTHERS
EXTERIOR NTERIOR EXTERIOR INTERIOR
| EXTERIOR INTERIOR
» #10 x 1 1/4" PPH Al #10 x 1 1/4" PPH 1y #10 x 1 1/4" PPH
T SCREW SPACED 8" AT SCREW SPACED 8" AT SCREW SPACED 8"

FROM ENDS & 18"
*MAX. 0.C. THEREAFTER

FROM ENDS & 16"
MAX. O.C. THEREAFTER

FROM ENDS & 16"
MAX. 0.C. THEREAFTER

ii #14 CUT THREAD
_' BACKER ROD & #14 CUT THREAD WOOD SCREW
N WOOD SCREW

§ SEALANT 8Y OTHERS SEALAT R Bap & / BACKER ROD & — |tk

1/4" MAX. 1/4" MAX. SEALANT BY QTHERS —\ 1/4" MAX,
[ SHIM SHIM [ SHM
] ; 2X BACKED 20GA. %
= ' ¥ MIN. STEEL STUD !
/ _ { 1 3/8" MIN. BY OTHERS 1 3/8" MIN.
SILL PAN SRR R / EMBED. EMBED.
8Y OTHERS "‘ ‘ ".‘_1"'-"':""_. R 1 1/4” MIN. . SILL PAN
/ SN AEd EMBED. i o T T SILL PAN T |
1X NON—STRUCTURAL e DA i e e aT e BY OTHERS NE
BUCK BY OTHERS, 1X L RN LA 2X BUCK R,
TO BE PROPERLY 1 3/4" MIN, SN AY A BY OTHERS L
SECURED "1 EDGE DIST. MASONRY/CONCRETE ‘ /
BY OTHERS MASONRY /CONCRETE
1000 _SERIES LME FW {BY OTHERS
MASONRY /CONCRETE ey DLMMES LI TW 1000 SERI W
1000 _SERIES LMI_FW BY OTHERS 2X BUCK TO MASONRY/CONCRETE/WOOD ERIES LML F

2X BACKED STEEL STUD INSTALLATION, HEAD & SiLL
SHOWN JAMB INSTALLATION IS SAME AS HEAD

y7A

5%:,/0?

1X BUCK TO MASONRY/CONCRETE
INSTALLATION, HEAD & SILL SHOWN JAMB
INSTALLATION {S SAME AS HEAD

FRAMING INSTALLATION, HEAD & SHL SHOWN
JAMB INSTALLATION IS SAME AS HEAD

7500 AMSTERDAM DRIVE

ORLANDO, FL 32832

Phone: 407.481.8400
Farx: 407.481.0505

WinDoor
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www.windoorinc.com
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1.875"

—= = .08"

+ (B

@HEAD SILL & JAMB FRAME
6063~T6 ALUM.

l—— 1.295" -—l

J—“
- e

@1 5/16" INSULATED
GLASS STOP
6063—-T6 ALUM,

062" — 1.125"

———d

© Agpepiance Mo [ e 0 )

@ FLUSH FRAME PLATE
6063-T6 ALUM.

062" —wf e )
1.175

|

~— 974" —‘

@ 17 INSULATED
GLASS STOP
6063-T6 ALUM.
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DATE APRROVED

1T

l 37 ]
06" 375

INSERT
6063~T6 ALUM.

062" — |-

U

@ 9/16” GLASS STOP
6063-T6 ALUM.

7500 AMSTERDAM DRIVE

INCORPORATED  Foac 6481540

www.windo oﬁqr}fci)':xﬁ -

SERIES 1000 ALUMINUM FIXED WINDOW ~ LM

4'0 x 10°0 AND 50 x 8'0 aﬁ&:-.h

COMPONENTS

DWG NO.
08-00665

OATE 12/19/08

1.175"

~— .974" —‘

LUIS R. LOMAS P.E,
Florida No. 62514




