BASF Corporation (FL)
3550 St. Johns Bluff Rd. South
Jacksonville, FL 32224

SCOPE: This NOA is being issued under the applicable rules and regulations governing the use of construction materials. The documentation submitted has been reviewed and accepted by Miami-Dade County RER-Product Control Section to be used in Miami Dade County and other areas where allowed by the Authority Having Jurisdiction (AHJ).

This NOA shall not be valid after the expiration date stated below. The Miami-Dade County Product Control Section (In Miami Dade County) and/or the AHJ (in areas other than Miami Dade County) reserve the right to have this product or material tested for quality assurance purposes. If this product or material fails to perform in the accepted manner, the manufacturer will incur the expense of such testing and the AHJ may immediately revoke, modify, or suspend the use of such product or material within their jurisdiction. RER reserves the right to revoke this acceptance, if it is determined by Miami-Dade County Product Control Section that this product or material fails to meet the requirements of the applicable building code.

This product is approved as described herein, and has been designed to comply with the Florida Building Code, including the High Velocity Hurricane Zone.

DESCRIPTION: Acrocrete Acrowall-ES Plus EIF System with Acrostop R over 5/8” Plywood - L.M.I.

APPROVAL DOCUMENT: Drawing titled “Acrocrete Assembly Detail for Acrowall-ES Plus Wall System with Acrostop R over Plywood and 2x4 Wood Frame”, sheets 1 through 3 of 3, dated 12/10/2013, with last revision dated 02/26/2019, prepared by BASF Corporation, signed and sealed by William O. Bishop, P.E. on 03/05/2019, bearing the Miami-Dade County Product Control renewal stamp with the Notice of Acceptance number and expiration date by the Miami-Dade County Product Control Section.

MISSILE IMPACT RATING: Large and Small Missile Impact Resistant

LABELING: Each unit shall bear a permanent label with the manufacturer’s name or logo, Acworth, GA and following statement: "Miami-Dade County Product Control Approved", unless otherwise noted herein. Each container (bucket or drum) needs to be labeled. Unit is further defined as each roll of reinforcing mesh.

RENEWAL of this NOA shall be considered after a renewal application has been filed and there has been no change in the applicable building code negatively affecting the performance of this product.

TERMINATION of this NOA will occur after the expiration date or if there has been a revision or change in the materials, use, and/or manufacture of the product or process. Misuse of this NOA as an endorsement of any product, for sales, advertising or any other purposes shall automatically terminate this NOA. Failure to comply with any section of this NOA shall be cause for termination and removal of NOA.

ADVERTISEMENT: The NOA number preceded by the words Miami-Dade County, Florida, and followed by the expiration date may be displayed in advertising literature. If any portion of the NOA is displayed, then it shall be done in its entirety.

INSPECTION: A copy of this entire NOA shall be provided to the user by the manufacturer or its distributors and shall be available for inspection at the job site at the request of the Building Official.

This NOA renews NOA # 14-0121.04 and consists of this page 1 and evidence pages E-1 and E-2, as well as approval document mentioned above.

The submitted documentation was reviewed by Carlos M. Utrera, P.E.

NOA No. 19-0320.03
Expiration Date: April 29, 2024
Approval Date: May 30, 2019
Page 1
NOTICE OF ACCEPTANCE: EVIDENCE SUBMITTED

1. Evidence submitted under previous NOA's

A. DRAWINGS "Submitted under NOA # 14-0121.04"
   1. Drawing titled "Acrocrete Assembly Detail for Acrowall-ES Plus Wall System with Acrostop R over Plywood and 2x4 Wood Frame", sheets 1 through 3 of 3, dated 12/10/2013, prepared by BASF Corporation, signed and sealed by William O. Bishop, P.E.

B. TESTS "Submitted under NOA # 09-0303.12"
   1. Test reports on 1) Air Infiltration Test, per FBC, TAS 202-94
      2) Uniform Static Air Pressure Test, Loading per FBC TAS 202-94
      3) Water Resistance Test, per FBC, TAS 202-94
      5) Cyclic Wind Pressure Loading per FBC, TAS 203-94
      along with marked-up drawings and installation diagram of Acrocrete Acrowall-ES Plus Wall (EIF) System, prepared by Hurricane Test Laboratory, LLC, Test Report No. 0469-0708-07, dated 09/12/2008, signed and sealed by Vinu J. Abraham, P.E.

C. CALCULATIONS
   1. None.

D. QUALITY ASSURANCE
   1. Miami-Dade Department of Regulatory and Economic Resources (RER)

E. MATERIAL CERTIFICATIONS
   1. None.

F. STATEMENTS "Submitted under NOA # 14-0121.04"
   1. Drawing statement of code conformance to 2010 FBC prepared by BASF Corporation, dated 12/10/2013, signed and sealed by William O. Bishop, P.E.

   "Submitted under NOA # 09-0303.12"

   2. Laboratory compliance letter for Test Report No. 0469-0708-07, issued by Hurricane Test Laboratory, LLC, dated 09/12/2008, signed and sealed by Vinu J. Abraham, P.E.
NOTICE OF ACCEPTANCE: EVIDENCE SUBMITTED

2. New evidence submitted

A. DRAWINGS
1. Drawing titled “Acrocrete Assembly Detail for Acrowall-ES Plus Wall System with Acrostop R over Plywood and 2x4 Wood Frame”, sheets 1 through 3 of 3, dated 12/10/2013, with last revision dated 02/26/2019, prepared by BASF Corporation, signed and sealed by William O. Bishop, P.E. on 03/05/2019.

B. TESTS
1. None.

C. CALCULATIONS
1. None.

D. QUALITY ASSURANCE
1. Miami-Dade Department of Regulatory and Economic Resources (RER)

E. MATERIAL CERTIFICATIONS
1. None.

F. STATEMENTS

Carlos M. Utrera, P.E.
Product Control Examiner
NOA No. 19-0320.03
Expiration Date: April 29, 2024
Approval Date: May 30, 2019
APPLICATION NOTES
1. Sheathing fabric is embedded in Acrostop R at sheathing joints. Sheathing fasteners are spotted with Acrostop R.
2. Apply 2 coats of Acrostop R to sheathing surface uniformly at 10 miles wet each. Allow first coat to dry prior to second coat application.
3. Acrocrete base coat is mixed at the time of use with Portland cement (1 to 1 by weight) and water with paddle and drill to a homogeneous consistency.
4. Acrocrete base coat is applied to the back of the EPS insulation board using a 1/2" x 1/2" U notched trowel, having 2" flat segments between notches.
5. Miami-Dade County approved EPS insulation has a density of 1.0pcf and it shall be applied horizontally in a running bond pattern. Staggering vertical joints and corners.
6. After base coat is dried and insulation board is rasped to a smooth surface, a layer of Acrocrete base coat is applied to the exposed surface. Acromesh 4 reinforcing mesh is embedded in the net base coat by trombling from the center out. All edges are lapped 2 1/2 inches.
7. Acrocrete finish is an acrylic-based textured exterior coating ready mixed from the factory. It is applied with a stainless steel trowel and floated to a desired texture.

GENERAL NOTES
1. This system has been designed in accordance with the latest Florida Building Code and its latest supplements.
2. This system has been tested in accordance with Miami-Dade County Protocol TAS-202 & TAS-203 for structural and cyclic testing.
3. This system shall be applied by a licensed plastering contractor following this notice of acceptance. The recommendations of Acrocrete and the applicable section of the Florida Building Code.
4. The engineer and/or architect of record for each project using this system shall size all stud framing to ensure performance with stud deflection and stress limitations as required by governing code and this document.
5. Details on sheet 2 & 3 of 3 are typical and show intent to prevent water infiltration into and behind the system. Alternate details and specific conditions not covered by the typical details are the responsibility of the licensed design professional in consultation with Acrocrete.

NOTE: PANEL SIZE 8 FEET HIGH

<table>
<thead>
<tr>
<th>Design Pressure Rating</th>
<th>+/- 75 PSF</th>
</tr>
</thead>
<tbody>
<tr>
<td>Installed over an impact resistant substrate</td>
<td></td>
</tr>
</tbody>
</table>
Details for Acrowall-ES Plus Wall System with Acrostop R over Plywood and 2 x 4 Wood Frame

**PRODUCT RENEWED**

as complying with the Florida Building Code
NOA-No. 19-0320.03
Expiration Date 04/29/2024

By Miami-Dade Product Control

BASF Corporation
3550 St Johns Bluff Rd South
Jacksonville, FL 32224
800-221-3625
NOTE: ACROCRETE T IS APPLIED TO ACROCRETE BASE COAT IN SEALANT JOINTS PRIOR TO APPLICATION OF SEALANT SYSTEM