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Top 10 Reasons for Failing HQS 
 

 
 

 

 
 

1. Reverse polarity on electrical circuits 
2. Ungrounded 3-prong electrical outlets 
3. Exposed electrical wires 
4. Non-functional ground fault circuit interrupter (GFCI) outlets 
5. Short or missing pressure relief valve extension tubes 
6. Deteriorated interior & exterior paint 
7. Nonfunctioning smoke detectors 
8. No locks on ground floor windows 
9. Bathroom ventilation (non-working window or fan) 
10.  Inaccessible areas in a unit (e.g., utility closet, bathroom) 
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10 pi gwo rezon ki fè kay pa pase HQS 
 

 

1. Move koneksyon fil kouran nan sikui elektrik 
2. Plòg elektrik 3 tèt ki pa gen fil de tè 
3. Fil kouran ki parèt nan kay la 
4. Brekè ki pa mache byen 
5. Tib soupap sekirite presyon ki twò kout oubyen ki manke 
6. Penti anndan ak deyò ki dekale 
7. Detektè lafimen ki pa mache 

 

 

8. Pa gen kadna nan fenèt ki rive atè yo 
9. Kote pou lè pase nan saldeben (fenèt, vantilatè pa mache) 
10. Zòn ki mal pou moun antre ladan yo nan yon kay (egzanp, 

kazye enstalasyon kouran, chanm twalèt) 
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Las 10 Principales Razones para Fallar en HQS 
 

 

1. Polaridad Revertida en los circuitos eléctricos 
2. Tomacorrientes de tres puntas no conectados a tierra 
3. Cables eléctricos expuestos 
4. Tomacorrientes GFCI que no funcionan 

 

 
 

8. Ventanas al nivel del piso que no tengan pestillos de seguridad 
9. Ventilación de los Baños (ventana o ventilador que no funcionan) 
10. Áreas Inaccesibles en la unidad (por ej., clóset de "utility", baño) 

5. Tubos de extensión faltantes o cortos de la válvula de alivio de la 
presión 

6. Pintura interior y exterior deteriorada 

7. Detectores de humo que no funcionan 
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