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Section Two DESIGN GUIDELINES
TYPICAL TRAILHEAD CONNECTION 

PLAN
 

A.D. BARNES PARK
 

Trailheads are integral parts of any trail system. 
Providing a visitor center, existing parking, restroom 
facilities, drop-off, shaded seating, and bike racks, the 
A.D. Barnes Park trailhead serves both the park and 
trail with amenities, maximizing benefits. With one (1)  
centrally located trailhead, Ludlam Trail will rely on 
strong connections to municipal and county parks for 
amenities and parking.

N

0’ 12.5’ 25’ 50’

Shared-Use Path
14’ Minimum, 8’ Shared-
Use Path with Center Stripe,
6’ Pedestrian Path with 
Solid Stripe

Landscape Screening, typ.
Landscape Screening where 
Applicable, Native Species

Shade Trees, typ.
Native Species, 
Intermittent Shade Trees

Route Marker, typ.
Bike Route Sign and 
Directional Sign 

Two-Rail Wood Fence, typ.
Delineate Corridor and 
Discourage Encroachment

Palm, typ.
Sabal Palmetto

Pedestrian Light, typ.
Cut-off, safety light

Roadway Pavers
Park Map 

and Park Features

Trash Receptacle, typ.
Typical Park Receptacle

Bike Rack, typ.
Cluster of 4

Seating
Typical Park Bench

Decision Area
Trail Route Information and 
Directional Signs, Distinctive 
Landscape, 1% Max. Slope

Roundabout
Trail Roundabout, 
12’ Minimum Trail Width

A.D. Barnes
Park

Property Line
Existing Property Line

Visitor Center
Planned Eco-Hub/ Visitor Center,

with Restrooms to Serve as 
Trailhead Facility

Drop-Off
Visitor Center and Trailhead

Drop-off

Connection Path
8’ Minimum Asphalt Path

Parking
Existing Parking

Roadway Pavers
High Contrast Trail Pavers 

and Trail Zone Pavers

Softball Field

Eco-Hub

Camping
Facility

Bike Rack, Typ.
Cluster of Three




