TACK COAT ALL

SURFACES & EDGES \

COMPACTED BACKFILL

NOTE:

FOR PAVEMENT RESTORATION, REFER TO D.O.T.,
MIAMI-DADE COUNTY PUBLIC WORKS OR
SPECIFIC MUNICIPALITY STANDARDS.

DITCH WIDTH (W) +4’

SURFACE REPLACEMENT

ASPHALTIC CONCRETE THICKNESS TO BE
THE SAME AS ADJACENT ROADWAY BUT
SHALL NOT BE LESS THAN 3 INCH
THICK IN ANYCASE.

[

EXISTING SURFACE

;

|- 6"

SECTION

EXISTING PAVEMENT SHALL BE SAW CUT
ALONG A NEAT, STRAIGHT LINE.

L FOR BASE RESTORATION
REFER TO SPECIFICATIONS

STRUCTURAL ASPHALT:
SUPERPAVE 12.5

CROSS | SPEC.
ITEM REF. | REF.
ISSUE DATE | APPROVED BY STANDARD DETAIL A
08/02/2013 JBF.
MIAMI-DADE PAVEMENT RESTORATION 1 2
COUNTY .

Delivering Excellence Every Day

(STATE ROAD) TYPE I

SHEET 1 oF 1




