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TYPE "A" MANHOLE FRAME & COVER MARKED "WATER”

(HEAVY DUTY LOADING) SEE STANDARD DETAIL SS 4.0

1&2 OF 2 FOR TYPICAL DIMENSIONS

4 #5 ADDITIONAL DIAGONAL BARS
AROUND OPENING (TYP)
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BRICK \_;g

#5 @ 6" 0/C EW /P -
CENTERED IN SLAB SR

TOP OF PIPE
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NOTE:

SECTION /A

WIRE SEAL & PADLOCK
\1” COPPER TUBING

BRONZE THREADED COUPLING

1" CORPORATION STOP

%

FOR GRASS AREAS, ADD A REINFORCED CONCRETE SLAB COLLAR AROUND

TYPE Il CONCRETE ALL AROUND

= - 5'x5'x8” MIN. THICKNESS

e CONCRETE SLAB FOR MANHOLE
FOUNDATION WITH 2479 OPENING
ON CENTER (4000 PSI)

WITH SWIVEL NOT DRILLED FOR

MANHOLE/VALVE BOX IN GRASS AREA

SS 21.0

TYPE "A” MANHOLE COVER & FRAME]

SS 4.0

WATER & SEWER DEPARTMENT

M.H. FRAME AS PER STANDARD DETAIL SS 21.0, 1 OF 1.
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