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1	SCOPE OF SERVICES
The awarded bidder shall provide an operator(s) and equipment to ultrasonically inspect rail tracks comprised of 45.6 miles of mainline track, 1.0 miles of pocket track, and 0.7 miles of yard lead track. Included are 12 interlocking and 22 station locations.
All tracks are constructed of 115RE, control-cooled continuously weld rail. Bolted and insulated rail joints will be encountered through interlocking and station locations.
2	TESTING & INSPECTION REPORT
Provide a detailed inspection report within twenty-four (24) hours of conducting each test, or as instructed by the Transit department. Testing and Inspection reports must include all findings stipulated in Section 3.3, Test Specifications.
3	TEST SPECIFICATIONS
Inspection equipment will make a continuous ultrasonic search for internal defects over the entire length of each running rail and must be capable of detecting defects between joint bars and in the area enclosed by joint bars as follows:
A. Transverse fissures or other centrally located transverse defects representing approximately 5% of the cross-sectional area of the rail head.
B. Detail fractures representing approximately 10% of the cross-sectional area of the rail head and not masked from above the shallow horizontal separation sometimes associated with shells.
C. Engine burn fracture with transverse component developing from thermal cracks underneath driver burns representing approximately 15% of the cross-sectional area of the head.
D. Horizontal split heads at least 2 inch length and located ½ inch or more below the running surface of the rail and at least halfway across the rail head.
E. Vertical split head so oriented as to interrupt an ultrasonic signal transmitted through the rail section from above, and 6 inch in length or longer.
F. Head and web separations and split webs outside the joint bar area at least 2 inch in length and progressing entirely through the rail web.
G. Joint defects – bolt hole cracks and head and web separations inside the joint bar limits at least ½ inch in length and progressing entirely through the rail web.
H. Defective welds (plant or field) with centrally located transverse defects, voids or inclusions in the rail head repressing approximately 5% of the cross-sectional area of the rail head, head defects not centrally located representing approximately 10% of the cross-sectional area of the rail head and web defects on a generally horizontal plane at rail welds approximately 2 inch in length or longer with penetration more than half way across the rail web.
I. Smaller defects than those noted above could be detectable under certain conditions in all defect categories.
4 	VEHICLE SPECIFICATIONS
[bookmark: _GoBack]Due to a retrofit of additional power rail pedestals, the maximum allowable distance from the gauge side of the running rail adjacent to the power rail must not exceed 15 inches so that the rubber tires on the vehicle clear the hurricane pedestals.
5	LIMITATION OF OPERATIONS
The awarded bidder will perform testing during the hours from 12:30am to 4am, except when additional work is necessary for the proper care and protection of the work already performed, and when permission to do such work is secured from the Miami-Dade County Department representative.  No overtime work shall be started without prior approval of the County’s immediate project manager or his/her designated representative.
6	NOTIFICATION PRIOR TO COMMENCEMENT OF WORK SHALL BE  FOURTEEN (14) DAYS:
The County will give a minimum lead time of fourteen (14) calendar days to the awarded bidder prior to the desired starting date for regular testing. However, in case of emergency there may be no lead time.
7	IDENTIFICATION BADGES
It is a requirement that all contractor employees must obtain the MDT contractor, photographic identification badge prior to being granted access to certain MDT property.  Other user departments may have similar requirements as may be identified in their respective request for quotation. 
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