SUBCONTRACTOR/SUPPLIER LISTING (ITQ 9/15 – 12/15)
(Miami-Dade County Code Sections 2-8.1, 2-8.8 and 10-34)

MIAMI-DADE COUNTY	                                                                               QUOTE NO.: 6-2015

 IVITATION TO QUOTETHIS IS NOT
AN ORDER
[image: ]

MIAMI-DADE COUNTY
Procurement Management
111 NW 1st Street, Suite 1300
Miami, Florida 33128-1974

	THIS DOCUMENT IS A DRAFT OF A FUTURE SOLICATIONATION AND IS SUBJECT TO CHANGE WITHOUT NOTICE.  QUOTATION NO.: GROUP 2 - 1
DUE DATE & TIME: FRIDAY, AUGUST 14, 2015 at 2:00 P.M. 

	
QUOTATION TERM:   November 1 2015 – October 31, 2016

REFERENCE CONTRACT NO. / TITLE.:  8889-1/24 Tire Retreading Services  

	
CONTACT PERSON: Phillip Ford 
	
PHONE: (305) 375-1291

	
Email: pford@miamidade.gov


PURPOSE:
The purpose of this Invitation to Quote (ITQ) is to establish a firm fixed price contract for tire retreading services (GROUP 2) listed herein in electronic format (Excel) Price Submittal Form (labeled Attachment A), which is attached to the e-mail containing this ITQ. The terms and conditions of contract number 8889-1/24 Tire Retreading Services are applicable to this quotation.  This ITQ is only extended to those firms that have been previously deemed pre-qualified to participate in spot market quotations.  Failure to complete, sign and return page five (5) of this ITQ may render your quotation non-responsive and ineligible for award. 

QUOTATION SUBMITTAL:
A sealed quote is required and will be accepted until the due date and time stipulated above.  Quotes received after the time and date specified, and after any other quotes have been opened may not be accepted. All envelopes containing the sealed quotations received will be stamped with a time and date by the Internal Services Department, Procurement Management Division (ISD/PM) prior to the bid submittal deadline and accepted as timely submitted.  The circumstances surrounding any quote received and time stamped by ISD/PM after the quote submittal deadline will be evaluated by ISD/PM, in consultation with the County Attorney’s Office, to determine whether the quote will be accepted as timely.

SUBMIT SEALED QUOTE TO:

Procurement Management Services
Attention: Vendor Services Unit
Stephen P. Clark Center
111 NW 1st Street, 13th Floor
Miami, Florida 33128-1983

The ISD/PMS Vendor Services section business hours are 8:00am to 5:00pm, Monday through Friday.  Additionally, the section is closed on holidays observed by the County.

Requests for additional information or clarification must be made in writing to Phillip Ford via email at pford@miamidade.gov with a copy to the Clerk of the Board at clerkbcc@miamidade.gov.   The County will issue responses to requests for additional information as necessary by written addenda prior to the scheduled due date.  It is the bidder’s responsibility to assure receipt of all addenda.



QUOTING INSTRUCTIONS:

A. Each ITQ submittal package shall have the Bidder’s name, return address, quotation number, due date, and title of the contract clearly marked on the face of the envelope.

B. Bidder shall include in its sealed envelope an original of this entire completed and signed quotation package. 

Note: Failure to comply with the submittal instructions above may result in your Quote not being considered for award.

METHOD OF AWARD:

There are nine (9) services (A – I) as described in the Technical Specifications of this ITQ.  To receive an award for a service, the Bidder shall be pre-qualified for that service in Group 1.  Award will be made for aggregate  of each individual service (A, B, E, F, G, H, I) and  aggregate  of each individual sub service (C1, C2, D1, D2) and will be to the two (2) lowest responsive, responsible Bidder(s) who submits a quote on all items listed within the service and whose offer represents the lowest price when unit prices are added in the aggregate for that service.  Pricing for ancillary items will not be evaluated to determine the lowest price for the service; however, Bidders must submit ancillary pricing to be considered for award.  

The designated lowest bidder for each service will be awarded as the primary bidder and the designated second lowest bidder as the secondary bidder respectively. The primary bidder shall be given the first opportunity to deliver the goods and services identified in this contract. If the primary bidder declines this opportunity or will not meet conditions of this ITQ and/or  original contract, 8889-1/24 the County shall seek the identified goods from the secondary bidder. 

The Internal Services Department, Division of Procurement Management Services shall issue an award notice via e-mail to all pre-qualified contractors.  

TERMS & CONDITIONS

The latest general terms and conditions pertaining to this solicitation may be viewed online at the Miami-Dade County Procurement Management website by clicking on the below link: 
http://www.miamidade.gov/procurement/library/boilerplate/general-terms-and-conditions-r15-2.pdf

The special conditions of contract 8889-1/24 may be viewed online at the Miami-Dade County Procurement Management website by clicking on the below link:

https://www.miamidade.gov/DPMww/SearchAwardSheetAttachments.aspx?ContractId=8889-1/24

This quote form, Attachment A, any addenda, and/or properly executed modifications, the purchase order (if issued), any change order (if applicable), and contract 8889-1/24 constitute the entire agreement.   

Any bidder may protest any recommendation for contract award in accordance with the applicable provisions of the Miami-Dade County Code.



TECHNICAL SPECIFICATIONS 

The technical specifications within this ITQ have been updated to reflect the desired level of service required by the County for Group 2 tire recapping.  Where any conflict may be apparent between this ITQ solicitation and the specifications of the initial bid of 8889 -1/24, the ITQ specifications will take precedence.  It is incumbent upon the Bidder to fully read these specifications prior to submitting a quote. Being such, it is the responsibility of the Bidder to become thoroughly familiar with the specifications of this ITQ.  Pleas of ignorance by the Bidder of conditions that exist or that may exist will not be accepted as a basis for varying the requirements of the County, or the compensation to be paid to the Bidder. 
 
COMMONLY USED DEFINITIONS
Bead: The area of the mounted tire which seats against the wheel.
Bias tire: A tire built with two or more casing plies which cross each other in the crown at an angle of 30 or 45 degrees to the tread centerline.
Body: Tire structure except for tread and sidewall rubber.
Bulge: Acceptable section repair in a radial tire not to exceed 3/8" (9.6mm) in height. This "bulge" may be identified by a blue triangular label.
Carcass: The body of a tire; another term for casing.
Casing: The main body of a tire; includes the sidewall, steel belts (if applicable), and surface underneath the tread of a tire.
Crown: The region between the shoulders of the tire.
Cure: To vulcanize; also time and temperature conditions used to vulcanize a tire.
DOT: A tire branding symbol which denotes the tire meets requirements of the Department of Transportation.
Durometer: A measure of the hardness of a rubber compound; its resistance to penetration of a spring-loaded blunt needle.
Gross Vehicle Weight (GVW): The total weight of the vehicle, including passengers, fuel, cargo and attachments.
Gross Vehicle Weight Rating (GVWR): The maximum permissible loaded weight of the vehicle and takes into account the capabilities of the engine, transmission, frame, spring, brakes, axles and tires. The GVW must not exceed the GVWR.
Plies: The layers of fabric that make up the cord body of a tire.
PSI: Pounds per square inch.
Radial tire: A tire built with casing plies that cross the crown at an angle of 90 degrees.
Recap: Another term for a retreaded tire.
Retread: A used casing which has new tread rubber applied to it.
Ribs: The rubber elements at the tire tread which contact the ground, oriented in a generally circumferential direction.
Rim: The component that supports the tire and contains the inflation pressure. It may be single piece or multi-piece.
RMA: Rubber Manufacturers Association.
Shoulder: Outer edges of tire tread.

Sidewall: The portion of a tire between the thread shoulder and the rim bead.

T-Rated: A speed rating category for vehicles with a top speed up to 118 mph.
Top Cap Treading: Only the top or tread (crown) area is buffed and a tread rubber with abrupt shoulder applied. This type of treading is used mostly on truck tires in highway service where appearance is not as important as economy.
Tread: The grooved or patterned exterior part of the tire which contacts the road surface.
Tread buffing: A process in which a portion of the tire tread is removed by buffing or grinding it down: similar to tread shaving.
Tread depth: The distance measured near the centerline of the tire, from the base of the tread design to the top of the tread.
Tread grooves: The space between two adjacent tread ribs, lugs or bars.
Tread life: Length of service in miles before the tread wears out.
Tread radius: The radius of curvature of the tread arc across the tread.
Tread rib: A tread section running circumferentially around a tire.
Tread rubber: Compounded natural or synthetic rubber that is placed on a buffed casing and vulcanized to produce a new wear surface.
Tread width: The tread width is the distance from outer edge to outer edge of the tread.




GENERAL REQUIREMENTS FOR GROUP 2 RECAPPING SERVICES

(A) These are the minimum requirements for the recapping of various sizes of truck and Off-The-Road (OTR) construction equipment tires including foam filled tires for Miami-Dade County.  The recapping of truck tires will be performed either on tire casings owned by Miami-Dade County, or on a bidder supplied “virgin” casing.  The retreading of truck tires shall be done by either using a pre-cured top cap or one piece seamless ring tread pre-cured top cap which have the tire tread imbedded at time of manufacture. The retreading of OTR tires will be performed either on tire casings owned by Miami-Dade County, or on a bidder supplied “virgin” casing.  The retreading of OTR tires for construction equipment will be accomplished by the application of layers of bands of rubber to a properly buffed casing.  The awarded Bidder will need to apply the sufficient amount of layers of rubber to achieve the final required tread depth after the grooving of the tires. 

When required, recapping and/or retreading services shall include all nail hole and section repairs needed by the casing in accordance with the retread industry repair guidelines. These repairs shall be made using the latest technology and proven repair materials and techniques.   	Comment by Erbella, Juan (ISD): Should read ALL REPAIRS not just nail hole and scetion

All tires offered will be prepared using only the finest commercial techniques as endorsed and recommended by the Retread Tire Association (RTA), Tread Rubber and Tire Repair Materials Manufactures Group (TRMG) latest Industry Recommended Practices for Tire Retreading and Tire Repair (IRPs) publication and Tire Industry Association (TIA)
by the Rubber Manufacturer’s Association (RMA), Tire Industry Association (TIA), and the Tire Retread & Repair Information Bureau (TRIB), and are subject to the following additional practices and requirements.

All tires are to be permanently branded with the tire re-treader’s Truck Tire Retread Markings per DOT requirements (illustrated below) Glued, bonded or vulcanized numbers and dates onto the side of the tire casing are not acceptable “No Substitution”.

[image: ]



(B) The County may request use of any of the following recapping service:

	Service A: 
	Recapping of County Supplied Truck Tire Casing with a Precured Top Cap

	Service B: 
	Recapping of County Supplied Truck Tire Casing with a one piece seamless ring tread pre-cured top cap


	Service C: 
	Recapping of Bidder Supplied Used Virgin Truck Tire Casing with a Precured Top Cap

C1 Used Grade A Casing as defined below.

C2 Used Grade B Casing as defined below.


	Service D: 
	Recapping of Bidder Supplied Used Virgin Truck Tire Casing with a one piece seamless ring tread pre-cured top cap

D1 Used Grade A Casing as defined below.

D2 Used Grade B Casing as defined below.



	Service E: 
	Recapping of Bidder Supplied New Virgin Truck Tire Casing with a Precured Top Cap


	Service F: 
	Recapping of Bidder Supplied New Virgin Truck Tire Casing with a one piece seamless ring tread pre-cured top cap


	Service G: 
	Recapping of County Supplied Solid Filled Off the Road (OTR) Bias Ply Tire Casings to Include Re-pressurizing of the Tire if Needed


	Service H: 
	Recapping of Bidder Supplied  Off the Road (OTR) Bias Ply Tire Casings to Include dismount and disposal of existing tire and foam fill, remounting of vendor supplied casing, and foam filling of wheel assembly.


	Service I: 
	Rim Refurbishment. 








(C) Estimated quantities for recapping services are listed below.  The County will decide which 
process service to use for the recapping.   


	Combined Estimates for Services A and B

	Tire Size
	Estimated Quantity
	Minimum Tread Depth

	11 R 22.5
	201,000
	18/32 Highway All Position Tread Design

	12 R 22.5

	32,430
	18/32 Highway All Position Tread Design

	
	34,375
	24/32 In a Waste Hauler Design

	315 80 R 22.5
	34,375
	24/32 In a Waste Hauler Design

	

	Combined Estimates for Services C, D, E and F

	Tire Size
	Estimated Quantity
	Minimum Tread Depth

	11 R 22.5
	101,000
	18/32 Highway All Position Tread Design

	12 R 22.5

	1,150
	18/32 Highway All Position Tread Design

	
	2,050
	24/32 In a Waste Hauler Design

	315 80 R 22.5
	2,075
	24/32 In a Waste Hauler Design

	

	Estimate for Service G

	Item 
	Estimated Quantity
	Minimum Tread Depth and Design

	23.5 x 25 L5 G-Lug
	6
	102/32 and 601 Design 

	26.5 x 25 L5 G-Lug
	4
	112/32 and 601 Design 

	29.5 X 25 L5 G-Lug
	4
	128/32 and  601 Design

	

	Estimate for Service H

	Item 
	Estimated Quantity
	Minimum Tread Depth and Design

	23.5 x 25 L5 G-Lug
	6
	102/32 and 601 Design 

	26.5 X 25 L5 G-Lug 
	16
	112/32and   601 Design

	29.5 X 25 L5 G-Lug
	18
	128/32 and  601 Design



Estimate for Service I
The County does not have any estimated usage for Rim Refurbishment.  Rim sizes that may be refurbished are listed below:

	Rim Sizes

	22.5 inch diameter X 8.25 inch width

	22.5 inch diameter X  9.00 inch width

	22.5 inch diameter X 12.25 inch width



TREAD DESIGN AND DEPTH
 
(A) Truck Tires:  An all position closed rib type tread design is required having no less than three (3) continuous groves. The tread groves may incorporate irregular configurations but are to be continuous so as to form ribs. The depth of tread shall be measured from the true road contact surface to the base of the tread grove which is continuous for the diameter of the tire.  Mold marks or other flashings which are superficial and/or non-functional on the road contact tread surface will not be a tread measurement point. Depth specification requirements must be met at all points in the tread grooves.  

All rubber used on the truck tires shall have the following minimum properties.

1. Contain no less than 47% rubber hydrocarbons by weight;
2. Have a minimum of 25% and a maximum of 50% polybutadiene; and 
3. Have the following minimum physical properties:
	
	Minimum

	Tensile Strength in (psi)
	2000

	Elongation (%)
	380

	Modulus at 300%
	1,300

	Hardness *
	64

	Specific Gravity
	1,118



*Hardness will be measured using a Shore Durometer, “A” scale.
Unless otherwise specified, commercial truck tires shall be processed using materials containing antioxidants of a quality to provide standard commercial resistance to weathering.

(B) Off The Road (OTR) Tires:  The retreading of OTR tires for construction equipment will be accomplished by the application of layers of bands of rubber to a properly buffed casing.  The awarded Bidder will apply the sufficient amount of layers of rubber to achieve the final required tread depth after the grooving of the tires. The depth of tread shall be measured from the true contact surface to the base of the tread grove.  Mold marks or other flashings which are superficial and/or non-functional on the contact surface will not be a tread measurement point. Depth specification requirements must be met at all points in the tread grooves.

	Comment by Erbella, Juan (ISD): Should specific County casings only
COUNTY OWNED TRUCK TIRE CASING REQUIREMENTS 
 
(A) Casing age date of sevenfive (5)7 years maximum (per O.E. mfg. DOT date imprinted on tire).

(B) Maximum of sevenfive (5)7 nail hole repairs per casing in the repairable area of a radial truck tire will be allowed during the entire seven five (5)7 year span.  Repair patches are not to overlap.  Nail holes are defined as damage to the tire 3/8" (9mm) and smaller through the approved repairable crown area shall be repaired using a repair patch and a suitable fill material in the injury.

(C) Maximum of four (4) section repairs per casing will be allowed during the entire seven five (5)7 year span at the following criteria.  A section repair is defined as damage to a tire larger than 3/8" (9mm) in the crown area after the damage and rust have been removed.  Any damage regardless of size through the ply cords or on the sidewall of a tire will require a section repair.
1. Repairs should be performed using the appropriate industry repair technique(s) and properly sized patches for the damaged area being repaired.  Large section repairs performed to casings must be in accordance to industry standards.

1. Bead repairs are allowed when included in total count of section repairs and a distance of no less than six inches (6”) apart.
(D) Spot Repairs:  A spot repair in a radial tire is limited to cracks and cuts in the rubber with no exposed or damaged body wires.  No more than four (4) spot repairs will be allowed on a radial tire during the entire seven five (75) year span and the spot repairs are not to overlap.  Any damage found on the body wires of a radial tire found while performing a spot repair will require the damage to be removed and injury area to receive a full section repair instead of a spot repair.
(F) Five our (54) retreads will be allowed providing all criteria are met including total repairs.

(G) No buzz outs repairs beyond protector belts will be allowed. Maximum buzz out diameter   is to be no more than ¾ inch diameter.

(H) Tires shall have no evidence of sidewall cable warp or distortion prior to or after recapping.

(I) The original casing under tread (over steel belts) is to be at 3/32” minimum over tread buffed surface area.

(J) No casing will be substituted for any Miami-Dade County supplied casing. All Miami-Dade County casings will be returned as either completed recaps or as bad rubber no longer meeting specification requirements for casings.


COUNTY OWNED Off-The-Road (OTR) BIAS PLY TIRE CASING REQUIREMENTS	Comment by Erbella, Juan (ISD): Specify County casing only

(A) Casing age date of five (5) years maximum (per O.E. mfg. date or DOT date imprinted on tire if available).
	
(B) Tires shall have no evidence of sidewall distortion prior to or after recapping.

(C) The original casing under tread is to be no less than the minimum recommended by the tire recapping
 industry.

(D) No casing will be substituted for any Miami-Dade County supplied casing. All Miami-Dade County casings will be returned as either completed recaps or if requested as bad rubber no longer meeting specification requirements for casings.

(E) Awarded Bidder(s) will needare required to re-pressurize County supplied solid fill tires if needed. The Solid Tire Fill shall be new Virgin Polymer or Polyurethane Fill and of the type known by trade names “Arnco RePneu,” or latest Arnco product that replaces the RePneu “No Substitution”.

AWARDED BIDDER SUPPLIED TRUCK TIRE VIRGIN CASINGS

Awarded Bidder(s) may also be asked to recap truck tires for various sanitation equipment and other equipment where the contractor will supply the casing as well as the capping. All casings supplied will be top quality steel cord radial tire casings with a minimum of a 16-ply rating in an H load range and speed rated to no less than 70 mph and meet the following requirements below. Sizes will be as required and the casing may not have been previously recapped.  

CASING DEFINITIONS

(A) New Virgin Casing:   A new virgin casing is defined as a new tire casing that has never been used 
on the road before.  This is a casing where during the new tire manufacturing process the top cap portion of the tread did not pass the OEM’s quality control checks/standards.  The casing has been fully inspected and has been deemed by the OEM as not being defective or inappropriate for use as a recapped tire in the United State.  These casings must have appropriate DOT #’s as well as manufacturing date code on them.

(B) Used Virgin Casing:  A used virgin casing is defined as a used tire casing that has been used on the 
road but never recapped. These casings must have appropriate DOT #’s as well as manufacturing date code on them.

TRUCK TIRE CASING BRANDS

The truck tire casing brands that are presently acceptable to Miami Dade County are General, Michelin, Goodrich, Goodyear, Bridgestone, Yokohama, Continental, Dunlop, and Firestone. Others may be acceptable upon written request and supply of a sample for inspection and evaluation purposes. The County reserves the right to inspect all casings to be supplied prior to the start, during, and completion of process. The County, in its sole discretion, reserves the right to reject any casings that it feels are unsuitable. Additional casing requirements are:

USED GRADE A VIRGIN CASING

(A) Used casing age date of fourive (5)4 years maximum (per O.E. mfg. DOT date) with no perforations.

(B) Tires shall have no sidewall or shoulder section repairs, bead repairs, or buzz outs to the top steel protector belt which show any evidence of rust or damage (stone drilling).  Additionally the casing is to have no more than one (1) nail hole repair.

(C) Tires shall have no evidence of sidewall cable warp or distortion.

(D) The original casing under tread (over steel belts) is to be at 3/32” minimum over 100% of tread buffed surface area.

USED GRADE B VIRGIN CASINGS

(A) Used casing age date of five 5 years maximum (per O.E. mfg. DOT date) with no perforations

(B) Tires shall have no more than two (2) nail hole repairs. Tires shall have no sidewall or shoulder section repairs, bead repairs, or buzz outs to the top steel protector belt which show any evidence of rust or damage (stone drilling).

(C) Tires shall have no evidence of sidewall cable warp or distortion.

(D) The original casing under tread (over steel belts) is to be at 3/32” minimum over 100% of tread buffed surface area.

AWARDED BIDDER SUPPLIED Off-The-Road (OTR) BIAS PLY VIRGIN CASINGS

Awarded Bidder(s) may also be asked to recap Off-The-Road (OTR) bias ply tires for various construction equipment and other equipment where the contractor will supply the casing as well as the capping.  As part of this process, the vendor will be required to dismount the existing foam filled tire from the County supplied wheel assembly, mount the finished vendor supplied casing onto this wheel assembly, and foam fill this wheel assembly. The Solid Tire Fill used shall be new Virgin Polymer or Polyurethane Fill and of the type known by trade names “Arnco RePneu,” or latest Arnco product that replaces the RePneu “No Substitution”. All casings supplied will be top quality bias ply tire casings with the highest rating per size of tire and for use in a waste application and meet the supplemental requirements.  Tire sizes will be as stated and the tire casing being supplied may not have been previously recapped. 

As part of this process, the awarded bidder will be required to dispose of the existing tire that cannot be recapped and the foam filled material presently found in the tire.



(A) CASING DEFINITION

Used Virgin Casing:  A used virgin casing is defined as a used tire casing that has been used before but never recapped.

(B) Off-The-Road (OTR) TIRE CASING BRANDS

The Off-The-Road (OTR) tire casing brands that are presently acceptable to Miami Dade County are General, Michelin, Goodrich, Goodyear, Bridgestone, Yokohama, Continental, Dunlop, Titan, and Firestone. Others may be acceptable upon written request and supply of a sample for inspection and evaluation purposes. The County reserves the right to inspect all casings to be supplied prior to the start, during, and completion of process. The County, in its sole discretion, reserves the right to reject any casings that it feels is unsuitable. Additional casing requirements are:

a) Used casing age date of three (3) years maximum (per O.E. mfg. date or DOT date if available) with no perforations.

b) Tires shall have no sidewall or shoulder damage and/or section repairs.

c) Tires shall have no evidence of sidewall cable damage or distortion whatsoever.

TRUCK TIRE CASING CERTIFICATION

The awarded bidder must certify that all casings are inspected/checked for holes, cuts, bead-to-bead separation or any other defect and/or damage that may deem casing is unserviceable per the best standards of the industry.

To certify the casings, the awarded bidder shall use one (1) of the following types of non-destructive inspection equipment:  electronic, ultrasonic, x-ray, electro-mechanical, holography, shearography or other types of casing inspection equipment which can aid in determining casing integrity and best use, in addition to visual inspection.

TRUCK TIRE RUBBER USED

Whether the rubber used is a top cap or one piece seamless ring tread top cap, all materials must be 100% first line materials with the brand name clearly showing. The awarded bidder shall not paint the tread and will leave the manufacturer’s brand name clearly showing. Regardless of style of top cap service used, the top cap shall extend only across the tread area. Tread width as used in these specifications is defined as the distance from the outer edge to outer edge of the tread, which is the surface area that makes contact with the roadway. Tread rubber must be of the width most appropriate for the casing being capped according to the best commercial recapping standards of the industry, but in no case shall be less than the minimum width specified in this contract.

OTR TIRE RUBBER USED 

The rubber and all materials used in the recapping of OTR tires must be 100% first line materials.  The fabricated retread cap shall extend only across the tread area of the tire. Tread width as used in these specifications is defined as the distance from the outer edge to outer edge of the tread, which is the surface area that makes contact with the ground. Tread rubber fabricated must be of the width most appropriate for the casing being capped according to the best commercial recapping standards of the industry, but in no case shall be less than the minimum width specified in this contract.

BUFFING 	Comment by Llerena, Rey (ISD): Phillip  This was deleted as we made reference to the best industry standards in the GENERAL REQUIREMENTS FOR GROUP 2 RECAPPING SERVICES Based on market research from operations.	Comment by Erbella, Juan (ISD): No need for all these details, over requirements moved to general requirements


In preparing a casing for recapping, the old tread shall be buffed, but only to the extent that when a new tread is completed, the finish on the shoulders shall be smooth and without excess overflow. Small cuts and nail holes shall be cleaned out. The area around nail holes on the inside of the band plies shall be buffed on a radius of approximately one inch. All dust and loose foreign matter shall be removed from the inside and outside of the casing. Nail holes and small cuts shall be appropriately treated and repaired prior to the application of rubber.

TRUCK TIRE CEMENTING

Whether using a top cap or one piece seamless ring tread, all manufacturer’s recommendations, the recommendations of the American Retreaders Association (ARA) Retreading Manual, the Rubber Manufacturer’s Association (RMA), Tire Industry Association (TIA), and the Tire Retread & Repair Information Bureau (TRIB), shall be used in conjunction with the best commercial practices in the industry to produce the best quality product available.

OTR TIRE CEMENTING 

The fabrication of the top cap shall follow, all manufacturers’ recommendations, the recommendations of the American Retreaders Association (ARA) Retreading Manual and the Rubber Manufacturer’s Association (RMA) Tire Industry Association (TIA), and the Tire Retread & Repair Information Bureau (TRIB), shall be used in conjunction with the best commercial practices in the industry to produce the best quality product available.

FINAL INSPECTION

The awarded bidder is required to perform a final inspection on the finished product to determine conformance with the recommended practices of the Retreading Manual and the Rubber Manufacturer’s Association (RMA), Tire Industry Association (TIA), Tire Retread & Repair Information Bureau (TRIB), as well as the requirements of these with all ITQ and initial contract specifications in 8889 -1/24 and the best commercial practices in the industry. Only tires that pass this inspection shall be billed to Miami- Dade County, all others shall be returned as bad rubber or redone to required standards by the successful bidder. 

TRUCK TIRE CEMENTING	Comment by Llerena, Rey (ISD): This seems to be duplicated from above

Whether using a top cap or one piece seamless ring tread, all manufacturer’s recommendations, the recommendations of the American Retreaders Association (ARA) Retreading Manual, the Rubber Manufacturer’s Association (RMA), Tire Industry Association (TIA), and the Tire Retread & Repair Information Bureau (TRIB), shall be used in conjunction with the best commercial practices in the industry to produce the best quality product available.

OTR TIRE CEMENTING 

The fabrication of the top cap shall follow, all manufacturers’ recommendations, the recommendations of the American Retreaders Association (ARA) Retreading Manual and the Rubber Manufacturer’s Association (RMA) Tire Industry Association (TIA), and the Tire Retread & Repair Information Bureau (TRIB), shall be used in conjunction with the best commercial practices in the industry to produce the best quality product available.

FINAL INSPECTION

The awarded bidder is required to perform a final inspection on the finished product to determine conformance with the recommended practices of the Retreading Manual and the Rubber Manufacturer’s Association (RMA), Tire Industry Association (TIA), Tire Retread & Repair Information Bureau (TRIB), as well as the requirements of these specifications and the best commercial practices in the industry. Only tires that pass this inspection shall be billed to Miami- Dade County, all others shall be returned as bad rubber or redone to required standards by the successful bidder.




GROUP 2: PURCHASE OF TIRE RETREADING SERVICES FOR A ONE YEAR PERIOD
Service A - Recapping of County Supplied Truck Tire Casing with a Precured Top Cap:
	Item 1
	Minimum Tread Depth
	Cost Per Tire

	11 R 22.5
	18/32 Highway All Position Tread Design
	


	Item 2
	Minimum Tread Depth
	Cost Per Tire

	12 R 22.5
	18/32 Highway All Position Tread Design
	


	
	
24/32 In a Waste Hauler Design

	

	Item 3
	Minimum Tread Depth
	Cost Per Tire

	315 80 R 22.5
	24/32 In a Waste Hauler Design
	

	
Ancillary Services


	Type of Service
	Cost Per Tire

	Tire Dismounting 
	

	Tire Mounting per
	

	Tire and Rim Balancing 
	



Note: Bidders must bid on all items (including ancillary services).   




Service B - Recapping of County Supplied Truck Tire Casing with a one piece seamless ring tread pre-cured top cap:

	Item 1
	Minimum Tread Depth
	Cost Per Tire

	11 R 22.5
	
18/32 Highway All Position Tread Design

	

	Item 2
	Minimum Tread Depth
	Cost Per Tire

	12 R 22.5
	
18/32 Highway All Position Tread Design

	

	
	
24/32 In a Waste Hauler Design

	

	
Item 3
	Minimum Tread Depth
	Cost Per Tire

	315 80 R 22.5
	24/32 In a Waste Hauler Design
	

	
Ancillary Services


	Type of Service
	Cost Per Tire

	Tire Dismounting 
	

	Tire Mounting 
	

	Tire and Rim 

	



Note: Bidders must bid on all items (including ancillary services).   




Service C - Recapping of a Vendor Supplied Used Truck Tire Virgin Casing with a Precured Top Cap:

Sub Service C1. Used Grade A Truck Tire Casing as Defined

	Item 1
	Minimum Tread Depth
	Cost Per Tire

	11 R 22.5
	
18/32 Highway All Position Tread Design

	

	Item 2
	Minimum Tread Depth
	Cost Per Tire

	12 R 22.5
	
18/32 Highway All Position Tread Design

	

	
	
24/32 In a Waste Hauler Design

	

	Item 3
	Minimum Tread Depth
	Cost Per Tire

	315 80 R 22.5
	24/32 In a Waste Hauler Design
	

	
Ancillary Services


	Type of Service
	Cost Per Tire

	Tire Dismounting 
	

	Tire Mounting 
	

	Tire and Rim Balancing 
	



Note: Bidders must bid on all items (including ancillary services).   

Sub Service C2 Used Grade B Truck Tire Casing as Defined:

	Item 1
	Minimum Tread Depth
	Cost Per Tire

	11 R 22.5
	
18/32 Highway All Position Tread Design

	

	Item 2
	Minimum Tread Depth
	Cost Per Tire

	12 R 22.5
	
18/32 Highway All Position Tread Design

	

	
	
24/32 In a Waste Hauler Design

	

	Item 3
	Minimum Tread Depth
	Cost Per Tire

	315 80 R 22.5
	24/32 In a Waste Hauler Design
	

	
Ancillary Services


	Type of Service
	Cost Per Tire

	Tire Dismounting 
	

	Tire Mounting 
	

	Tire and Rim Balancing 
	



Note: Bidders must bid on all items (including ancillary services).   




Service D - Recapping of a Vendor Supplied Used Virgin Truck Tire Casing with a one piece seamless ring tread pre-cured top cap:

Sub Service D1. Used Grade A Truck Tire Casing as Defined

	Item 1
	Minimum Tread Depth
	Cost Per Tire

	11 R 22.5
	
18/32 Highway All Position Tread Design

	

	Item 2
	Minimum Tread Depth
	Cost Per Tire

	12 R 22.5
	
18/32 Highway All Position Tread Design

	

	
	
24/32 In a Waste Hauler Design

	

	Item 3
	Minimum Tread Depth
	Cost Per Tire

	315 80 R 22.5
	24/32 In a Waste Hauler Design
	

	Ancillary Services


	Type of Service
	Cost Per Tire

	Tire Dismounting 

	

	Tire Mounting 

	

	Tire and Rim Balancing 
	



Note: Bidders must bid on all items (including ancillary services).   

Sub Service D2. Used Grade B Truck Tire Casing as Defined

	Item 1
	Minimum Tread Depth
	Cost Per Tire

	11 R 22.5
	
18/32 Highway All Position Tread Design

	

	Item 2
	Minimum Tread Depth
	Cost Per Tire

	12 R 22.5
	
18/32 Highway All Position Tread Design

	

	
	
24/32 In a Waste Hauler Design

	

	Item 3
	Minimum Tread Depth
	Cost Per Tire

	315 80 R 22.5
	24/32 In a Waste Hauler Design
	

	
Ancillary Services


	Type of Service
	Cost Per Tire

	Tire Dismounting 

	

	Tire Mounting 

	

	Tire and Rim Balancing 
	



Note: Bidders must bid on all items (including ancillary services).   


Service E - Recapping of a Vendor Supplied New Virgin Truck Tire Casing with a Precured Top Cap:

	Item 1
	Minimum Tread Depth
	Cost Per Tire

	11 R 22.5
	
18/32 Highway All Position Tread Design

	

	Item 2
	Minimum Tread Depth
	Cost Per Tire

	12 R 22.5
	
18/32 Highway All Position Tread Design

	

	
	
24/32 In a Waste Hauler Design

	

	Item 3
	Minimum Tread Depth
	Cost Per Tire

	315 80 R 22.5
	24/32 In a Waste Hauler Design
	

	
Ancillary Services


	Type of Service
	Cost Per Tire

	Tire Dismounting 

	

	Tire Mounting 

	

	Tire and Rim Balancing 

	



Note: Bidders must bid on all items (including ancillary services).   





Service F - Recapping of a Vendor Supplied New Virgin Truck Tire Casing with a one piece seamless ring tread pre-cured top cap:

	Item 1
	Minimum Tread Depth
	Cost Per Tire

	11 R 22.5
	
18/32 Highway All Position Tread Design

	

	Item 2
	Minimum Tread Depth
	Cost Per Tire

	12 R 22.5
	
18/32 Highway All Position Tread Design

	

	
	
24/32 In a Waste Hauler Design

	

	Item 3
	Minimum Tread Depth
	Cost Per Tire

	315 80 R 22.5
	24/32 In a Waste Hauler Design
	

	
Ancillary Services


	Type of Service
	Cost Per Tire

	Tire Dismounting 

	

	Tire Mounting 

	

	Tire and Rim Balancing 

	



Note: Bidders must bid on all items (including ancillary services).   





Service G - Recapping of County Supplied Solid Filled Off-The-Road (OTR) Bias Ply Casings to Include Re-pressurizing of the Tire if Needed:

	Item
	Size
	Minimum Tread Depth and Design
	Cost Per Tire

	
1.

	23.5 x 25 L5 G-Lug
	
102/32 and 601 Design 

	

	
2.
	
26.5 X 25 L5 G-Lug 
	
112/32and  601 Design

	

	
3.
	
29.5 X 25 L5 G-Lug

	
128/32 and  601 Design

	




Service H - Recapping of Vendor Supplied Off-The-Road (OTR)  Bias Ply Casings to Include dismount and disposal of existing tire and foam fill, remounting of vendor supplied casing, and foam filling of wheel assembly:

	Item
	Size
	Minimum Tread Depth
	Cost Per Tire

	
1.

	23.5 x 25 L5 G-Lug
	
102/32 and 601 Design 

	

	
2.
	26.5 X 25 L5 G-Lug 
	
112/32and   601 Design

	

	
3.
	29.5 X 25 L5 G-Lug
	
128/32 and  601 Design

	




Service I - Rim Refurbishment Per Section 3.18.

	Item
	Rim Sizes
	Cost Per Rim

	
1.

	22.5 inch diameter X 8.25 inch width
	

	
2.
	
22.5 inch diameter X  9.00 inch width

	

	
3.

	
22.5 inch diameter X 12.25 inch width

	





PAYMENT TERMS: In accordance with Florida Statutes, Section 218.74 and Section 2-8.1.4 of the Miami-Dade County Code payment shall be 45 days from receipt of a proper invoice (30 days to small firms).
Addenda Received: |_| Yes |_| No   If yes, please indicate the number of addenda you received: _________________ 

CONVICTION DISCLOSURE: Pursuant to Miami-Dade County Ordinance 94-34, any individual, corporation, partnership, joint venture or other legal entity having an officer, director, or executive who has been convicted of a felony during the past ten (10) years shall disclose this information prior to entering into a contract with or receiving funding from the County.
|_|  Place a check mark here only if bidder has such conviction to disclose to comply with this requirement.

SMALL BUSINESS CONTRACT MEASURES FOR SOLICITATIONS  (Bid Preference)
A Small Business Enterprise (SBE) bid preference applies to this solicitation, where permitted by funding source, per Section 2, Paragraph 2.2 of the Invitation to Bid. 

SMALL/MICRO BUSINESS CONTRACT MEASURES FOR SOLICITATIONS (Bid Preference): For awards valued over $100,000, a 10% (ten percent) bid preference shall apply for certified Micro and SBE bidders. Micro Business Enterprises and Small Business Enterprises must be certified by Small Business Development under Business Affairs, a division of the Department of Regulatory and Economic Resources (RER), for the type of goods and/or services the enterprise provides in accordance with the applicable commodity code(s) for this solicitation. For certification information, contact RER at 305-375-CERT (2378) or at http://www.miamidade.gov/business/business-certification-programs.asp. The Micro/SBE or SBE Business Enterprise must be certified by bid submission deadline, at contract award and for the duration of the contract to remain eligible for the preference.
Is your firm a Miami-Dade County Certified Small Business Enterprise?  Yes________ No_________
If yes, please provide your Certification Number: ____________________

LOCAL PREFERENCE CERTIFICATION:  
For the purpose of this certification, a “local business” is a business located within the limits of Miami-Dade County (or Broward County in accordance with the Inter-local Agreement between the two counties) that conforms with the provisions of Section 1.10 of the General Terms and Conditions of this solicitation and contributes to the economic development of the community in a verifiable and measurable way.  This may include, but not be limited to, the retention and expansion of employment opportunities and the support and increase to the County’s tax base.  
|_|  Place a check mark here only if affirming bidder meets requirements for Local Preference.  Failure to complete this certification at this time (by checking the box above) may render the vendor ineligible for Local Preference.

LOCAL CERTIFIED SERVICE-DISABLED VETERAN BUSINESS ENTERPRISE CERTIFICATION:  
A Local Certified Service-Disabled Veteran Business Enterprise is a firm that is (a) a local business pursuant to Section 2-8.5 of the Code of Miami-Dade County and (b) prior to bid submission is certified by the State of Florida Department of Management Services as a service-disabled veteran business enterprise pursuant to Section 295.187 of the Florida Statutes.
|_|  Place a check mark here only if affirming bidder is a Local Certified Service-Disabled Veteran Business Enterprise.  A copy of the certification must be submitted with this proposal. 

LOCALLY-HEADQUARTERED BUSINESS CERTIFICATION:  
For the purpose of this certification, a “locally-headquartered business” is a Local Business whose “principal place of business” is in Miami-Dade County, as defined in Section 1.10 of the General Terms and Conditions of the original solicitation.
|_|  Place a check mark here only if affirming bidder meets requirements for the Locally-Headquartered Preference (LHP).  Failure to complete this certification at this time (by checking the box above) may render the vendor ineligible for the LHP. 

The address of the locally-headquartered office is:
_______________________________________________
_______________________________________________
_______________________________________________
(Please clearly print complete address above)





It is hereby certified and affirmed that the bidder shall accept any awards made as a result of this quotation. If awarded a purchases order or contract as a result of this solicitation, Bidder further agrees that prices quoted shall remain fixed and firm for the term of this ITQ.



Authorized Signature: 					   Title: 					
Print/Type Name: 						   Phone: 				
E-mail: 								   Fax: 					
Firm Name: 						  F.E.I.N. No.: ___/___-__/___/___/___/___/___/___
Address: 							  City: 				   State: 	

THE EXECUTION OF THIS FORM CONSTITUTES THE UNEQUIVOCAL OFFER OF BIDDER TO BE BOUND BY THE TERMS OF ITS BID. FAILURE TO SIGN THIS SOLICITATION WHERE INDICATED ABOVE BY AN AUTHORIZED REPRESENTATIVE SHALL RENDER THE BID NON-RESPONSIVE.   THE COUNTY MAY, HOWEVER, IN ITS SOLE DISCRETION, ACCEPT ANY BID THAT INCLUDES AN EXECUTED DOCUMENT WHICH UNEQUIVOCALLY BINDS THE BIDDER TO THE TERMS OF ITS OFFER.

MIAMI-DADE 	                                                8889 -1/24 TIRE RETREADING SERVICES - ITQ 8889-FMD-1501
MIAMI-DADE 	                                                 8889 -1/24 TIRE RETREADING SERVICES - ITQ No. GROUP 2 - 1
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Firm Name of Prime Contractor/Respondent _______________________________________________ FEIN # _________________________________
Project/Contract Number ______________________________  
	In accordance with Sections 2-8.1, 2-8.8 and 10.34 of the Miami-Dade County Code, this form must be submitted as a condition of award by all bidders/respondents on County contracts for purchase of supplies, materials or services, including professional services which involve expenditures of $100,000 or more, and all bidders/respondents on County or Public Health Trust construction contracts which involve expenditures of $100,000 or more.  The bidder/respondent who is awarded this bid/contract shall not change or substitute first tier subcontractors or direct suppliers or the portions of the contract work to be performed or materials to be supplied from those identified, except upon written approval of the County.  The bidder/respondent should enter the word “NONE” under the appropriate heading of this form if no subcontractors or suppliers will be used on the contract and sign the bottom of the form.   

In accordance with Ordinance No. 11-90, an entity contracting with the County shall report the race, gender and ethnic origin of the owners and employees of all first tier subcontractors.  In the event that the successful bidder demonstrates to the County prior to award that the race, gender, and ethnic information is not reasonably available at that time, the successful bidder shall be obligated to exercise diligent efforts to obtain that information and provide the same to the County not later than ten (10) days after it becomes available and, in any event, prior to final payment under the contract.  
(Please duplicate this form if additional space is needed.)

	Business Name and Address of First Tier Subcontractor/
Subconsultant
	Principal Owner
	Scope of Work to be Performed by Subcontractor/
Subconsultant
	Principal Owner 
(Enter the number of male and female owners by race/ethnicity)
	Employee(s) 
(Enter the number of male and female employees and the number of employees by race/ethnicity)

	
	
	
	Gender  
	Race/Ethnicity
	Gender
	Race/Ethnicity

	
	
	
	M
	F
	White
	Black
	Hispanic
	Asian/Pacific Islander
	Native American/Native Alaskan
	Other
	M
	F
	White
	Black
	Hispanic
	Asian/Pacific Islander
	Native American/Native Alaskan
	Other

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	Business Name and Address of First Tier Direct Supplier
	Principal Owner
	Supplies/Materials/Services to be Provided by Supplier
	Principal Owner 
(Enter the number of male and female owners  by race/ethnicity)
	Employee(s) 
(Enter the number of male and female employees and the number of employees by race/ethnicity)

	
	
	
	Gender  
	Race/Ethnicity
	Gender
	Race/Ethnicity

	
	
	
	M
	F
	White
	Black
	Hispanic
	Asian/Pacific Islander
	Native American/Native Alaskan
	Other
	M
	F
	White
	Black
	Hispanic
	Asian/Pacific Islander
	Native American/Native Alaskan
	Other

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	


 Mark here if race, gender and ethnicity information is not available and will be provided at a later date.  This data may be submitted to Contracting/User department or on-line to Small Business Development of the Department of Regulatory and Economic Resources Department at http://new.miamidade.gov/business/business-development.asp.
I certify that the representations contained in this Subcontractor/Supplier listing are to the best of my knowledge true and accurate.
______________________________	________________________	_________________________	___________
 Signature of Bidder/Respondent			 Print Name			               Print Title		           		Date                     	   SUB 100 Rev. 6/12
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