Scope: Miami-Dade County Water and Sewer Department Valve Maintenance Trailers 
Miami-Dade County Water and Sewer Department requires a quanitity of two (2) valve maintenance trailers to enable routine exercising of the valves through the Miami-Dade Water and Sewer Department system in order to prevent a critical valve failure when the valve must be opened or closed during an emergency. The ability to exercise the Department’s network valves is vital to ensure that a given valve will be capable of opening or closing completely without failure during an emergency.
[bookmark: _GoBack]The operating arm must be able to extend at least 13 feet reach over 270 degrees and capable of at least 750 feet/pound of torque. This unit must be constructed of steel and powder coating for long life. The unit must come with ruggedized handheld water resistant controller to operate and collect data with built in GPS. In addition, it should have a software package which enables data logging and synchronized between the handheld controllers and desk to GIS. Engine must be diesel, liquid cooled and EPA emission compliant. The hydraulic system must be equipped with oil level, temperature gauges, pressure gauges and 1800PSI of continuous duty. Pressure washer should be at least 3000PSI with a 90 gallon water tank, and 50 feet of hose on a spring rewind hose reel. The equipment should have 20 feet long minimum hydraulic hose and a vacuum pump with positive displacement rotary lobe blower capable of at least 500CFM capable of running a 3 inch hydraulic pump trash pump tool.
Additional equipment required:
· 3 inch Hydraulic pump head with quick connects
· 4 inch Hydraulic pump head with quick connects
· 25 foot Hydraulic hose quick to connect
